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In TS.29.232 two procedures are defined to modify bearer characteristics: “Modify char” and “Modify bearer”. Only the latter is actually needed. This contribution proposes to delete any occurrences of “Modify char” in the text.

****First Modified Section ****
14.2
Call related H.248 transactions

Table 3 shows the relationship between each call-related procedure in ITU-T Recommendation Q.1950 [17] and the corresponding stage 2 procedure defined in 3GPP TS 23.205 [2].

Table 3: Correspondence between Q.1950 call-related transactions and 3GPP TS 23.205 and 23.153 procedures

Transaction used in Q.1950 
Procedure defined in 3GPP TS 23.205 Error! Reference source not found. and 23.153 Error! Reference source not found.
Comments

Change_Topology
Change Flow Direction


Join
Join Bearer Terminations


Isolate
Isolate Bearer Terminations


Establish_BNC_notify+(tunnel)
Establish Bearer


Prepare_BNC_notify+(tunnel)
Prepare Bearer


Cut_Through
Change Through-Connection


Not defined in Q.1950 
Activate Interworking Function


Cut_BNC (include several procedures).
Release Bearer (Release Bearer and Release termination)


BNC Established
Bearer Established


BNC Release
Bearer Released


Insert_Tone
Send Tone


Insert_Annoucement
Play Announcement


Signal Completion 
Announcement Completed


Detected_Digit
Detect DTMF


Insert_Digit
Send DTMF


Detect digit(BIWF)
Report DTMF


Confirm_char
Confirm char






Reserve_Char
Reserve char


BNC Modified
Bearer modified


Echo canceller
Activate Voice Processing Function






















BNC connected
[Editors note: No definition yet]


BNC modification failed
Bearer modified failed


Tunnel (MGC-MGW)
Tunnel information down


Tunnel (MGW-MGC)
Tunnel information up


Insert tone
Stop tone


Insert announcement
Stop announcement


Detect digits
Stop DTMF detection


Insert digit
Stop DTMF


Insert tone
Tone completed


Not defined
Reserve circuit


Not defined
Command rejected


Not defined
TFO activation


Not defined
Codec_modify 


Not defined
Optimal codec and distant list_notify


Not defined
Distant codec list


Modify char
Modify bearer


NOTE:
A procedure defined in table 3 can be combined with another procedure in the same action. This means that they can share the same contextID and termination ID(s).

****Next Modified Section ****
14.2.27
 Modify bearer

This procedure is the same as defined in the subclause "Modify Char" in ITU-T Recommendation Q.1950 Error! Reference source not found. with additions as shown below.

Address Information
Control information
Bearer information


If framing protocol used:

UP mode = mode 

UPversion =version

Delivery of erroneous  SDUs=value

Interface=interface

Initdirerection=initdirection


If data call:

PLMN bearer capbility = PLMN capability

GSM channel coding=coding

****Next Modified Section ****
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