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Reason for change:
(

The description of D-CSI in 

· the Information Flow Insert Subscriber Data, from HLR to VLR, 

· the Information Flow Send Routeing Information, from HLR to GMSC,

· the Information Flow Resume Call handling, from VLR to GMSC

does not specify that D-CSI shall not contain the ”notificationToCSE” sub-parameter.

This sub-parameter may be sent in ATSI/ATM ack/NSDC message. 

This restriction needs to be specified clearly. It may otherwise lead to the impression to designers of CAMEL Phase 3 functionality in the VLR/GMSC that the Insert Subscriber Data, Send Routeing Information and the Resume Call Handling information flow need to be updated, to receive the marking for CSE notification in D-CSI.




Summary of change:
(

Textual correction in the description of the D-CSI
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not approved:
Misinterpretation by CAMEL Phase 3 designers




Clauses affected:
(

17.7.1




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



17.7
MAP constants and data types

17.7.1
Mobile Service data types

D-CSI ::= SEQUENCE {


dp-AnalysedInfoCriteriaList
[0] DP-AnalysedInfoCriteriaList
OPTIONAL,


camelCapabilityHandling
[1] CamelCapabilityHandling
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


notificationToCSE
[3]
NULL

OPTIONAL,


csi-Active
[4]
NULL

OPTIONAL,


...} 

--
notificationToCSE and csi-Active shall not be present when D-CSI is sent to VLR/GMSC.

--
They may only be included in ATSI/ATM ack/NSDC message.

--
DP-AnalysedInfoCriteria and  camelCapabilityHandling shall be present in 

--
the D-CSI sequence.

--
If D-CSI is segmented, dp-AnalysedInfoCriteriaList and camelCapabilityHandling shall be 

--
present in the first segment
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