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Introduction

When a handover of a multicall takes place in some situations only one bearer can be handed over (for example in InterSystem handover to GSM) and the 3G-MSC shall select one bearer to be handed over among the various bearers of the multicall. Currently it is defined that 3G-MSC-B indicates successful inter-system handover to GSM by sending the A_HANDOVER_PERFORMED in MAP_PROCESS_ACCESS_SIGNALLING_REQUEST to MSC-A. In this case the A_HANDOVER_PERFORMED contains chosen channel information to be used by MSC-A to control IWF resource of the call.
For the case when multicall and subsequent handover to GSM is performed in 3G_MSC-B, the selected_RAB_ID is needed in 3G_MSC-A to be able to give chosen channel information to the correct IWF resource. 

Therefore the selected RAB_ID should be included in PROCESS_ACCESS_SIGNALLING_REQUEST by 3G_MSC-B.

Action required

TSG CN WG1 would like to ask TSG CN WG4 to take care of a related change request to the relevant specifications (possibly 29.002 and 29.010) to reflect this change (i.e. to include the selected RAB_ID in PROCESS_ACCESS_SIGNALLING_REQUEST when a subsequent intersystem handover to GSM in 3G_MSC-B occurs). 

� Please write any action required from the groups in a clear way.





