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3GPP have extended the use of a H.248/Q.1950 and BICC CS2 architecture to provide interworking with voice over packets and TDM domains.  Unfortunately the use of SDP for a physical TDM end point has not been defined.  This CR therefore proposes to add a new 3GPP package describing the TDM Bearer Service Characteristics which may be used with a text or binary encoding, and avoids the requirement to use SDP.
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Renaming of ‘Bearer Service Characteristics’ IE for the Reserve Bearer procedure to ‘TDM Bearer Service Characteristics’ which is defined in 29.232 CR 2.
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*** First Modified Section ***
16.2.6
Reserve Circuit

This procedure is used to select a TDM circuit in the MGW.

Table 16.7: Procedures between (G)MSC server and MGW: Reserve Circuit

Procedure
Initiated
Information element name
Information element required
Information element description

Reserve Circuit
(G)MSC-S
Context/Context Request
M
This information element indicates the existing context or requests a new context for the bearer termination.



Bearer Termination
M
This information element indicates the physical bearer termination for the TDM circuit.



Circuit Switched Data
C
This information element indicates the PLMN bearer capabilities and GSM channel coding. This information element is included for a non-speech call by the MSC server, or by the anchor-MSC in case of inter-MSC handover, for a radio access network side bearer termination.



TDM Bearer Service Characteristics
C
This information element indicates the bearer service requested by the user. This information element is included if no Circuit Switched Data information element is provided.

Reserve Circuit Ack
MGW
Context
M
This information element indicates the context where the command was executed.



Bearer Termination
M
This information element indicates the bearer termination where the command was executed..
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