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Reason for change:
(

As response to a Mobile Originating positioning request, the RNC or the SMLC (depending on the access type) provide a location estimate coded via a “shape”. The possible shapes are defined in the TS 23.032. DTAP 24.080 supports only a subset of the shapes defined in 23.032 via the import of the related MAP parameter. RANAP 25.413 supports another subset of 23.032. The intersection of the 23.032 subsets defined 24.080 and 25.413 is non empty, meaning that there are shapes carried by 25.413 that cannot be carried by 24.080. 


The outcome is that Mobile Originating UMTS Positioning requests that are successfully answered with the required QoS by the RNC will fail because of DTAP, i.e. stage 3 of Location services imposes limitations on the service as specified by stage 2.


SA2 has issued the  liasion statement S2-010812  towards RAN3 and CN4 to ask for full support in MAP and RANAP for all the shapes defined by 23.032. While investigating the issue for MAP, the similar lack of support for all the shapes has been discovered in 24.080. 
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Addition of new parameters to LCS-MOLR-Arg and LCS-MOLR-Res. 
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not approved:
MO-Location requests that are successfully answered by the RNC with the required QoS, will fail because of limitations in the DTAP protocol in transferring the location estimate to the UE.
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****    FIRST MODIFIED SECTION    ****

4.4.2
ASN.1 data types

This subclause provides an ASN.1 module defining the abstract data types in operations and errors specification. Only data types which are specific for this specification are defined. All other data types are imported from MAP together with the import of operations and errors.

.$SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) modules (3)

   ss-DataTypes (2) version6 (6)}

DEFINITIONS

IMPLICIT TAGS ::=

BEGIN

-- exports all data types defined in this module

IMPORTS

SS-Code

FROM MAP-SS-Code {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SS-Code (15) version6 (6)}

-- imports MAP-SS-DataTypes

SS-Status, USSD-DataCodingScheme, USSD-String, CCBS-Feature

-- USSD-DataCodingScheme, USSD-String were introduced because of CNAP.

FROM MAP-SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SS-DataTypes (14) version6 (6)}

CUG-Index,

NotificationToMSUser

FROM MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-MS-DataTypes (11) version6 (6)}

maxSignalInfoLength,

ISDN-AddressString,

ISDN-SubaddressString,

AlertingPattern,

LCSClientExternalID,

AddressString

FROM MAP-CommonDataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-CommonDataTypes (18) version6 (6)}

LocationType,

LCSClientName,

LCS-QoS,

Horizontal-Accuracy,

ResponseTime,

Ext-GeographicalInformation,

SupportedGADShapes,

Add-GeographicalInformation
FROM MAP-LCS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LCS-DataTypes (25) version6 (6)}

;

-- data types definition

SS-UserData ::= IA5String (SIZE (1.. maxSignalInfoLength))

NotifySS-Arg ::= SEQUENCE{


ss-Code





[1]

SS-Code OPTIONAL,


ss-Status




[4]

SS-Status OPTIONAL,


ss-Notification



[5]

SS-Notification OPTIONAL,


callIsWaiting-Indicator

[14]
NULL OPTIONAL,


callOnHold-Indicator

[15]
CallOnHold-Indicator OPTIONAL,


mpty-Indicator



[16]
NULL OPTIONAL,


cug-Index




[17]
CUG-Index OPTIONAL,


clirSuppressionRejected

[18]
NULL OPTIONAL,


... ,


ect-Indicator



[19]
ECT-Indicator OPTIONAL,


nameIndicator



[20]
NameIndicator OPTIONAL,


ccbs-Feature



[21]
CCBS-Feature OPTIONAL,


alertingPattern



[22]
AlertingPattern OPTIONAL}

--  The nameIndicator is defined because of CNAP.

ForwardChargeAdviceArg ::= SEQUENCE{


ss-Code





[0]

SS-Code,


chargingInformation


[1]

ChargingInformation,


...}

SS-Notification ::= OCTET STRING (SIZE (1))

--
  Bit 8 7 6 5 4
00000 (Unused)

--
Bit 3
Call is forwarded indication to A-subscriber

--

(calling subscriber)

--
0
No information content

--
1
Outgoing call has been forwarded to C

--
Bit 2
Call is forwarded indication to B-subscriber

--

(forwarding subscriber)

--
0
No information content

--
1
Incoming call has been forwarded to C

--
Bit 1
Call is forwarded indication to C-subscriber

--

(forwarded-to subscriber)

--
0
No information content

--
1
Incoming call is a forwarded call

ChargingInformation ::= SEQUENCE{


e1
[1] E1 OPTIONAL,


e2
[2] E2 OPTIONAL,


e3
[3] E3 OPTIONAL,


e4
[4] E4 OPTIONAL,


e5
[5] E5 OPTIONAL,


e6
[6] E6 OPTIONAL,


e7
[7] E7 OPTIONAL,


...}

E1 ::= INTEGER (0..max10TimesUnitsPerTime)

max10TimesUnitsPerTime INTEGER ::= 8191

E2 ::= INTEGER (0..max10TimesTimeInterval)

max10TimesTimeInterval INTEGER ::= 8191

E3 ::= INTEGER (0..max100TimesScalingFactor)

max100TimesScalingFactor INTEGER ::= 8191

E4 ::= INTEGER (0..max10TimesIncrement)

max10TimesIncrement INTEGER ::= 8191

E5 ::= INTEGER (0..max10TimesIncrementPerDataInterval)

max10TimesIncrementPerDataInterval INTEGER ::= 8191

E6 ::= INTEGER (0..maxNumberOfSegmentsPerDataInterval)

maxNumberOfSegmentsPerDataInterval INTEGER ::= 8191

E7 ::= INTEGER (0..max10TimesInitialTime)

max10TimesInitialTime INTEGER ::= 8191

CallOnHold-Indicator
::= ENUMERATED {




callRetrieved (0),




callOnHold (1)}

ForwardCUG-InfoArg ::= SEQUENCE {


cug-Index


[0]
CUG-Index OPTIONAL,


suppressPrefCUG

[1]
NULL OPTIONAL,


suppressOA


[2]
NULL OPTIONAL,


...}

ECT-Indicator
::= SEQUENCE {


ect-CallState

[0]
ECT-CallState,


rdn
[1]
RDN OPTIONAL,


...}

ECT-CallState
::= ENUMERATED {



alerting (0),



active (1)}


NameIndicator ::= SEQUENCE {



callingName

[0] Name OPTIONAL,



...}


Name ::= CHOICE {



namePresentationAllowed

[0] NameSet,



presentationRestricted

[1] NULL,



nameUnavailable



[2] NULL,



namePresentationRestricted
[3] NameSet}


NameSet ::= SEQUENCE {



dataCodingScheme 

[0] USSD-DataCodingScheme,



lengthInCharacters 

[1] INTEGER,



nameString



[2] USSD-String,



...}

-- NameIndicator, Name and NameSet are defined because of CNAP.

-- The USSD-DataCodingScheme shall indicate use of the default alphabet through the

-- following encoding:

--    bit  7   6   5   4   3   2   1   0

--       | 0   0   0   0 | 1   1   1   1|

RDN
::= CHOICE {


presentationAllowedAddress



[0]
RemotePartyNumber,


presentationRestricted




[1]
NULL,


numberNotAvailableDueToInterworking

[2]
NULL,


presentationRestrictedAddress


[3]
RemotePartyNumber}

RemotePartyNumber
::= SEQUENCE {


partyNumber



[0]
ISDN-AddressString,


partyNumberSubaddress
[1]
ISDN-SubaddressString OPTIONAL,


...}

AccessRegisterCCEntryArg
::= SEQUENCE {


...}

CallDeflectionArg
::= SEQUENCE {


deflectedToNumber

[0]
AddressString,


deflectedToSubaddress
[1]
ISDN-SubaddressString OPTIONAL,


...}

UserUserServiceArg ::= SEQUENCE {


uUS-Service

[0]
UUS-Service,


uUS-Required
[1]
BOOLEAN,


... }

UUS-Service ::= ENUMERATED {


uUS1 (1),


uUS2 (2),


uUS3 (3),


... }

-- exception handling:

-- In case of UUS-Service with any other value, indicated as "UUS required",

-- but not understood by the MS, the call will be cleared.

LocationNotificationArg
::= SEQUENCE {


notificationType
[0]
NotificationToMSUser,


locationType

[1]
LocationType,


lcsClientExternalID
[2] LCSClientExternalID

OPTIONAL,


lcsClientName

[3]
LCSClientName


OPTIONAL,


...}

-- exception handling:

-- At reception of an unrecognised notificationType value the receiver shall reject the 

-- operation with a return error cause of unexpected data value.

-- At reception of an unrecognised locationType value the receiver shall reject the

-- operation with a return error cause of unexpected data value.

LocationNotificationRes
::= SEQUENCE {


verificationResponse

[0]
VerificationResponse OPTIONAL,


...}

VerificationResponse::= ENUMERATED {


permissionDenied
(0),


permissionGranted
(1),


... }

-- exception handling:

-- an unrecognized value shall be treated the same as value 0 (permissionDenied)

LCS-MOLRArg
::= SEQUENCE {


molr-Type


[0]
MOLR-Type,


locationMethod

[1]
LocationMethod


OPTIONAL,


lcs-QoS



[2]
LCS-QoS




OPTIONAL,


lcsClientExternalID
[3] LCSClientExternalID

OPTIONAL,


mlc-Number


[4]
ISDN-AddressString

OPTIONAL,


gpsAssistanceData
[5]
GPSAssistanceData

OPTIONAL,


...,


supportedGADShapes
[6]
SupportedGADShapes

OPTIONAL}

-- The parameter locationMethod shall be included if and only if the molr-Type is set to value 

-- deCipheringKeys or assistanceData.

-- The parameter gpsAssistanceData shall be included if and only if the molr-Type is set to value 

-- assistanceData and LocationMethod is set to value assistedGPS.

MOLR-Type::= ENUMERATED {


locationEstimate


(0),


assistanceData



(1),


deCipheringKeys



(2),


... }

-- exception handling:

-- an unrecognized value shall be rejected by the receiver with a return error cause of

-- unexpected data value.

LocationMethod::= ENUMERATED {


msBasedEOTD


(0),


msAssistedEOTD

(1),


assistedGPS


(2),


... }

-- exception handling:

-- an unrecognized value shall be rejected by the receiver with a return error cause of

-- unexpected data value.

GPSAssistanceData::= OCTET STRING (SIZE (1..38))

-- Octets 1 to 38 are coded in the same way as the octets 3 to 7+2n of Requested GPS Data IE

-- in GSM 09.31.

LCS-MOLRRes::= SEQUENCE {


locationEstimate

[0]
Ext-GeographicalInformation

OPTIONAL,


decipheringKeys

[1] DecipheringKeys




OPTIONAL,


...,


add-LocationEstimate
[2]
Add-GeographicalInformation 

OPTIONAL}

-- Parameters locationEstimate or add-LocationEstimate (one but not both)

-- shall be included if and only if the 

-- molr-Type in LocationRequestArg was set to value locationEstimate.

-- Parameter add-LocationEstimate shall not be included if the supportedGADShapes 

-- parameter was not received in the LCS-MOLRArg.

-- Parameter decipheringKeys shall be included if and only if the molr-Type

-- in LocationRequestArg was set to value deCipheringKeys.

-- 

DecipheringKeys::= OCTET STRING (SIZE (15))

-- Octets in DecipheringKeys are coded in the same way as the octets 3 to 17 of Deciphering Key IE

-- in GSM 09.31. I.e. these octets contain Current Deciphering Key, Next Deciphering Key and 

-- Ciphering Key Flag.

.#END

****    END OF MODIFICATIONS    ****
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