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17.6.4
Supplementary service operations

UnstructuredSS-Request ::= OPERATION



--Timer ml--

ARGUMENT



ussd-Arg
USSD-Arg


RESULT



ussd-Res
USSD-Res



-- optional

ERRORS {



SystemFailure,



DataMissing,



UnexpectedDataValue,



AbsentSubscriber,



IllegalSubscriber,



IllegalEquipment,



UnknownAlphabet,



USSD-Busy,


UnidentifiedSubscriber}

UnstructuredSS-Notify ::= OPERATION



--Timer ml--

ARGUMENT



ussd-Arg
USSD-Arg


RESULT


ERRORS {



SystemFailure,



DataMissing,



UnexpectedDataValue,



AbsentSubscriber,



IllegalSubscriber,



IllegalEquipment,



UnknownAlphabet,



USSD-Busy,


UnidentifiedSubscriber}

	***  End  ***


[image: image1.wmf]Figure 22.10.3/1: Handling of network initiated USSD at VLR     
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Figure 22.10.3/1 (sheet 1 of 4): Procedure NI_USSD_VLR

[image: image2.wmf]Figure 22.10.3/2: Macro to establish a connection to the MS for a network initiated USSD operation.     

Macrodefinition Start_USSD_VLR

22.10.3_2.1(2)
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Figure 22.10.3/2 (sheet 1 of 2): Macro Start_USSD_VLR
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Unidentified Subscriber is considered in the SDL
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