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ABSTRACT 

At the last study group 16 meeting (Porto Seguro, 28 May-8 June 2001) the signalling transport of H.248 using SCTP was discussed. H.248 use of SCTP is specified in Annex H. The discussion resulted in that an addition was made to Annex H of H248. This is documented in the Implementor Guide for H.248. The agreed addition was as follows "To provide interworking between MTP3B and SCTP and to allow for flexible implementations of gateways and controllers in order to offer efficient use of SCTP associations the M3UA layer may be added on top of SCTP".

 The first part related to interworking of MTP3B and SCTP is already covered in CRs decided at CN 12 meeting. However the last part which is applicable both for interworking and transport in an IP enviroment is not covered.  To align 29.232 with SG 16 output we propose the following change. 
****First Modified Section ****
Each implementation of the Mc interface should provide the appropriate protocol options: MTP3B as defined in ITU—T Recommendation Q.2210 [11] (for ATM signalling transport) or SCTP as defined in RFC2960 [12] (for IP signalling transport) and in the case where the signalling relation consists of both ATM signalling transport and IP signalling transport the M3UA protocol layer  [13] shall be added to SCTP to provide interworking. M3UA layer may also be added to SCTP for pure IP signalling transport. In summary: 

i) For pure IP connections, H.248/SCTP/IP should be used. .In addition, to allow for flexible implementations of gateways and controllers in order to offer efficient use of SCTP associations the M3UA layer may also be added on top of SCTP.
ii) For pure ATM connections, H.248/MTP3b/SSCF/SSCOP/AAL5/ATM should be used,

iii)

  For mixed IP&ATM connections, H.248/M3UA/SCTP/IP shall be used as the IP transport 
t****End of document ****
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