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	Agenda item
	Agenda item title
	Tdoc N4-01
	Title
	Source
	Result
	Notes

	1
	Opening, approval of agenda
	1021


	Proposed agenda
	CN4 v Chairman
	agreed
	

	2
	Document Allocation
	1022
	Proposed allocation of documents to agenda items for TSG-CN WG4 Meeting #10
	CN4 v Chairman
	
	

	
	
	1023
	List of agreed output documents
	
	
	

	3
	Meeting Reports
	
	
	
	
	

	3.1
	TSG CN WG4 #09 meeting report, Dresden
	1024
	Report
	MCC
	
	

	3.2
	TSG CN WG4 #09bis meeting report, Helsinki
	1025
	Report
	MCC
	
	

	3.3
	
	1045
	Report back from joint ad hoc on GUP
	CN4 Chairman
	
	

	3.4
	
	1033
	Report back from TSG CN#13 & TSG SA#13
	CN4 Chairman
	
	

	4
	Input Liaison Statements
	1120
	Clarifications of aspects of Multimedia Capabilities [ID 1281]
	CN1 (to)
	Postponed to 6.1
	

	
	
	1121
	Flows related to Authenticated Registrations and Re-Registrations
	CN1 (cc)
	
	

	
	
	1122
	Amendments to CR on 23.153, for UMTS_AMR_2
	CN1 (cc)
	
	

	
	
	1123
	On the use of Network Domain Security for protection of SIP signalling messages“ (N1-011041 or S3-010403)
	CN1 (cc)
	
	

	
	
	1124
	Response to Liaison Statement on "Progressing the work in SA3 and CN1 on the IP Multimedia core network subsystem"
	CN1 (cc)
	
	

	
	
	1125
	LS on Removal of SIWF from R99 and onward
	CN (to)
	
	

	
	
	1126
	Response to LS (G2-010196) on Inter-BSC/RAN Network Assisted Cell Change
	RAN2 (cc)
	
	

	
	
	1127
	Response LS on inter-BSC/RAN Network Assisted Cell Change
	RAN3 (cc)
	
	

	
	
	1128
	Reply to SA2 LS on Cell ID in SIP messages
	SA1 (cc)
	
	

	
	
	1129
	LS S3-010403 on the use of Network Domain Security for protection of SIP signalling messages from WG3
	SA2 (cc)
	
	

	
	
	1130
	Liaison Statement on User Plane for IMS to PSTN Interworking
	SA2 (cc)
	
	

	
	
	1131
	Liaison Statement on "Unique GGSN Addresses"
	SA2 /Alcatel (to)
	Postponed to 7.8
	

	
	
	1132
	Response to LS R3-012081
	SA2 (cc)
	
	

	
	
	1133
	LS “Stop reporting type”


	SA2 (cc)
	
	

	
	
	1134
	LS on Security aspects of the 3GPP push service


	SA2 (to)
	
	

	
	
	1135
	LS “Update of Iu-Flex status”


	SA2 (to)
	Postponed to 6.5
	

	
	
	1136
	Security aspects for IMS related to Authentication
	SA2 (cc)
	
	

	
	
	1137
	Answer to LS on adding a RANAP cause to the Relocation Cancel Request, Tdoc: S2-012046 (N4-010982)
	SA2 (to)
	
	

	
	
	1138
	Liaison Statement response on "Inter-BSC/RAN Network Assisted Cell Change"
	SA2 (to)
	
	

	
	
	1139
	LS in reply to SA2 Liaison "WI on the End-to-End QoS Architecture for Release 5" (S2-011098)


	SA5 (cc)
	
	

	
	
	1140
	Reply to LS on basic and advanced services examples (S1-010271/ S5-010302)


	SA5 (cc)
	
	

	
	
	1141
	Liaison on “Unique GGSN address required for charging purposes”
	SA5(to)
	Postponed to 7.8
	

	
	
	1142
	LS on Subscription Management
	SA5 (to)
	Postponed to 6.1
	

	
	
	1146
	LS on “APN-OI needed in the SGSN for charging purposes”
	SA5 (to)
	Postponed to 7.8
	

	
	
	1147
	LS on "Access Point Name" usage
	SA5 (to)
	Postponed to 7.6
	

	
	
	1148
	LS to SyncML Requesting DevMan Update
	T2 (cc)
	
	

	
	
	1149
	LS Response to T2-010617
	T2 (cc)
	
	

	
	
	1150
	LS Response to SA5 on Multiple Aspects of Device Management
	T2 (cc)
	
	

	
	
	1151
	Liaison Statement on Usage of Private ID
	CN1 (to)
	Postponed to 6.1
	

	
	
	1152
	Liaison Statement on "Global CN-ID definition"


	RAN3 (to)
	Moved to 7.5
	

	
	
	1181
	XML and XSD assistance; OID repository and ASN.1 module database
	ITU-T Study Group 7 (to)
	
	

	5
	Work Item Management
	
	
	
	
	

	6
	Release 5
	
	
	
	
	

	6.1
	HSS – CSCF Cx interface
	
	
	
	
	

	
	
	1120
	Clarifications of aspects of Multimedia Capabilities [ID 1281]
	CN1 (to)
	
	

	
	
	1142
	LS on Subscription Management
	SA5 (to)
	
	

	
	
	1151
	Liaison Statement on Usage of Private ID
	CN1 (to)
	
	

	
	
	1032
	3GPP TS 29.228 v0.3.0
	Editor
	
	

	
	
	1061
	IP Multimedia CN Subsystem, CSCF-HSS (Cx) interface WID
	Lucent Technologies et al.
	
	

	
	
	1063
	3GPP TS 29.228 v0.3.0
	Editor
	
	

	
	
	1064
	3GPP TS 29.229 v 0.3.0
	Editor
	
	

	
	
	1065
	S-CSCF selection related information
	L.M. Ericsson, Siemens
	
	

	
	
	1066
	Diameter commands for user authentication in the Cx interface
	L.M. Ericsson, Siemens
	
	

	
	
	1067
	Definition of IMS user data in HSS
	L.M. Ericsson, Siemens
	
	

	
	
	1068
	Progress in IETF of the standardisation affecting Cx interface
	L.M. Ericsson
	
	

	
	
	1166
	Subscription Profile Updating
	Nokia
	
	

	
	
	1167
	Use of UML to model the User Profile in Cx
	Nokia
	Revised to 1180
	

	
	
	1180
	Use of UML to model the User Profile in Cx
	Nokia
	
	

	
	
	1168
	Mapping of Private and Public identities into AVPs
	Nokia
	withdrawn
	

	
	
	1169
	De-registration
	Nokia
	
	

	
	
	
	
	
	
	

	6.2
	IP signalling in the Core Network
	1026
	TR29.903 SUA Feasibility Study
	Cisco, Nokia, Nortel

Motorola
	
	

	
	
	1062
	Comments to the SUA Feasibility Study
	Lucent Technologies
	
	

	
	
	1069
	Comments on TR 29.903 V 0.2.0, Feasibility Study on SS7 signalling transport in the core network with SCCP-User Adaptation Layer (SUA)
	L.M. Ericsson
	
	

	
	
	1165
	Interworking between SCCP/M3UA and SUA
	Nokia
	
	

	6.3
	AMR Wideband
	1057
	WID on AMR Wideband – Core Network aspects
	CN4 chairman
	
	

	
	
	1143
	Impacts of AMR‑WB on TS 23.018
	Vodafone
	
	

	
	
	1164
	Focusing of AMR-WB WI
	Nokia
	
	

	6.4
	Network domain security
	1119
	Introduction of GTP-IC
	Hutchison3g
	
	

	6.5
	Intra Domain connection of RAN nodes to multiple CN nodes
	1135
	LS “Update of Iu-Flex status”


	SA2 (to)
	
	

	
	
	1058
	TS 23.236: Intra Domain connection of RAN nodes to multiple CN nodes
	CN4 chairman
	
	

	
	
	1070
	Rules for TMSI partitioning
	L.M. Ericsson
	
	

	
	
	1071
	Relaying of Identification Request and SGSN Context Request message to another SGSN.
	L.M. Ericsson
	
	

	6.6
	GPRS and LCS
	1075
	Support for Radio Priority LCS
	L.M. Ericsson
	
	F Rel 5

	
	
	1089
	Removing hanging contexts in GGSN
	L.M. Ericsson
	
	F Rel 5

	
	
	1171
	PDP Context handling at Inter SGSN RA Update
	L.M. Ericsson
	
	F Rel-5

	6.7
	Any Other Business
	
	
	
	
	

	7
	UMTS Release 4 & Release 99 maintenance
	
	
	
	
	

	7.1
	Location Services
	1029
	Clarification on LCS parameters in MAP
	Siemens
	
	F Consensus

	
	
	1030
	Clarification on LCS parameters in MAP
	Siemens
	
	A

	
	
	1031
	Clarification on LCS parameters in MAP
	Siemens
	
	A

	
	
	1053
	Corrections on the SDL diagrams for LCS
	Fujitsu
	Postponed to CN4#11
	

	
	
	1072
	CR 004 wrongly implemented
	L.M. Ericsson
	
	F R99

	
	
	1073
	Correct length of Add-GeographicalInformation 
	L.M. Ericsson
	
	F R99

	
	
	1074
	Correct length of Add-GeographicalInformation 
	L.M. Ericsson
	
	A

	
	
	1118
	Correction of the definition for Supported LCS Capability Set
	NTC
	withdrawn
	

	7.2
	Core network security
	
	
	
	
	

	7.3
	Bearer independent architecture
	1076
	Problems With RAB Assignment Modification
	L.M. Ericsson
	
	

	
	
	1077
	Correction of Bearer Modification Handling
	Ericsson L.M.
	
	

	
	
	1078
	Inclusion of  H.248 Annex L, ‘Error Codes and Service Change Reasons’
	Ericsson L.M.
	Revised to 1184
	

	
	
	1079
	Removal of Reuse Idle Package
	Ericsson L.M.
	
	

	
	
	1080
	Introduction of MGW Congestion Handling
	Ericsson L.M.
	
	B

	
	
	1081
	Introduction of MGW Congestion Handling
	Ericsson L.M.
	
	B

	
	
	1082
	Correction of Handover/Relocation for Speech and Non-Speech Calls
	Ericsson L.M.
	
	

	
	
	1083
	Correction of Release Procedures
	Ericsson L.M.
	
	

	
	
	1084
	Clarification Of Use Of 3GUP package For PCM
	L.M. Ericsson
	
	

	
	
	1184
	Inclusion of H.248 Annex L 'error codes and service change reasons'
	L.M. Ericsson
	
	

	7.4
	IP signalling in the core network
	
	
	
	
	

	
	
	
	
	
	
	

	7.5
	TrFO
	1152
	Liaison Statement on "Global CN-ID definition"


	RAN3 (to)
	
	

	
	
	1182
	Introduction of Global CN –ID definition
	L.M. Ericsson
	
	

	
	
	1183
	Introduction of Global CN –ID definition
	L.M. Ericsson
	
	

	7.6
	GPRS
	1034
	Clarification on the handling of the GTP MM Context IE
	Lucent Technologies
	
	

	
	
	1035
	Clarification on the handling of protocol configuration options IE
	Lucent Technologies
	
	

	
	
	1036
	About Recovery mechanism in GTP
	Lucent Technologies
	
	

	
	
	1037
	Clarification on the GTP PDP context IE
	Lucent Technologies
	
	

	
	
	1038
	Clarification on create PDP context for existing PDP context
	Lucent Technologies
	
	

	
	
	1147
	LS on "Access Point Name" usage
	SA5 (to)
	
	

	
	
	1046
	Add APN.OI sub-field to the APN in PDP context IE
	NEC
	
	F

	
	
	1047
	Add APN.OI sub-field to the APN in PDP context IE
	NEC
	
	A

	
	
	1048
	Clarification on IMSI format (Unused fields)
	NEC
	withdrawn
	

	
	
	1085
	Cause Code mappings between 29.060 and 24.008
	L.M. Ericsson
	
	F

	
	
	1086
	Cause Code mappings between 29.060 and 24.008
	L.M. Ericsson
	
	A

	
	
	1170
	Cause Code Mapping between 29.060 and 24.008
	L.M. Ericsson
	
	A Rel 5

	
	
	1087
	Removal of GGSN Control Plane address from Update PDP Context Response
	L.M. Ericsson
	
	F

	
	
	1088
	Removal of GGSN Control Plane address from Update PDP Context Response
	L.M. Ericsson
	
	A

	
	
	1101
	Addition of parameter into SRIforGPRS Error extensions.
	Nortel
	
	F

	
	
	1102
	Addition of parameter into SRIforGPRS Error extensions.
	Nortel
	
	A

	7.7
	CAMEL phase 3
	1059
	Indication of deletion of CSI in Notify Subscriber Data Change
	Lucent Technologies
	
	F

	
	
	1060
	Indication of deletion of CSI in Notify Subscriber Data Change
	Lucent Technologies
	
	A

	7.8
	GPRS & GTP enhancements
	1054
	Clarification on the use of the Teardown indicator IE
	Fujitsu
	Postponed to CN4#11
	F

	
	
	1055
	Clarification on the use of the Teardown indicator IE
	Fujitsu
	Postponed to CN4#11
	A

	
	
	1103
	Clarification of header marker setting for Error Indication
	Nortel
	
	

	
	
	1104
	Clarification of header marker setting for Error Indication
	Nortel
	
	

	
	
	1027
	Clarification on SGSN Context Ack msg.
	Motorola
	
	F R97

	
	
	1028
	Clarification on SGSN Context Ack msg.
	Motorola
	
	F R98 A?

	
	
	1131
	Liaison Statement on "Unique GGSN Addresses"
	SA2 /Alcatel (to)
	
	

	
	
	1141
	Liaison on “Unique GGSN address required for charging purposes”
	SA5(to)
	
	

	
	
	1146
	LS on “APN-OI needed in the SGSN for charging purposes”
	SA5 (to)
	
	

	
	
	1153
	Use of unambiguous GGSN address to ensure correct charging
	Alcatel
	
	

	
	
	1154
	Add field ‘GGSN address in use’ to PDP Context (R99)
	Alcatel
	
	

	
	
	1155
	Add field ‘GGSN address in use’ to PDP Context (R4)
	Alcatel
	
	

	
	
	1156
	GGSN address for control plane must not be changed in "Update PDP Context Response" (R99)
	Alcatel
	
	

	
	
	1157
	GGSN address for control plane must not be changed in "Update PDP Context Response" (R4)
	Alcatel
	
	

	
	
	1162
	Using IPv6 in Core network and maintaining compatibility to IPv4 GSNs
	Nokia
	
	

	
	
	1163
	Using IPv6 in Core network and maintaining compatibility to IPv4 GSNs
	Nokia
	
	

	7.9
	Handover


	1051
	LCS/HO Location Reporting – UMTS to GSM and UMTS to UMTS
	Lucent Technologies
	Revised to 1178
	

	
	
	1178
	LCS/HO Location Reporting – UMTS to GSM and UMTS to UMTS
	Lucent Technologies
	
	

	
	
	1052
	LCS/HO Location Reporting – UMTS to GSM and UMTS to UMTS
	Lucent Technologies
	Revised to 1179
	

	
	
	1179
	LCS/HO Location Reporting – UMTS to GSM and UMTS to UMTS
	Lucent Technologies
	
	

	
	
	1090
	Clarify encoding of RNC Id
	L.M. Ericsson
	
	F

	
	
	1091
	Clarify encoding of RNC Id
	L.M. Ericsson
	
	A

	
	
	1092
	Encoding of RANAP parameters in MAP 
	L.M. Ericsson
	
	

	
	
	1093
	Clarify encoding of RANAP parameters in MAP
	L.M. Ericsson
	
	F

	
	
	1094
	Clarify encoding of RANAP parameters in MAP
	L.M. Ericsson
	
	A

	
	
	1095
	Global replace of BSS-APDU with AN-APDU
	L.M. Ericsson
	
	F

	
	
	1096
	Global replace of BSS-APDU with AN-APDU
	L.M. Ericsson
	
	A

	
	
	1105
	Subsequent InterSystem Handovers
	Nortel
	Withdrawn
	

	
	
	1106
	Subsequent InterSystem Handovers
	Nortel
	Withdrawn
	

	
	
	1107
	Support of Subsequent Handover to BSS after Inter MSC SRNS relocation for a GSM subscriber.
	Nortel
	Withdrawn
	

	
	
	1108
	Support of Subsequent Handover to BSS after Inter MSC SRNS relocation for a GSM subscriber.
	Nortel
	Withdrawn
	

	
	
	1174
	Correction to the Allowed GSM Algorithms parameter
	Nokia
	
	F

	
	
	1175
	Correction to the Allowed GSM Algorithms parameter
	Nokia
	
	A

	7.10
	Any Other Business
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	1039
	Bearer selection criteria of calls in a multicall
	Siemens 
	Withdrawn
	

	
	
	1040
	Bearer selection criteria of calls in a multicall
	Siemens 
	Withdrawn
	

	
	
	1041
	Missing connector in procedure Process_Call_Waiting_MSC
	Vodafone
	
	F R99

	
	
	1042
	Missing connector in procedure Process_Call_Waiting_MSC
	Vodafone
	
	

	
	
	1043
	Handling of linked operations in the MAP protocol machine
	Vodafone
	
	

	
	
	1044
	Alignment of SDL with text for procedure Process_Components in the MAP protocol machine
	Vodafone
	
	

	
	
	1049
	Clarification on SI value for Mobile terminating call (reuse an existing traffic channel)
	NEC
	Withdrawn
	

	
	
	1050
	Clarification on SI value for Mobile terminating call (reuse an existing traffic channel)
	NEC
	Withdrawn
	

	
	
	1097
	Clarifications on long FTN
	L.M. Ericsson
	
	

	
	
	1109
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	
	D R99

	
	
	1110
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	
	D Rel4

	
	
	1111
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	
	D R99

	
	
	1112
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	
	D Rel4

	
	
	1113
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	
	D R99

	
	
	1114
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	
	D Rel4

	
	
	1158
	Bearer selection criteria of calls in a multicall
	Siemens 
	Withdrawn
	

	
	
	1159
	Bearer selection criteria of calls in a multicall
	Siemens 
	Withdrawn
	

	
	
	1160
	Bearer selection criteria of calls in a multicall
	Siemens 
	Withdrawn
	

	
	
	1161
	Bearer selection criteria of calls in a multicall
	Siemens 
	Withdrawn
	

	
	
	1172
	Addition of RAB ID to Prepare Handover procedure
	Nokia
	
	F R99

	
	
	1173
	Addition of RAB ID to Prepare Handover procedure
	Nokia
	
	A

	
	
	1144
	Correction of MO-LR procedure
	Nortel
	
	Chapter 7.10 F 

	
	
	1145
	Correction of MO-LR procedure
	Nortel
	
	Chapter 7.10 F A?

	8
	GSM Maintenance
	
	
	
	
	

	
	
	1098
	Specify usage of SS Version Indicator 
	L.M. Ericsson, NTC
	
	F R98

	
	
	1099

	Specify usage of SS Version Indicator 
	L.M. Ericsson, NTC
	
	A

	
	
	1100
	Specify usage of SS Version Indicator 
	L.M. Ericsson, NTC
	
	A

	
	
	1115
	Usage of SS Version Indicator
	NTC/

Ericsson
	
	F R98

	
	
	1116

	Usage of SS Version Indicator
	NTC/

Ericsson
	
	A

	
	
	1117
	Usage of SS Version Indicator
	NTC/

Ericsson
	
	A

	9
	AOB
	
	
	
	
	

	9.1
	Generic User Profile
	1056
	WID on Generic User Profile
	CN4 chairman
	
	

	
	
	
	Investigation of distributed data presentation how SyncML solve the issue
	GUP (Openwave)
	
	

	10
	Update of the Work Plan
	
	
	
	
	

	11
	Future meetings
	
	
	
	
	

	12
	Output Documents
	
	
	
	
	

	12.1
	Approved CRs
	
	
	
	
	

	
	
	
	
	
	
	

	12.2
	Approved LS
	
	
	
	
	

	
	
	
	
	
	
	

	12.3
	Approved TS/TR
	
	
	
	
	

	
	
	
	
	
	
	

	12.4
	Approved Wis
	
	
	
	
	

	
	
	
	
	
	
	

	13
	Close
	
	
	
	
	

	
	Late documents (to be taken only if time allows)
	1176
	Correction of references
	Siemens
	Revised to 1177
	

	
	
	1177
	Correction of references
	Siemens
	
	Chapter 7.9

	
	
	1180


	Use of UML to model the User Profile in Cx
	Nokia
	
	Chapter 6.1

	
	
	1144
	Correction of MO-LR procedure
	Nortel
	
	Chapter 7.10 F 

	
	
	1145
	Correction of MO-LR procedure
	Nortel
	
	Chapter 7.10 F A?

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


