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**** First Modified Section ****
B

B-ISDN
Broadband ISDN

BA
BCCH Allocation 

BAIC
Barring of All Incoming Calls supplementary service 

BAOC
Barring of All Outgoing Calls supplementary service 

BCC
Base Transceiver Station (BTS) Colour Code

BCCH 
Broadcast Control Channel

BCF
Base station Control Function 

BCFE 
Broadcast Control Functional Entity

BCH
Broadcast Channel 

BCIE
Bearer Capability Information Element 

BER
Bit Error Ratio

BFI
Bad Frame Indication 

BG
Border Gateway

BGT
Block Guard Time

BI
all Barring of Incoming call 

BIC
Baseline Implementation Capabilities

BIC-Roam
Barring of Incoming Calls when Roaming outside the home PLMN country 

BID
Binding Identity

BLER
Block Error Ratio

Bm
Full-rate traffic channel 

BMC
Broadcast/Multicast Control

BN
Bit Number 

BO
all Barring of Outgoing call 

BOC
Bell Operating Company

BOIC
Barring of Outgoing International Calls 

BOIC-exHC
Barring of Outgoing International Calls except those directed to the Home PLMN Country 

BPSK
Binary Phase Shift Keying

BS
Base Station


Basic Service (group)


Bearer Service

BSG
Basic Service Group

BSC
Base Station Controller

BSIC
Base transceiver Station Identity Code 

BSIC-NCELL
BSIC of an adjacent cell

BSS
Base Station System

BSSAP
Base Station System Application Part

BSSMAP
Base Station System Management Application Part

BSSOMAP
Base Station System Operation and Maintenance Application Part 

BTFD
Blind Transport Format Detection

BTS   
Base Transceiver Station
BVCI
BSSGP Virtual Connection Identifier 

BWT
Block Waiting Time

**** Next Modified Section ****
C

C
Conditional

C-
Control-

C-APDU
Command APDU

C-RNTI
Cell Radio Network Temporary Identity
C-TPDU
Command TPDU

CA
Capacity Allocation 


Cell Allocation


Certification Authority

CAA
Capacity Allocation Acknowledgement

CAI
Charge Advice Information

CAMEL
Customised Application for Mobile network Enhanced Logic

CAP
CAMEL Application Part

CB
Cell Broadcast

CBC
Cell Broadcast Centre 

CBCH
Cell Broadcast CHannel

CBMI
Cell Broadcast Message Identifier 

CBR
Constant Bit Rate

CBS
Cell Broadcast Service

CC
Call Control


Country Code

CC/PP
Composite Capability/Preference Profiles

CCBS
Completion of Calls to Busy Subscriber

CCCH
Common Control Channel

CCF
Call Control Function

CCH
Control Channel

CCITT
Comité Consultatif International Télégraphique et Téléphonique (The International Telegraph and Telephone Consultative Committee)

CCK
Corporate Control Key

CCM
Certificate Configuration Message


Current Call Meter

CCP
Capability/Configuration Parameter

CCPCH
Common Control Physical Channel

Cct
Circuit 

CCTrCH
Coded Composite Transport Channel

CD
Capacity Deallocation 


Collision Detection

CDA
Capacity Deallocation Acknowledgement

CDMA
Code Division Multiple Access

CDR
Charging Data Record

CDUR
Chargeable DURation

CED
called station identifier

CEIR
Central Equipment Identity Register

CEND
end of charge point

CEPT
Conférence des administrations Européennes des Postes et Telecommunications

CF
Conversion Facility


all Call Forwarding services

CFB
Call Forwarding on mobile subscriber Busy

CFN
Connection Frame Number
CFNRc
Call Forwarding on mobile subscriber  Not Reachable supplementary service 

CFNRy
Call Forwarding on No Reply supplementary service 

CFU
Call Forwarding Unconditional

CGI
Common Gateway Interface


Cell Global Identifier

CHAP
Challenge Handshake Authentication Protocol

CHP
CHarging Point

CHV
Card Holder Verification information

CI
Cell Identity


CUG index

CIM
Common Information Model

CIR
Carrier to Interference Ratio 

CKSN
Ciphering Key Sequence Number 

CLA
CLAss

CLI
Calling Line Identity

CLIP
Calling Line Identification Presentation

CLIR
Calling Line Identification Restriction

CLK
Clock

CM
Connection Management

CMD
Command

CMIP
Common Management Information Protocol

CMISE
Common Management Information Service

CMM
Channel Mode Modify 

CN
Core Network

CNAP
Calling Name Presentation

CNG
Calling Tone

CNL
Co-operative Network List

CLNP
Connectionless network protocol 

CLNS
Connectionless network service

COLI
COnnected Line Identity

COLP
COnnected Line identification Presentation 

COLR
COnnected Line identification Restriction 

COM
COMplete

CONNACK
Connect Acknowledgement

CONS
Connection-oriented network service

CORBA
Common Object Request Broker Architecture

CP-Admin
Certificate Present (in the MExE SIM)-Administrator

CP-TP
Certificate Present (in the MExE SIM)-Third Party

CPICH
Common Pilot Channel

CPCH
Common Packet Channel

CPCS
Common Part Convergence Sublayer

CPS
Common Part Sublayer

CPU
Central Processing Unit

C/R
Command/Response field bit

CRC
Cyclic Redundancy Check

CRE
Call Ree-establishment procedure

CRNC
Controlling Radio Network Controller
CS-GW
Circuit Switched Gateway
CS-MGW
Circuit Switched Media Gateway
CS
Circuit Switched

CSCF
Call Server Control Function

CSD
Circuit Switched Data

CSE
Camel Service Environment

CSPDN
Circuit Switched Public Data Network 

CT
Call Transfer supplementary service


Channel Tester


Channel Type

CTCH
Common Traffic Channel

CTDMA
Code Time Division Multiple Access

CTR
Common Technical Regulation 

CTS
Cordless Telephony System

CUG
Closed User Group 

CW
Call Waiting


Continuous Wave (unmodulated signal)

CWI
Character Waiting Integer

CWT



Character Waiting Time

**** Next Modified Section ****
I

I-Block
Information Block

I-ETS
Interim European Telecommunications Standard

I/O
Input/Output

I
Information frames (RLP)

IA
Incoming Access (closed user group SS)

IAM
Initial Address Message

IC
Integrated Circuit


Interlock Code (CUG SS)

IC(pref)
Interlock Code of the preferential CUG

ICB
Incoming Calls Barred (within the CUG)

ICC
Integrated Circuit Card

ICGW
Incoming Call Gateway

ICM
In-Call Modification

ICMP
Internet Control Message Protocol

ID
Identifier

IDL
Interface Definition Language

IDN
Integrated Digital Network
IDNNS
Intra Domain NAS Node Selector
IE
Information Element
IEC
International Electrotechnical Commission

IEI
Information Element Identifier

IETF
Internet Engineering Task Force

IF
Infrastructure

IFS
Information Field Sizes

IFSC
Information Field Size for the UICC

IFSD
Information Field Size for the Terminal

IHOSS
Internet Hosted Octet Stream Service

IIOP
Internet Inter-ORB Protocol

IK
Integrity key

IM
Intermodulation

IMA
Inverse Multiplexing on ATM

IMEI
International Mobile Equipment Identity

IMGI
International mobile group identity

IMSI
International Mobile Subscriber Identity

IMT-2000 
International Mobile Telecommunications 2000

IMUN
International Mobile User Number

IN
Intelligent Network


Interrogating Node

INAP
Intelligent Network Application Part

INF
INFormation field

IP
Internet Protocol

IP-M
IP Multicast

IPv4
Internet Protocol Version 4

IPv6
Internet Protocol Version 6

IR
Infrared

IRP
Integration Reference Point

ISC
International Switching Centre

ISCP
Interference Signal Code Power

ISDN
Integrated Services Digital Network

ISO
International Organisation for Standardisation

ISP
Internet Service Provider

ISUP
ISDN User Part

ITC
Information Transfer Capability

ITU
International Telecommunication Union

IUI
International USIM Identifier

IWF
InterWorking Function

IWMSC
InterWorking MSC

IWU
Inter Working Unit

**** Next Modified Section ****
N

NAD
Node Address byte

NAI
Network Access Identifier

NAS
Non-Access StratumNBAP
Node B Application Part 
NB
Normal Burst

NCELL
Neighbouring (of current serving) Cell

NBAP
Node B Application Part 
NBIN
A parameter in the hopping sequence 

NCC
Network (PLMN) Colour Code

NCH
Notification CHannel 

NCK
Network Control Key

NCP
Network Control Protocol

NDC
National Destination Code

NDUB
Network Determined User Busy 

NE
Network Element

NEF
Network Element Function

NEHO 
Network evaluated handover

NET
Norme Europeenne de Télécommunications

NEV
NEVer

NF
Network Function

NI-LR
Network Induced Location Request

NIC
Network Independent Clocking

NITZ
Network Identity and Time Zone

NM
Network Manager

NMC
Network Management Centre

NMS
Network Management Subsystem

NMSI
National Mobile Station Identifier

NNI
Network-Node Interface

NO
Network Operator

NP
Network Performance

NPA
Numbering Plan Area

NPI
Numbering Plan Identifier
NRI
Network Resource Identifier
NRM
Network Resource Model

NRT
Non-Real Time

NSAP
Network Service Access Point

NSAPI
Network Service Access Point Identifier

NSCK
Network Subset Control Key

NSDU
Network service data unit

NSS
Network Sub System

Nt
Notification (SAP)

NT
Network Termination


Non Transparent

NTAAB
New Type Approval Advisory Board

NUA
Network User Access

NUI
National User / USIM Identifier


Network User Identification
NUP
National User Part (SS7)

NW
Network

**** End Modified Sections ****
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

