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17.7.7 Error data types

MAP-ER-DataTypes {

ccitt identified-organization (4) etsi (0) mobileDomain (0)

gsm-Network (1) modules (3) map-ER-DataTypes (17) version6 (6)}

* * * * * * * * * * * * * * * * * * * * * * * * TEXT REMOVED * * * * * * * * * * * * * * * * * * * * * * * * *

< text removed, for readability>

* * * * * * * * * * * * * * * * * * * * * * * * TEXT REMOVED * * * * * * * * * * * * * * * * * * * * * * * * *
IMPORTS

GSN-Address

FROM MAP-MS-DataTypes {
ccitt identified-organization (4) etsi (0) mobileDomain (0)

gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}
* * * * * * * * * * * * * * * * * * * * * * * * TEXT REMOVED * * * * * * * * * * * * * * * * * * * * * * * * *

< text removed, for readability>

* * * * * * * * * * * * * * * * * * * * * * * * TEXT REMOVED * * * * * * * * * * * * * * * * * * * * * * * * *
SystemFailureParam ::= CHOICE {

networkResource 







NetworkResource,

-- networkResource must not be used in version 3

extensibleSystemFailureParam 

ExtensibleSystemFailureParam

-- extensibleSystemFailureParam must not be used in version <3

}

ExtensibleSystemFailureParam ::= SEQUENCE {

networkResource 







NetworkResource 



OPTIONAL,

extensionContainer 





ExtensionContainer 

OPTIONAL,

...,

GGSNAddress, 




[0]


GSN-Address





OPTIONAL}

DataMissingParam ::= SEQUENCE {

extensionContainer 





ExtensionContainer 

OPTIONAL,

...,

GGSNAddress, 




[0]


GSN-Address





OPTIONAL }

UnexpectedDataParam ::= SEQUENCE {

extensionContainer 





ExtensionContainer 

OPTIONAL,

...,

GGSNAddress, 




[0]


GSN-Address





OPTIONAL}

* * * * * * * * * * * * * * * * * * * * * * * * TEXT REMOVED * * * * * * * * * * * * * * * * * * * * * * * * *

< text removed, for readability>

* * * * * * * * * * * * * * * * * * * * * * * * TEXT REMOVED * * * * * * * * * * * * * * * * * * * * * * * * *
UnknownSubscriberParam ::= SEQUENCE {

extensionContainer 





ExtensionContainer 

OPTIONAL,

...,

unknownSubscriberDiagnostic [0]
UnknownSubscriberDiagnostic OPTIONAL,

GGSNAddress, 




[1]


GSN-Address





OPTIONAL}
* * * * * * * * * * * * * * * * * * * * * * * * TEXT REMOVED * * * * * * * * * * * * * * * * * * * * * * * * *

< text removed, for readability>

* * * * * * * * * * * * * * * * * * * * * * * * TEXT REMOVED * * * * * * * * * * * * * * * * * * * * * * * * *
AbsentSubscriberParam ::= SEQUENCE {

extensionContainer 





ExtensionContainer 

OPTIONAL,

...,

absentSubscriberReason 
[0] 


AbsentSubscriberReason 
OPTIONAL,

GGSNAddress, 




[1]


GSN-Address





OPTIONAL}

	***  End of changes to this section  ***


24.1.1 Process in the HLR for Send Routing Information for GPRS

The MAP process in the HLR to provide routing information for a network-requested PDP context activation is shown

in figure 24.1/1. The MAP process invokes macros not defined in this subclause; the definition of these macros can be

found as follows:

Receive_Open_Ind see subclause 25.1.1;

Check_Indication see subclause 25.2.1.

Successful outcome

When the MAP process receives a MAP_OPEN indication with the application context gprsLocationInfoRetrieval, it

checks it by invoking the macro Receive_Open_Ind.

If the macro takes the OK exit, the MAP process waits for a service indication.

If a MAP_SEND_ROUTING_INFO_FOR_GPRS service indication is received, the HLR sends a Send Routing Info

For Gprs request to the GPRS application process in the HLR, and waits for a response. The Send Routing Info For

Gprs request contains the parameter received in the MAP_SEND_ROUTING_INFO_FOR_GPRS service indication.

If the GPRS application process in the HLR returns a positive response containing the routing information, the MAP

process constructs a MAP_SEND_ROUTING_INFO_FOR_GPRS service response containing the routing info,

constructs a MAP_CLOSE service request, sends them to the GGSN and returns to the idle state.

Negative response from HLR GPRS application process
If the GPRS application process in the HLR returns a negative response, the MAP process constructs a

MAP_SEND_ROUTING_INFO_FOR_GPRS service response containing the appropriate error, constructs a

MAP_CLOSE service request, sends them to the GGSN and returns to the idle state.

If there is a PC-GSN between the requesting GGSN and the HLR, in the case where the HLR returns a negative response, the MAP process constructs a MAP_SEND_ROUTING_INFO_FOR_GPRS service response containing the appropriate error, and that error shall contain the GGSN_ADDRESS of the requesting GGSN after the ellipsis notation, so that the PC-GSN can forward the error and MAP_CLOSE request to the requesting GGSN.  Once these are received by the GGSN, it returns to idle state.

Failure of dialogue opening with the GGSN

If the macro Receive_Open_Ind takes the Vr exit or the Error exit, the MAP process returns to the idle state.

If the MAP provider sends a MAP_P_ABORT while the MAP process is waiting for a service indication, the MAP

process returns to the idle state.

If the MAP provider sends a MAP_NOTICE while the MAP process is waiting for a service indication, the MAP

process sends a MAP_CLOSE request to terminate the dialogue and returns to the idle state.
	***  End  ***
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