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1. Introduction

In the last CN4 meeting in Dresden it was agreed that the push model is used for the HSS initiated subscription updating. This contribution describes the HSS initiated subscription updating procedure and proposes the new text into the TS 29.229. 

2. Discussion

The text below describes the proposed text to be included into the TS 29.229.

X.Y.Z
Push-Profile-Request (PPR) Command

The Push-Profile-Request, indicated by the Command-Code field set to TBD and the ‘R’ bit set in the Command Flags field, is sent by a Diameter Multimedia server to a Diameter Multimedia client in order to update the subscription data of a multimedia user in the Diameter Multimedia client whenever a modification has occurred in the subscription data that constitutes the data used by the client. The complete subsciption data set shall be sent to the client. 

The Diameter Multimedia server sends the Push-Profile-Request message to the specific Diameter Multimedia client which originated the last update of the name of the multimedia server stored in the server for a given multimedia user. The address of the Diameter Multimedia client is the same as the Origin-Host AVP in the message sent from the client.

The following AVPs that are to be included as part of the PPR:

· Private user identity (User-Name AVP)

· Subscription data (User-Data AVP)

· Destination-Host (Destination-Host AVP) identifies the specific Diameter Multimedia client.

Message Format

< Push-Profile-Request > ::=< Diameter Header: TBD, R >




< Session-Id >




{ Auth-Extension-Id }

{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

{ Destination-Host }




{ Destination-Realm }

{ User-Name }

{ Public-Identity }

{ User-Data }




*[ AVP ]




*[ Proxy-Info ]






*[ Route-Record ]



X.Y.T
Push-Profile-Answer (PPA) Command

The Push-Profile-Answer, indicated by the Command-Code field set to TBD and the ‘R’ bit cleared in the Command Flags field, is sent by a client in response to the Push-Profile-Request command. The Result-Code AVP may contain one of the values defined in section 6.2 in addition to the values defined in [12].

Message Format

< Push-Profile-Answer > ::=< Diameter Header: TBD, A >




< Session-Id >




{ Auth-Extension-Id }




{ Result-Code }

{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

*[ AVP ]

*[ Proxy-Info ]






*[ Route-Record ]

5. Proposal

It is proposed that the text in the section 2 is to be included into the TS 29.229.













