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Reason for change:
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When the GMLC receives the MSC number and SGSN number (i.e. Network Node Number and Additional Number) by SRI for LCS response from the HLR, the GMLC doesn't know which number should be used to provide the subscriber location.
The description for the priority is missing.





Summary of change:
(

This CR proposes to add the following text in the definition.

---

If the “Network Node Number” and “Additional Number” are received in the GMLC, the "Network Node Number" is used in preference to the "Additional Number".
  ---
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not approved:
The GMLC doesn't know which number should be used to provide the subscriber location.
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13A
Location Service Management Services

13A.1
MAP-SEND-ROUTING-INFO-FOR-LCS Service

13A.1.1
Definition

This service is used between the GMLC and the HLR to retrieve the routing information needed for routing a location service request to the servicing VMSC or SGSN. The MAP-SEND-ROUTING-INFO-FOR-LCS is a confirmed service using the primitives from table 13A.1/1.

13A.1.2
Service Primitives
Table 13A.1/1: MAP-SEND-ROUTING-INFO-FOR-LCS

Parameter name
Request
Indication
Response
Confirm

Invoke Id
M
M(=)
M(=)
M(=)

MLC Number
M
M(=)



MSISDN
C
C(=)
C
C(=)

IMSI
C
C(=)
C
C(=)

LMSI


C
C(=)

Network Node Number


C
C(=)

GPRS Node Indicator


C
C(=)

Additional Number


C
C(=)

User error


C
C(=)

Provider error



O

13A.1.3
Parameter Use
Invoke id

See definition in clause 7.6.1.
MLC Number

See definition in clause 7.6.2.
MSISDN

See definition in clause 7.6.2. The request shall carry either the IMSI or MSISDN. The response shall carry whichever of these was not included in the request (see 3G TS 23.271 for details).
IMSI

See definition in clause 7.6.2.
LMSI

See definition in clause 7.6.2. It is an operator option to provide this parameter from the VLR; it is mandatory for the HLR to include the LMSI in a successful response, if the VLR has used the LMSI.

Network Node Number

See definition in clause 7.6.2. This parameter is provided in a successful response. If the “Network Node Number” and “Additional Number” are received in the GMLC, the "Network Node Number" is used in preference to the "Additional Number".
GPRS Node Indicator
See definition in clause 7.6.8. The presence of this parameter is mandatory only if the SGSN number is sent in the Network Node Number.
Additional Number

See definition in clause 7.6.2. This parameter is provided in a successful response. If the “Network Node Number” and “Additional Number” are received in the GMLC, the "Network Node Number" is used in preference to the "Additional Number".
User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
Unknown subscriber;

-
Absent Subscriber;

-
Facility Not Supported;

-
System failure;

-
Unexpected Data Value;

-
Data missing;

-
Unauthorised requesting network.
Provider error

For definition of provider errors see clause 7.6.1.
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