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13
BICC packages

13.1
Mandatory BICC packages

The following BICC packages shall be supported:

-
Bearer Characteristics Package (see ITU-T Recommendation Q.1950 Annex A.3);

-
Bearer Network Connection Cut Through Package (see ITU-T Recommendation Q.1950 Annex A.4);

-
Generic Bearer Connection Package (see ITU-T Recommendation Q.1950 Annex A.6).

13.2
Optional BICC packages

The following BICC packages shall be supported as required by the network services deployed in the network:

-
Basic Call Progress Tones Generator with Directionality (see ITU-T Recommendation Q.1950 Annex A.8);
-
Expanded Call Progress tones Generator Package (see ITU-T Recommendation Q.1950 Annex A.9);
-
Basic Services Tones Generation Package (see ITU-T Recommendation Q.1950 Annex A.10); 

-
Reuse Idle Package (see ITU-T Recommendation Q.1950 Annex A.5);

-
Bearer Control Tunnelling Package (see ITU-T Recommendation Q.1950 Annex A.7);
-
Expanded Services Tones Generation Package (see ITU-T Recommendation Q.1950 Annex A.11);
-
Intrusion Tones Generation Package (see ITU-T Recommendation Q.1950 Annex A.12);

-
Business Tones Generation Package (see ITU-T Recommendation Q.1950 Annex A.13).
14
H.248 standard packages

The following H.248 packages are used by this UMTS Capability Set:

-
Generic v1 (see [10] Annex E.1);

-
Base Root Package v1 (see [10] Annex E.2);

-
Tone Generator Package v1 (see [10] Annex E.3); 

-
Tone Detection Package v1 (see [10] Annex E.4);

-
Basic DTMF Generator Package v1 (see [10] Annex E.5);

-
DTMF Detection Package v1 (see [10] Annex E.6);

-
Call Progress Tones Generator Package v1 (see [10] Annex E.7);

-
Generic Announcement Package v1 (see [10] Annex K);

-
TDM Circuit Package v1 (see [10] Annex E.13).
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