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*** For information ***

17.7.1
Mobile Service data types

Ext-ForwFeatureList ::= SEQUENCE SIZE (1..maxNumOfExt-BasicServiceGroups) OF





Ext-ForwFeature

Ext-ForwFeature ::= SEQUENCE {


basicService
Ext-BasicServiceCode
OPTIONAL,


ss-Status

[4] Ext-SS-Status,


forwardedToNumber
[5] ISDN-AddressString
OPTIONAL,


-- When this data type is sent from an HLR which supports CAMEL Phase 2


-- to a VLR that supports CAMEL Phase 2 the VLR shall not check the


-- format of the number


forwardedToSubaddress
[8] ISDN-SubaddressString
OPTIONAL,


forwardingOptions
[6] Ext-ForwOptions
OPTIONAL,


noReplyConditionTime
[7] Ext-NoRepCondTime
OPTIONAL,


extensionContainer
[9] ExtensionContainer
OPTIONAL,


...,


longForwardedToNumber
[10] FTN-AddressString
OPTIONAL }

…

Ext-ForwardingInfoFor-CSE ::= SEQUENCE {


ss-Code

[0]
SS-Code,


forwardingFeatureList
[1]
Ext-ForwFeatureList,


notificationToCSE
[2]
NULL,


extensionContainer
[3]
ExtensionContainer
OPTIONAL,


...}

Ext-CallBarringInfoFor-CSE ::= SEQUENCE {


ss-Code

[0]
SS-Code,


callBarringFeatureList
[1]
Ext-CallBarFeatureList,


password

[2]
Password,


wrongPasswordAttemptsCounter
[3]
WrongPasswordAttemptsCounter,


notificationToCSE
[4]
NULL,


extensionContainer
[5]
ExtensionContainer 
OPTIONAL,


...}

*** First Modified Section ***

17.7.1
Mobile Service data types

-- any time information handling types

AnyTimeSubscriptionInterrogationArg ::= SEQUENCE {


subscriberIdentity
[0] SubscriberIdentity,


requestedSubscriptionInfo
[1] RequestedSubscriptionInfo,


gsmSCF-Address
[2] ISDN-AddressString,


extensionContainer
[3] ExtensionContainer
OPTIONAL,


longFTN-Supported
[4]
NULL

OPTIONAL,


...}

AnyTimeSubscriptionInterrogationRes ::= SEQUENCE {



forwardingInfoListFor-CSE
[1] Ext-ForwardingInfoListFor-CSE


callBarringInfoListFor-CSE
[2] Ext-CallBarringInfoListFor-CSE


odb-Info

[3] ODB-Info
OPTIONAL,


camel-SubscriptionInfo
[4] CAMEL-SubscriptionInfo
OPTIONAL,


supportedVLR-CAMEL-Phases
[5] SupportedCamelPhases
OPTIONAL,


supportedSGSN-CAMEL-Phases
[6] SupportedCamelPhases
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


...}

RequestedSubscriptionInfo ::= SEQUENCE {


requestedSS-Info
[1] SS-ForBS-Code
OPTIONAL,


odb


[2] NULL

OPTIONAL,


requestedCAMEL-SubscriptionInfo
[3] RequestedCAMEL-SubscriptionInfo

OPTIONAL,


supportedVLR-CAMEL-Phases
[4] NULL

OPTIONAL,


supportedSGSN-CAMEL-Phases
[5] NULL

OPTIONAL,


extensionContainer
[6] ExtensionContainer
OPTIONAL,


...}

…

Ext-ForwardingInfoListFor-CSE ::= SEQUENCE SIZE (1..maxNumOfSS) OF





Ext-ForwardingInfoFor-CSE

Ext-CallBarringInfoListFor-CSE ::= SEQUENCE SIZE (1..maxNumOfSS) OF





Ext-CallBarringInfoFor-CSE
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