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	Agenda item
	Agenda item title
	Tdoc N4-01
	Title
	Source
	Result
	Notes

	1
	Opening, approval of agenda
	1241
	Proposed agenda
	CN4 Chairman
	Revised to 1373
	

	
	
	1373
	Proposed agenda
	CN4 Chairman
	
	Revision of 1241

	2
	Document Allocation
	1242
	Proposed allocation of documents to agenda items
	CN4 chairman
	
	

	
	
	
	
	
	
	

	3
	Meeting Reports
	
	
	
	
	

	3.1
	Report of CN4 #10, Brighton, UK
	1246
	TSG CN WG4 #10 meeting report, Brighton
	MCC
	
	

	3.2
	Report of CN4/RAN3 ad hoc on M3UA & SUA
	1245
	SUA ad hoc report
	Ad hoc chairman
	
	

	
	
	
	
	
	
	

	4
	Input Liaison Statements
	1329
	LS on external Network Assisted Cell Change
	GERAN2 (cc)
	
	cc to CN4; contact: Vodafone

	
	
	1330
	Liaison Statement response on ‘LS On the handling of the Protocol Configuration Options IE’
	CN1 (to)
	Postponed to 7.5
	Contact: Ericsson

	
	
	1331
	WID: AMR-WB Speech Service – Core Network Aspects
	RAN3 (to)
	Postponed to 6.3
	Contact: Vodafone

	
	
	1332
	Answer LS on “Stop reporting type”
	RAN3 (cc)
	
	cc to CN4; contact: Nortel Networks

	
	
	1333
	Response to “Answer to LS on adding a RANAP cause to the Relocation Cancel Request” (S2-012457)
	RAN3 (cc)
	
	cc to CN4; contact: Motorola

	
	
	1334
	Reply to LS “Update of Iu-Flex status”
	RAN3 (cc)
	
	cc to CN4; contact: Vodafone

	
	
	1335
	LS “PDP Context handling at Inter SGSN RA Update”
	SA2 (to)
	Postponed to 6.7.2
	Contact: Ericsson

	
	
	1336
	LS response on “APN-OI needed in the SGSN for charging purposes”
	SA2 (cc)
	
	cc to CN4; contact: NEC

	
	
	1337
	LS “Stop reporting type”
	SA2 (to)
	Postponed to 7.1
	Contact: Ericsson

	
	
	1338
	Reply to Liaison Statement on Usage of Private ID
	SA2 (cc)
	
	cc to CN4; contact: Ericsson

	
	
	1339
	Reply LS on “Selection of S-CSCF by I-CSCF based on capability requirements”
	SA2 (to)
	Postponed to 6.1
	Contact: Vodafone

	
	
	1340
	Reply LS on the WID: AMR-WB Speech Service – Core Network Aspects
	SA2 (to)
	Postponed to 6.3
	Contact: Vodafone

	
	
	1341
	LS on Optimization of the Registration Information Flows
	SA2 (to)
	Postponed to 6.1
	Contact: SK Telecom

	
	
	1342
	Response to the LS S2-012896 from SA3 on Security Aspects related to the IMS Authentication.
	SA2 (cc)
	
	cc to CN4; contact: Siemens

	
	
	1343
	Response to SA2 LS on Cell ID in SIP messages
	SA3 (cc)
	
	cc to CN4; contact: Nokia

	
	
	1344
	Response to LS from CN1 (N1-011430/S3-010452) Liaison Statement on Usage of Private ID
	SA3 (cc)
	
	cc to CN4; contact: Ericsson

	
	
	1345
	Response to LS from CN4 (N4-010969) on signalling for user authentication
	SA3(to)
	Postponed to 6.1
	Contact: Siemens

	
	
	1346
	Response to LS S2-012456 from SA2 on Security aspects for IMS related to Authentication
	SA3 (cc)
	
	cc to CN4; contact: Siemens

	
	
	1347
	Response to LS S2-012311, LS CN1-011332 on the use of Network Domain Security for protection of SIP signalling messages.
	SA3 (cc)
	
	cc to CN4; contact: Hutchison 3G

	
	
	1348
	LS on MAPsec error handling
	SA3 (to)
	Postponed to 7.2
	Contact: Siemens

	
	
	1349
	LS to GSM-A TWG/SERG “regarding User Profile”
	GUP (cc)
	
	cc to CN4; contact: Orange

	
	
	1377
	Liaison Statement reply on Subscriber and Equipment Trace (TS 32.108)
	SA5 SWG_B (to)
	
	Contact: Nokia

	
	
	1378
	Liaison Statement on 3GPP Generic User Profile Stage 1
	SA1 (cc)
	
	cc to CN4; contact: Orange

	
	
	1379
	Response to:  Liaison Statement on Usage of Private ID
	SA1 (cc)
	
	cc to CN4; contact: Siemens

	
	
	
	
	
	
	

	5
	Work Item Management
	
	
	
	
	

	6
	Release 5
	
	
	
	
	

	6.1
	HSS – CSCF Cx interface
	1339
	Reply LS on “Selection of S-CSCF by I-CSCF based on capability requirements”
	SA2 (to)
	
	Contact: Vodafone

	
	
	1300
	Capabilities for the selection of S-CSCF
	L.M. Ericsson, Nokia
	
	Proposed reply to 1339

	
	
	1341
	LS on Optimization of the Registration Information Flows
	SA2 (to)
	
	Contact: SK Telecom. Basis of proposed answer in 1376?

	
	
	1345
	Response to LS from CN4 (N4-010969) on signalling for user authentication
	SA3(to)
	
	Contact: Siemens

	
	
	1299
	Introduction of authentication flag, matching of public/private id.
	L.M. Ericsson
	
	Proposed reply to 1345

	
	
	1289
	CR 23.008-038 (Rel-5) on Addition of multimedia information elements
	Nokia, Ericsson
	Revised to 1372
	

	
	
	1372
	CR 23.008-038r1 on Addition of multimedia information elements
	Nokia, Ericsson
	Revised to 1382
	Revision of 1289

	
	
	1382
	CR 23.008-038r2 on Addition of multimedia information elements
	Nokia, Ericsson
	
	Revision of 1372

	
	
	1290
	Authentication
	Nokia
	Withdrawn
	

	
	
	1291
	Registration
	Nokia
	Withdrawn
	

	
	
	1295
	TS 29.228 IP Multimedia Subsystem Cx interface; signalling flows and message contents
	L.M. Ericsson and Siemens
	
	

	
	
	1296
	TS 29.229 Cx Interface based on the Diameter protocol; Protocol details
	L.M. Ericsson
	
	

	
	
	1297
	Transport protocol for Diameter in the Cx interface
	L.M. Ericsson
	
	

	
	
	1298
	Reference to 33.210 for the protection of Diameter messages
	L.M. Ericsson
	
	

	
	
	1301
	Logical model for user profile downloaded over Cx interface
	L.M. Ericsson  and Nokia
	
	

	6.2
	IP signalling in the core network
	1302
	Comments on TR 29.903 V 0.3.0, Feasibility Study on SS7 signalling transport in the core network with SCCP-User Adaptation Layer (SUA)
	L.M. Ericsson
	
	

	
	
	1354
	TR29.903 SUA Feasibility Study
	Cisco, Nokia, Nortel, Motorola
	
	

	6.3
	AMR wideband
	1331
	WID: AMR-WB Speech Service – Core Network Aspects
	RAN3 (to)
	
	Contact: Vodafone

	
	
	1340
	Reply LS on the WID: AMR-WB Speech Service – Core Network Aspects
	SA2 (to)
	
	Contact: Vodafone

	6.4
	Network domain security
	
	
	
	
	

	6.5
	Intra Domain connection of RAN nodes to multiple CN nodes
	1303
	CR 29.002-352 (Rel-5) on Relaying of Send Identification with IuFlex
	L.M. Ericsson
	
	

	6.6
	GPRS & LCS
	1264
	Introducing the enhanced user privacy to the LCS REL-5
	NTC
	
	

	
	
	1319
	CR 29.002-355 (Rel-5) on LCS Capability Handling for GPRS MS’s
	L.M. Ericsson
	Revised to 1381
	

	
	
	1381
	CR 29.002-355r1  (Rel-5) on LCS Capability Handling for GPRS MS’s
	L.M. Ericsson
	
	Revision of 1319

	6.7
	Any other business
	
	
	
	
	

	6.7.1
	CAMEL phase 4
	1247


	CR 23.018-082 (Rel-5) on Introduction of CAMEL Phase 4
	Vodafone Group Plc
	
	

	
	
	1248
	CR 23.079-016 (Rel-5) on Introduction of CAMEL Phase 4
	Vodafone Group Plc
	
	

	
	
	1249
	CR 23.083-009 (Rel-5) on Introduction of CAMEL Phase 4
	Vodafone Group Plc
	
	

	
	
	1284
	CR 29.002-350 (Rel-5) on Enhancements to subscriber information reporting in the PS domain
	Vodafone
	
	

	
	
	1292
	CR 29.002-351 (Rel-5) on Transferring MS classmark information to the gsmSCF 
	Vodafone
	
	

	6.7.2
	GPRS
	1320
	CR 29.060-277 (Rel-5) on PDP Context handling at Inter SGSN RA Update
	L.M. Ericsson
	
	

	
	
	1322
	Remove hanging context in GGSN
	L.M. Ericsson
	
	

	6.7.3
	Bearer independent architecture
	1306
	CR 23.205-013 (Rel-5) on Management locking of MG
	L.M. Ericsson
	
	

	
	
	1307
	CR 29.232-019 (Rel-5) on Management locking of MG
	L.M. Ericsson
	
	

	6.7.4
	Service change & UDI fallback
	1318
	Fallback from UDI multimedia and changing between speech and multimedia
	L.M. Ericsson
	
	

	6.7.5
	SMS
	1352
	SMS Charging and fraud prevention
	L.M. Ericsson
	Withdrawn
	

	
	
	
	
	
	
	

	7
	UMTS Release 4 & Release 99 maintenance
	
	
	
	
	

	7.1
	Location services
	1337
	LS “Stop reporting type”
	SA2 (to)
	
	Contact: Ericsson

	
	
	1262
	CR 29.002-344 (R99) on Correction of the priority for “SRI for LCS”
	NTC
	
	

	
	
	1263
	CR 29.002-345 (Rel-4) on Correction of the definition for “Supported LCS Capability Set”
	NTC
	
	Rel-4 mirror of 1262

	
	
	1285
	CR 29.002-316 (Rel-4) on Corrections on the SDL diagrams for LCS
	Fujitsu
	
	

	
	
	1308
	CR 29.010-042 (R99) on Alignment of 29.010 to 25.413 for LCS
	L.M. Ericsson
	
	

	7.2
	Core network security
	1348
	LS on MAPsec error handling
	SA3 (to)
	
	Contact: Siemens

	7.3
	Bearer independent architecture
	1277
	Termination ID's naming convention
	Nokia
	
	

	
	
	1278
	CR 29.232-016 (Rel-4) on Corrections to ABNF coding of PackageIDs
	Nokia
	
	

	
	
	1304
	CR 29.232-017 (Rel-4) on Correction of BICC packages
	L.M. Ericsson
	
	

	
	
	1305
	CR 29.232-018 (Rel-5) on Correction of BICC packages
	L.M. Ericsson
	
	Rel-5 mirror of 1304

	
	
	1309
	Introduction of new timer to support long paging in bearer independent network
	L.M. Ericsson
	
	

	
	
	1310
	CR 23.205-014 (Rel-4).on New timer to support long paging in bearer independent network
	L.M. Ericsson
	Revised to 1359
	

	
	
	1359
	CR 23.205-014r1 (Rel-4).on New timer to support long paging in bearer independent network
	L.M. Ericsson
	
	Revision of 1310

	
	
	1311
	CR 23.205-015 (Rel-5).on New timer to support long paging in bearer independent network
	L.M. Ericsson
	Revised to 1360
	Rel-5 mirror of 1310

	
	
	1360
	CR 23.205-015r1 (Rel-5).on New timer to support long paging in bearer independent network
	L.M. Ericsson
	
	Revision of 1310; Rel-5 mirror of 1359

	
	
	1312
	CR 23.205-016 (Rel-4).on Correction for Release of Network Bearer
	L.M. Ericsson
	Revised to 1361
	

	
	
	1361
	CR 23.205-016r1 (Rel-4).on Correction for Release of Network Bearer
	L.M. Ericsson
	
	Revision of 1312

	
	
	1313
	CR 23.205-017 (Rel-5).on Correction for Release of Network Bearer
	L.M. Ericsson
	Revised to 1362
	Rel-5 mirror of 1312

	
	
	1362
	CR 23.205-017r1 (Rel-5).on Correction for Release of Network Bearer
	L.M. Ericsson
	
	Revision of 1313; Rel-5 mirror of 1361

	
	
	1350
	CR 29.232-020 (Rel-4) on Correction of 3GUP package sub-list type
	L.M. Ericsson
	Revised to 1363
	

	
	
	1363
	CR 29.232-020r1 (Rel-4) on Correction of 3GUP package sub-list type
	L.M. Ericsson
	
	Revision of 1350

	
	
	1351
	CR 29.232-021 (Rel-5) on Correction of 3GUP package sub-list type
	L.M. Ericsson
	Revised to 1364
	Rel-5 mirror of 1350

	
	
	1364
	CR 29.232-021r1 (Rel-5) on Correction of 3GUP package sub-list type
	L.M. Ericsson
	
	Revision of 1351; Rel-5 mirror of 1363

	
	
	1369
	CR 23.153-029 (Rel-4) on Clarification for Codec Modification in case of SS/IN interworking
	Siemens
	
	

	7.4
	TrFO
	1279
	CR 23.153-028 (Rel-4) on Removal of "No Data" SDUs
	Nokia
	
	

	7.5
	GPRS & GTP enhancements
	1330
	Liaison Statement response on ‘LS On the handling of the Protocol Configuration Options IE’
	CN1
	
	Contact: Ericsson

	
	
	1257
	CR 29.060-254r1 (R99) on Add APN.OI sub-field to the APN in PDP context IE
	NEC
	
	

	
	
	1258
	CR 29.060-256r1 (Rel-4) on Clarification on IMSI format (Unused fields)
	NEC
	
	

	
	
	1261
	Create PDP context request for an existing PDP context
	NEC
	
	

	
	
	1280
	CR 29.060-275 (R99) on Clarification on the handling of protocol configuration options IE
	Lucent Technologies
	
	

	
	
	1281
	CR 29.060-276 (Rel-4) on About Recovery mechanism in GTP
	Lucent Technologies
	
	

	
	
	1282
	CR 29.060-253r1 (R99) on Clarification on create PDP context for existing PDP context
	Lucent Technologies
	
	

	
	
	1283
	Discussion paper on the handling of the PCO IE
	Lucent Technologies
	
	

	
	
	1286
	CR 29.060-257 (R99) on Clarification on the use of the Teardown indicator IE
	Fujitsu
	
	

	
	
	1287
	CR 29.060-258 (Rel-4) on Clarification on the use of the Teardown indicator IE
	Fujitsu
	
	Rel-4 mirror of 1286

	
	
	1321
	CR 29.010-045 on Cause Code mapping between 29.060 and 24.008
	L.M. Ericsson
	
	

	
	
	1323
	CR 29.002-358 (R99) on Clarify QoS handling during ISD
	L.M. Ericsson
	
	

	
	
	1324
	CR 29.002-359 (Rel-4) on Clarify QoS handling during ISD
	L.M. Ericsson
	
	Rel-4 mirror of 1323

	
	
	1368
	CR 29.060-280 (R99) on Clarification on PDP address field and end user address information element in create PDP context response
	Siemens
	
	

	7.6
	CAMEL phase 3
	1269
	Indication of deletion of CSI in Notify Subscriber Data Change
	Siemens
	
	

	
	
	1272
	CR 29.002-348 (R99) on ASN.1 correction
	Siemens
	
	

	
	
	1273
	CR 29.002-349 (Rel-4) on ASN.1 correction
	Siemens
	
	Rel-4 mirror of 1272

	7.7
	Handover
	1267
	CR 23.009-??? (R99) on E-interface protocol during the supervision phase
	Siemens
	
	

	
	
	1268
	CR 23.009-??? (Rel-4) on E-interface protocol during the supervision phase
	Siemens
	
	Rel-4 mirror of 1267

	
	
	1270
	CR 29.002-333r1 (R99) on Addition of RAB ID to Prepare Handover procedure
	Siemens 
	
	

	
	
	1271
	CR 29.002-334r1 (Rel-4) on Addition of RAB ID to Prepare Handover procedure
	Siemens 
	
	Rel-4 mirror of 1270

	
	
	1314
	CR 29.002-353 (R99) on Minimum MAP application context for G2G inter-MSC handover
	L.M. Ericsson
	
	

	
	
	1315
	CR 29.002-354 (REL-4) on Minimum MAP application context for G2G inter-MSC handover
	L.M. Ericsson
	
	Rel-4 mirror of 1314

	
	
	1365
	CR 23.009-054 (R99) on Multicall bearer selection
	Nokia
	
	

	
	
	1366
	CR 23.009-055 (Rel-4) on Multicall bearer selection
	Nokia
	
	Rel-4 mirror of 1365

	
	
	1367
	Bearer selection criteria of calls in a multicall
	Nokia
	
	

	7.8
	Any other business
	
	
	
	
	

	7.8.1
	Basic call handling
	1250
	Incomplete MSISDN parameter description
	PTC
	
	

	
	
	1251
	CR 23.018-083 (R99) on Incomplete MSISDN parameter description in the 8.3.1 chapter
	PTC
	
	

	
	
	1252
	CR 23.018-084 (Rel-4) on Incomplete MSISDN parameter description in the 8.3.1 chapter
	PTC
	
	Rel-4 mirror of 1251

	
	
	1253
	CR 23.018-085 (Rel-5) on Incomplete MSISDN parameter description in the 8.3.1 chapter
	PTC
	
	Rel-5 mirror of 1251

	
	
	1254
	CR 23.018-086 (R99) on Handling of CUG calls in non‑supporting networks
	Vodafone
	
	

	
	
	1255
	CR 23.018-087 (Rel-4) on Handling of CUG calls in non‑supporting networks
	Vodafone
	
	Rel-4 mirror of 1254

	
	
	1256
	CR 23.018-088 (Rel-5) on Handling of CUG calls in non‑supporting networks
	Vodafone
	
	Not a mirror of 1254

	7.8.2
	Multicall
	1259
	CR 24.135-002r1 (R99) on Clarification on SI value for Mobile terminating call (reuse an existing traffic channel)
	NEC
	
	

	
	
	1260
	CR 24.135-003r1 (Rel-4) on Clarification on SI value for Mobile terminating call (reuse an existing traffic channel)
	NEC
	
	Rel-4 mirror of 1259

	7.8.3
	GSM – UMTS interworking
	1265
	CR 24.080-013 (R99) on Message type: completion of alignment to 24.007 and 24.008
	Siemens
	
	

	
	
	1266
	CR 24.080-014 (Rel-4) on Message type: completion of alignment to 24.007 and 24.008
	Siemens
	
	Rel-4 mirror of 1265

	7.8.4
	SMS
	1274
	Handling the MNRR flag in the HLR & SMS-GMSC
	Vodafone
	Revised to 1353
	

	
	
	1353
	Handling the MNRR flag in the HLR & SMS-GMSC
	Vodafone
	
	Revision of 1274

	
	
	1275
	CR 29.002-348 (R99) on Handling the MNRR flag in the HLR & SMS-GMSC
	Vodafone
	Revised to 1293
	

	
	
	1293
	CR 29.002-348r1 (R99) on Handling the MNRR flag in the HLR & SMS-GMSC
	Vodafone
	
	Revision of 1275

	
	
	1276
	CR 29.002-349 (Rel-4) on Handling the MNRR flag in the HLR & SMS-GMSC
	Vodafone
	Revised to 1294
	Rel-4 mirror of 1275

	
	
	1294
	CR 29.002-349r1 (Rel-4) on Handling the MNRR flag in the HLR & SMS-GMSC
	Vodafone
	
	Revision of 1276; Rel-4 mirror of 1293

	7.8.5
	MAP protocol
	1316
	CR 29.010-043 (R99) on Removal of deleted MAP operations
	L.M. Ericsson
	
	

	
	
	1317
	CR 29.010-044 (Rel-4) on Removal of deleted MAP operations
	L.M. Ericsson
	
	Rel-4 mirror of 1316

	
	
	1325
	CR 29.002-358 (R99) on Alignment of parameter lengths with those prescribed in 08.08
	Nortel Networks
	Revised to 1370
	

	
	
	1370
	CR 29.002-358r1 (R99) on Alignment of parameter lengths with those prescribed in 08.08
	Nortel Networks
	
	Revision of 1325

	
	
	1326
	CR 29.002-359 (Rel-4) on Alignment of parameter lengths with those prescribed in 08.08
	Nortel Networks
	Revised to 1370
	Rel-4 mirror of 1325

	
	
	1371
	CR 29.002-359r1 (Rel-4) on Alignment of parameter lengths with those prescribed in 08.08
	Nortel Networks
	
	Revision of 1326; Rel-4 mirror of 1370

	7.8.6
	Supercharger
	1327
	CR 23.912-003 (R99) on Update Location in Supercharger following receipt of Reset message from HLR
	Nortel Networks
	
	

	
	
	1328
	CR 23.912-004 (Rel-4) on Update Location in Supercharger following receipt of Reset message from HLR
	Nortel Networks
	
	Rel-4 mirror of 1327

	
	
	
	
	
	
	

	8
	GSM maintenance
	
	
	
	
	

	8.1
	GPRS
	1355
	CR 09.60-A109 (R97) on Clarification on SGSN Context Ack msg.
	Motorola
	
	

	
	
	1356
	CR 09.60-A110 (R98) on Clarification on SGSN Context Ack msg.
	Motorola
	
	R98 mirror of 1356

	
	
	1357
	CR 29.060-278 (R99) on Clarification on SGSN Context Ack msg.
	Motorola
	
	R99 mirror of 1356

	
	
	1358
	CR 29.060-279 (Rel-4) on Clarification on SGSN Context Ack msg.
	Motorola
	
	Rel-4 mirror of 1356

	
	
	
	
	
	
	

	9
	AOB
	
	
	
	
	

	9.1
	Generic User Profile
	
	
	
	
	

	
	
	
	
	
	
	

	10
	Update of the Work Plan
	1244
	Work plan, version of 11 October 2001
	MCC
	Revised to 1380
	

	
	
	1380
	Work plan, version of 22 November 2001
	MCC
	
	Revision of 1244

	11
	Future meetings
	
	
	
	
	

	12
	Output Documents
	1243
	List of agreed output documents
	CN4 chairman
	
	

	12.1
	Approved CRs
	
	
	
	
	

	
	
	
	
	
	
	

	12.2
	Approved LS
	
	
	
	
	

	
	
	
	
	
	
	

	12.3
	Approved TS/TR
	
	
	
	
	

	
	
	
	
	
	
	

	12.4
	Approved Wis
	
	
	
	
	

	
	
	
	
	
	
	

	13
	Close
	
	
	
	
	

	
	Late documents (to be taken only if time allows)
	1288
	Using IPv6 in Core network and maintaining compatibility to IPv4 GSNs
	Nokia
	
	For agenda item 6.7.2

	
	
	1374
	CR 29.002-??? (Rel-4) on Aligning the security header elements with TS33.200
	Hutchison 3G
	
	For agenda item 7.2

	
	
	1375
	CR 23.016-021 on Collective CR for CAMEL 4
	Siemens
	
	For agenda item 6.7.1

	
	
	1376
	Optimization of registration flows
	Ericsson
	
	For agenda item 6.1; basis of proposed answer to 1341?

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	Documents NYA
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