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1
Agreed Change Requests to be sent for approval to TSG‑CN #14

	Tdoc N4-01
	Title
	Original source

	1259
	CR 24.135-002r1 (R99) on Clarification on SI value for Mobile terminating call (reuse an existing traffic channel)
	NEC

	1260
	CR 24.135-003r1 (Rel-4) on Clarification on SI value for Mobile terminating call (reuse an existing traffic channel)
	NEC

	1262
	CR 29.002-344 (Rel-4) on Correction of the priority for “SRI for LCS”
	NTC

	1265
	CR 24.080-013 (R99) on Message type: completion of alignment to 24.007 and 24.008
	Siemens

	1266
	CR 24.080-014 (Rel-4) on Message type: completion of alignment to 24.007 and 24.008
	Siemens

	1267
	CR 23.009-059 (R99) on E-interface protocol during the supervision phase
	Siemens

	1268
	CR 23.009-060 (Rel-4) on E-interface protocol during the supervision phase
	Siemens

	1272
	CR 29.002-346 (R99) on ASN.1 correction
	Siemens

	1273
	CR 29.002-347 (Rel-4) on ASN.1 correction
	Siemens

	1278
	CR 29.232-016 (Rel-4) on Corrections to ABNF coding of PackageIDs
	Nokia

	1279
	CR 23.153-028 (Rel-4) on Removal of "No Data" SDUs
	Nokia

	1285
	CR 29.002-316 (Rel-4) on Corrections on the SDL diagrams for LCS
	Fujitsu

	1304
	CR 29.232-017 (Rel-4) on Correction of BICC packages
	L.M. Ericsson

	1316
	CR 29.010-043 (R99) on Removal of deleted MAP operations
	L.M. Ericsson

	1317
	CR 29.010-044 (Rel-4) on Removal of deleted MAP operations
	L.M. Ericsson

	1327
	CR 23.912-003 (R99) on Update Location in Supercharger following receipt of Reset message from HLR
	Nortel Networks

	1328
	CR 23.912-004 (Rel-4) on Update Location in Supercharger following receipt of Reset message from HLR
	Nortel Networks

	1361
	CR 23.205-016r1 (Rel-4).on Correction for Release of Network Bearer
	L.M. Ericsson

	1363
	CR 29.232-020r1 (Rel-4) on Correction of 3GUP package sub-list type
	L.M. Ericsson

	1365
	CR 23.009-054 (R99) on Multicall bearer selection
	Nokia

	1366
	CR 23.009-055 (Rel-4) on Multicall bearer selection
	Nokia

	1369
	CR 23.153-029 (Rel-4) on Clarification for Codec Modification in case of SS/IN interworking
	Siemens

	1381
	CR 29.002-355r1  (Rel-5) on LCS Capability Handling for GPRS MS’s
	L.M. Ericsson

	1388
	CR 23.205-013r1 (Rel-5) on Management locking of MG
	L.M. Ericsson

	1393
	CR 29.002-363 (R99) on Syntax error in the ATM result and ATSI result
	Alcatel

	1394
	CR 29.002-364 (Rel-4) on Syntax error in the ATM result and ATSI result
	Alcatel

	1404

	CR 23.009-056 (R99) on Usage of location Reporting for Relocation and Inter-system Handover
	Ericsson/CN1

	1405
	CR 23.009-057 (Rel-4) on Usage of location Reporting for Relocation and Inter-system Handover
	Ericsson/CN1

	1412
	CR 23.018-089r2 (R99) on Corrections in the ATI mechanism description
	France Télécom

	1413
	CR 23.018-090r2 (Rel-4) on Corrections in the ATI mechanism description
	France Télécom

	1414
	CR 23.018-091r2 (Rel-5) on Corrections in the ATI mechanism description
	France Télécom

	1420
	CR 29.010-042r1 (R99) on Alignment of 29.010 to 25.413 for LCS
	L.M. Ericsson

	1423


	CR 29.002-360r1 (Rel-4) on Aligning the security header elements with TS33.200
	Hutchison 3G

	1427
	CR 23.205-014r1 (Rel-4).on New timer to support long paging in bearer independent network
	L.M. Ericsson

	1428
	CR 29.060-275 (R99) on Clarification on the handling of protocol configuration options IE
	Lucent Technologies

	1429
	CR 29.060-282 (Rel-5) on Clarification on IMSI format (Unused fields)
	NEC

	1432
	CR 29.002-353r1 (R99) on Minimum MAP application context for G2G inter-MSC handover
	L.M. Ericsson

	1433
	CR 29.002-354r1 (REL-4) on Minimum MAP application context for G2G inter-MSC handover
	L.M. Ericsson

	1437
	CR 29.002-349r1 (Rel-4) on Handling the MNRR flag in the HLR & SMS-GMSC
	Vodafone

	1438
	CR 29.002-358r2 (R99) on Alignment of parameter lengths with those prescribed in 08.08
	Nortel Networks

	1439
	CR 29.002-359r2 (Rel-4) on Alignment of parameter lengths with those prescribed in 08.08
	Nortel Networks

	1444
	CR 23.009-062 (R99) on GSM to UMTS Handover: Iu-LOCATION-REPORTING message reception
	CN1

	1445
	CR 23.009-063 (R99) on GSM to UMTS Handover: Iu-LOCATION-REPORTING message reception
	CN1

	1447
	CR 29.232-019r2 (Rel-5) on Management locking of MG
	L.M. Ericsson

	1448
	CR 23.009-052r3 (Rel-5) on Introduction of Intra Domain Connection of RAN
	CN1

	1450
	CR 23.009-061r4 (Rel-5) on Reflection of RRC changes in 44.018 to 23.009
	Nokia


2
Approved Liaison Statements to be sent

	Tdoc N4-01
	Title
	Original source

	1383
	Liaison Statement reply on Subscriber and Equipment Trace (TS 32.108)
	Nokia

	1406
	Liaison Statement on Cx User Profile
	Nokia

	1422
	LS to SA2 on Supported LCS Capability Set
	Ericsson

	1449
	Proposed LS to SA3 on MAP sec error handling
	Siemens


3
Agreed Technical Specifications & Technical Reports to be sent for information or approval to TSG‑CN #14

	Tdoc N4-01
	Title
	Original source

	1418
	TS 29.228 IP Multimedia Subsystem Cx interface; signalling flows and message contents
	L.M. Ericsson and Siemens

	1419
	TS 29.229 Cx Interface based on the Diameter protocol; Protocol details
	L.M. Ericsson

	1451
	TR29.903 SUA Feasibility Study
	Cisco, Nokia, Nortel, Motorola


4
Agreed Work Item Descriptions to be sent for approval to TSG‑CN #14

	Tdoc N4-01
	Title
	Original source

	
	
	


