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It is allowed to a SCP to request all information relative to call fowarding supplementary service (e.g. SS-Code set to “allForwardingSS” or “allCondForwardingSS”) or all information relative to call barring service e.g. SS-Code set to “allBarringSS” or “barringOfOutgoingCalls” or barringOfIncomingCalls”) for a given subscriber.

But information relative to ONE SS-Code is allowed in the response.
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The modification is relative to the AnyTimeSubscriptionInterrogation result in order to allow the sending of several SS-Code.
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*** First Modified Section ***

10.3.2.1
Any Time Subscription Interrogation ack

10.3.2.1.1
Description

This IF is used by the HLR to provide the requested subscription information to the gsmSCF.

10.3.2.1.2
Information Elements

The following information elements are required:

Information element name
Required
Description

Call Forwarding SS data List
C
This IE is described in a table below.

Call Barring SS data List
C
This IE is described in a table below.

Operator Determined Barring data
C
This IE is described in a table below.

CAMEL Subscription Information
C
This IE is described in a table below.

Supported CAMEL phases in VLR
C
This IE indicates the CAMEL phase supported in the VLR.

Supported CAMEL phases in SGSN
C
This IE indicates the CAMEL phase supported in the SGSN.

C
Conditional (The IE shall be sent, if requested and available).

Call Forwarding SS data List contains the following information per SS-Code :

Information element name
Required
Description

SS-Code 
C
This IE indicates Call Forwarding supplementary service as defined in 3GPP TS 22.004 [25].

Forwarding Feature List
C
See the table below

Notification-to-CSE Flag
C
This IE indicates whether the gsmSCF is notified of a change of Call Forwarding SS data.

C
Conditional (The IE shall be sent, if available and applicable).

Forwarding Feature List contains 1 to 32 items of the following information:

Information element name
Required
Description

Basic Service
C
See 3GPP TS 22.002 [24].

SS Status
C
See 3GPP TS 23.011 [26].

Forwarded-to Number
C
See 3GPP TS 23.082 [27].

Forwarded-to Subaddress
C
See 3GPP TS 23.082 [27].

Subscription Options
C
See 3GPP TS 23.082 [27].

No Reply Condition Time
C
See 3GPP TS 23.082 [27].

C
Conditional (The IE shall be sent, if available and applicable).

Call Barring SS data List contains the following information per SS-Code :

Information element name
Required
Description

SS-Code
C
This IE indicates Call Barring supplementary service as defined in 3GPP TS 22.004 [25].

Call Barring Feature List
C
See the table below.

Password
C
See 3GPP TS 23.011 [26].

Wrong password attempts counter
C
See 3GPP TS 23.011 [26].

Notification-to-CSE flag
C
This IE indicates whether the gsmSCF is notified of a change of Call Barring SS data.

C
Conditional (The IE shall be sent, if available and applicable).

Call Barring Feature List contains 1 to 32 items of the following information:
Information element name
Required
Description

Basic Service
C
See 3GPP TS 22.002 [24].

SS Status
C
See 3GPP TS 23.011 [26].

C
Conditional (The IE shall be sent, if available and applicable).
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