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	In a number of cases, parameter encoding methodology is referenced to related parameters in spec number 08.08.  In these cases, it appears that the lengths of the parameters have been transcribed directly from 08.08 also.  This is in fact incorrect since 08.08 includes IE indentifiers in these parameters and in some cases also includes length fields within the definition also.  These are not to be used in MAP and so the lengths indicated in ASN.1 for these parameters are wrong in MAP.

	
	

	Summary of change:
(
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17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

**********************************
Text Removed for clarity

**********************************
ChosenChannelInfo ::= OCTET STRING (SIZE (1))


-- Octets are coded according the Chosen Channel information element in GSM 08.08

ChosenSpeechVersion ::= OCTET STRING (SIZE (1))


-- Octets are coded according the Speech Version (chosen) information element in GSM


-- 08.08

**********************************
Text Removed for clarity

**********************************
RadioResourceInformation ::= OCTET STRING (SIZE (3..13))


-- Octets are coded according the Channel Type information element in GSM 08.08

**********************************
End of changes to this section
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