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Reason for change:
(

3GPP TSG-SA5 has asked CN4 to make needed enhancements to Mc interface to enable trace activation in Rel5-based MGW. According to SA5 to achieve trace functionality in MGW the MSC Server shall activate the trace by sending the following trace parameters to the MGW over the Mc interface:

· IMSI (in subscriber trace only);

· IMEI (in equipment trace only);

· Trace reference (a unique identification of the trace case);

· Trace type (configuration parameter of the trace case);

-
          Address of the Network Manager (target address for sending the trace records).

This CR adds a new UMTS package into TS 29.232 version 5.0.0




Summary of change:
(

The Trace package is added.




Consequences if 
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not approved:
Without Mc interface enhancements trace functionality can not be implemented in MGW.
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**** Modified Section ****
15.1.5
Trace Package

PackageID: threegtrace (0x####)

Version: 1

Extends: None

This package defines properties for subscriber and equipment trace activation to be attached to the trace record generated by MGW.

15.1.5.1
Properties

Trace Type

PropertyID: tracetype(0x0002)

Description: Defines the trace type as descriped in 3GPP 32.108. 

Type: Octet 

Possible Values:  Descriped in 3GPP 32.108


Defined in: Local  descriptor

Characteristics: Read/Write

Trace Reference

PropertyID: tracereference(0x0003)

Description: Reference number to identify different trace records in the OMC. 

Type: Octet string

Possible Values: OMC defines

Defined in: Local descriptor

Characteristics: Read/Write

IMSI or IMEI

PropertyID: id(0x0005)

Description: IMSI or IMEI number of the traced subscriber to be attached to the trace record. Used for record identification like trace reference. Content defined in 3GPP 08.08 and 3GPP 04.08 

Type: Octet string

Possible Values: 

Defined in: Local descriptor

Characteristics: Read/Write

15.1.5.2
Events

None

15.1.5.3
Signals

None

15.1.5.4
Statistics

None

15.1.5.5
Procedures

For the network level procedures of  the tracing see 3GPP 32.108. MGC uses this package to indicate that a termination should be placed under trace. In the call establishing MGC sets trace package into add command applying to termination to be traced. Tracing is deactivated when termination is taken out of the context in the end of the call.

**** End of modifications****
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