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****    FIRST MODIFIED SECTION    ****

4.4.2
ASN.1 data types

This subclause provides an ASN.1 module defining the abstract data types in operations and errors specification. Only data types which are specific for this specification are defined. All other data types are imported from MAP together with the import of operations and errors.

.$SS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0) gsm-Access (2) modules (3)

   ss-DataTypes (2) version7 (7)}

DEFINITIONS


Unchanged text removed for clarity

-- an unrecognized value shall be treated the same as value 0 (permissionDenied)

LCS-MOLRArg
::= SEQUENCE {


molr-Type


[0]
MOLR-Type,


locationMethod

[1]
LocationMethod


OPTIONAL,


lcs-QoS



[2]
LCS-QoS




OPTIONAL,


lcsClientExternalID
[3] LCSClientExternalID

OPTIONAL,


mlc-Number


[4]
ISDN-AddressString

OPTIONAL,


gpsAssistanceData
[5]
GPSAssistanceData

OPTIONAL,


...,


supportedGADShapes
[6]
SupportedGADShapes

OPTIONAL}

-- The parameter locationMethod shall be included if and only if the molr-Type is set to value 

-- deCipheringKeys or assistanceData.

-- The parameter gpsAssistanceData shall be included if and only if the molr-Type is set to value 

-- assistanceData and LocationMethod is set to value assistedGPS.

MOLR-Type::= ENUMERATED {


locationEstimate


(0),


assistanceData



(1),


deCipheringKeys



(2),


... }

-- exception handling:

-- an unrecognized value shall be rejected by the receiver with a return error cause of

-- unexpected data value.

LocationMethod::= ENUMERATED {


msBasedEOTD


(0),


msAssistedEOTD

(1),


assistedGPS


(2), 


...,


msBasedOTDOA

(3),


msAssistedOTDOA

(4)


}

-- exception handling:

-- When this parameter is received with value msBasedEOTD or msAssistedEOTD and the MS 

-- is camping in an UMTS Service Area then the receiver shall reject it 

-- with a return error cause of unexpected data value.

-- When this parameter is received with value msBasedOTDOA or msAssistedOTDOA and the MS 

-- is camping in a GSM Cell then the receiver shall reject it with a return error cause of

-- unexpected data value.

-- an unrecognized value shall be rejected by the receiver with a return error cause of

-- unexpected data value.
GPSAssistanceData::= OCTET STRING (SIZE (1..38))

-- Octets 1 to 38 are coded in the same way as the octets 3 to 7+2n of Requested GPS Data IE

-- in GSM 09.31.

LCS-MOLRRes::= SEQUENCE {


locationEstimate

[0]
Ext-GeographicalInformation

OPTIONAL,


decipheringKeys


[1] DecipheringKeys




OPTIONAL,


...,


add-LocationEstimate
[2]
Add-GeographicalInformation 

OPTIONAL}

-- Parameters locationEstimate or add-LocationEstimate (one but not both) 

-- shall be included if and only if the 

-- molr-Type in LocationRequestArg was set to value locationEstimate.

-- Parameter add-LocationEstimate shall not be included if the supportedGADShapes 

-- parameter was not received in the LCS-MOLRArg.

-- Parameter decipheringKeys shall be included if and only if the molr-Type

-- in LocationRequestArg was set to value deCipheringKeys.

-- 

DecipheringKeys::= OCTET STRING (SIZE (15))

-- Octets in DecipheringKeys are coded in the same way as the octets 3 to 17 of Deciphering Key IE

-- in GSM 09.31. I.e. these octets contain Current Deciphering Key, Next Deciphering Key and 

-- Ciphering Key Flag.

.#END
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