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	Reason for change:
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	23.008 is currently incomplete in respect to the format of the data fields describing the allowed subscriber media. It is proposed that the list of media is in line with that described in the Sessions Description Protocol (SDP) and the data format is XML.

It is also proposed that the storage of Subscribed Media is optional in the HSS and S-CSCF as it is an operator choice to use this data, or not.
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	Section 3.5.1 is modified to define XML as the storage format and to list the parameters that can be used
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3.5
Data related to Application and service triggers

For definition and handling of these data see 3GPP TS 23.218 [53].

3.5.1
Subscribed Media

The Subscribed Media shall provide a list of SDP media types that the subscriber is authorized to request. Each Media Type shall also have an associated list of parameters including Transport Protocol, Media Format and Bandwidth. Any additional parameters are FFS.
The format of the list is XML..

The Subscribed Media is permanent data stored in the HSS and in the S-CSCF.

3.5.2
Initial Filter Criteria

FFS

3.5.3
Application Server Addresses

FFS

3.6     Data related to Core Network Services Authorization

This is FFS.

5.3
IP Multimedia Service Data Storage

Table 3: Overview of data used for IP Multimedia services

	PARAMETER
	Subclause
	HSS
	S-CSCF
	TYPE

	Private User Identity
	3.1.1
	M
	M
	P

	Public Identity
	3.1.2
	M
	M
	P

	Registration Status
	3.2.1
	M
	-
	T

	S-CSCF Name
	3.2.2
	M
	-
	T

	Diameter Client Address of S-CSCF
	3.2.3
	M
	-
	T

	Diameter Server Address of HSS
	3.2.3
	-
	M
	T

	
	
	
	
	

	RAND, XRES, CK, IK and AUTN
	3.3.1
	M
	C
	T

	Server Capabilities
	3.4.1
	C
	C
	P

	Subscribed Media
	3.5.1
	O
	O
	P

	Initial Filter Criteria
	3.5.2
	C
	C
	P

	Application Server Address
	3.5.3
	C
	C
	P
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