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6.1.2
Data Update (Sh-Update)

This procedure is used by an AS to update data in the HSS. Tables 6.1.2.1 and 6.1.2.2 detail the involved information elements.

Table 6.1.2.1: Sh-Update

Information element name
Mapping to Diameter AVP
Cat.
Description

User Identity

(See 7.1)
User-Identity
M
IMS public identity of the user which data is updated.

Updated data

(See 7. 6)
User-Data
M
Updated data.

Application Server Identity
Origin-Host
M
IE that identifies the AS originator of the request and that is used, together with the user identity and Data-Reference, as key to identify the updated filter criteria.

Table 6.1.2.2: Sh-Update Resp

Information element name
Mapping to Diameter AVP
Cat.
Description

Data update result

(See 7. 5)
Result-Code
M
Result of the update of data in the HSS.

6.1.2.1
Detailed behaviour

Upon reception of the Sh-Update request, the HSS may check that the user for whom data is asked to be updated exists in the HSS. The HSS shall check that the AS sending the request (identified by the Origin-Host AVP) has Sh-Update permission in the AS Permissions List (See 6.2).

· The keys to determine the updated data are part of the information element User-Data (See Annex X). When data in the repository is updated (i.e. added, modified or removed) Service-Indication is also sent as part of the information element User-Data. The HSS shall check whether repository data identified by the Service-Indication is already stored against the user and whether Service-Data is received.
· If so, the stored data is replaced with the received data.

· If repository data identified by the Service-Indication is stored against the user and Service-Data is not received, the stored data is removed from the repository.
· If  repository data identified by the Service-Indication is not stored against the user and Service-Data is received, the receiced data is added to the repository.

· If  repository data identified by the Service-Indication is not stored against the user and Service-Data is not received, the repository data is not updated. 
When initial filter criteria are updated the Origin-Host AVP identifies the AS that initiates the request. 

*** Next modification ***
Annex D (normative):
XML schema for the Sh interface user profile

The file ShDataType.xsd, attached to this specification, contains the XML schema for the Sh interface user profile. Such XML schema details all the data types on which XML documents containing Sh profile information shall be based. The XML schema file is intended to be used by an XML parser.

Tables D.1 and D.2 describe the data types and the dependencies among them that configure the XML schema.

Table D.1: XML schema for Sh interface: simple data types

Data type
Tag
Base type
Comments

tPriority
Priority
integer
>= 0

tGroupID
Group
integer
>= 0

tDefaultHandling
DefaultHandling
enumerated
Possible values: 

0 (SESSION_CONTINUED)

1 (SESSION_TERMINATED)

tDirectionOfRequest
SessionCase
enumerated
Possible values: 

0 (ORIGINATING_SESSION)

1 TERMINATING_SESSION 

2 (TERMINATING_UNREGISTERED)

tIMSUserState
IMSUserState
Enumerated
Possible values:

0 (NOT_REGISTERED)

1 (REGISTERED)

2 (REGISTERED_UNREG_SERVICES)

3 (AUTHENTICATION_PENDING)

tLocationNumber
LocationNumber
string
Length >=2 and <=10

tGeographicalInformation
GeographicalInformation
string
Length = 8. Syntax defined in 3GPP TS 23.032.

tGeodeticInformation
GeodeticInformation
string
Length = 10. Syntax defined in ITU-T Q.703.

tAgeOfLocationInformation
AgeOfLocationInformation
integer
>=0, <=32767

tMSISDN
MSISDN
string
Syntax described in 3GPP TS 23.003.

tSIP_URL
PublicIdentity
anyURI
Syntax described in RFC 3261

tTEL_URL
PublicIdentity
anyURI
Syntax described in RFC 2806

tIMSPublicIdentity
IMSPublicIdentity
(union)
Union of tSIP_URL and tTEL_URL

tServiceInfo
ServiceInfo
string


tString
Method, Header, Content, Line
string


tBool
ConditionTypeCNF, ConditionNegated
enumerated
Possible values: 

0 (FALSE)

1 (TRUE)

Table D.2: XML schema for Sh interface: complex data types

Data type
Tag
Compound of



Tag
Type
Cardinality

tSh-Data
Sh-Data
PublicIdentifiers
tPublicIdentity
0 to 1



RepositoryData
tTransparentData
0 to 1



Sh-IMS-Data
tShIMSData
0 to 1



LocationInformation
tLocationInformation
0 to 1

tTransparentData
RepositoryData
ServiceIndication
string
1



ServiceData
string
0 to 1

tShIMSData
Sh-IMS-Data
SCSCFName
tSIP_URL
0 to 1



InitialFilterCriteria
tInitialFilterCriteria
0 to 10



IMSUserState
tIMSUserState
0 to 1

tLocationInformation
LocationInformation
AgeOfLocationInformation
tAgeOfLocationInformation
0 to 1



GeographicalInformation
tGeographicalInformation
0 to 1



GeodeticInformation
tGeodeticInformation
0 to 1

tPublicIdentity
PublicIdentity
IMSPublicIdentity
tIMSPublicIdentity
0 to 20



MSISDN
tMSISDN
0 to 20



InitialFilterCriteria
tInitialFilterCriteria
1 to 10

tInitialFilterCriteria
InitialFilterCriteria
Priority
tPriority
1



TriggerPoint
tTrigger
0 to 1



ApplicationServer
tApplicationServer
1

tTrigger
Trigger
SPI
tSiPoInt
0 to 25



ConditionTypeCNF
tBool
1

tSiPoInt
SPI
ConditionNegated
tBool
0 to 1



Group
tGroupID
1 to 25



Choice of
Method
tString
1




SIPHeader
tHeader
1




SessionCase
tDirectionOfRequest
1




SessionDescription
tSessionDescription
1

tHeader
SIPHeader
Header
tString
1



Content
tString
0 to 1

tSessionDescription
SessionDescription
Line
tString
1



Content
tString
0 to 1

tApplicationServer
ApplicationServer
ServerName
tSIP_URL
1



DefaultHandling
tDefaultHandling
0 to 1



ServiceInfo
tServiceInfo
0 to 1
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