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According to TS 23.079, the T-CSI CAMEL Service should be notified about the call forwarding in the GMSC, before the GMSC has verified that the call forwarding can be performed at the GMSC server due to optimal routeing.

If the GMSC denies the optimal routeing request from the VMSC, the optimal routeing will be performed by the VMSC. However, the T-CSI CAMEL Service was already informed about the pending forwarding in the GMSC.

Hence, this means that the T-CSI CAMEL Service does not know where the call forwarding takes place.
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The T-CSI CAMEL Service should be informed after the GMSC has verified that the optimal routeing can apply in the GMSC.
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Incorrect charging for pre-paid subscribers; this may hamper the deployment of optimal routeing.
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*** First Modified Section ***
9.4.2
Procedure OR_Handle_RCH

Sheet 2: the procedure Activate_CF_Process is specified in 3GPP TS 23.018 [6].

Sheet 1: if the GMSC interrogates the HLR for a Forwarded-to number, the Routeing address is the Forwarded-to number received in the Send Routeing Info ack; otherwise the Routeing address is the Forwarded-to number received in the Resume Call Handling.

Sheet 3: the procedure CAMEL_MT_GMSC_Notify_CF is specific to CAMEL phase 2 or higher; it is specified in 3GPP TS 23.078 [7]. If the GMSC does not support CAMEL phase 2 or higher, processing continues from the "Continue" exit of the test "Result".

Sheet 2: the task "Destination address:=FTN" is executed only if the GMSC supports optimal routeing of basic mobile-to-mobile calls.

Sheet 2: the process MT_CF_MSC is specified in 3GPP TS 23.018 [6].

Sheet 3: the procedure UUS_GMSC_Check_Forwarding is specific to UUS; it is specified in 3GPP TS 23.087 [9].

Sheet 3: the procedure CAMEL_Store_Destination_Address is specific to CAMEL phase 3 or higher; it is specified in 3GPP TS 23.078 [7].

Sheet 3: the called party address sent in the IAM to the process MT_CF_MSC is the Forwarded-to number received in the Perform Call Forwarding ack.

*** Second Modified Section ***
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Figure 7a: Procedure OR_Handle_RCH (sheet 1)
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Figure 7b: Procedure OR_Handle_RCH (sheet 2)
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Figure 7c: Procedure OR_Handle_RCH (sheet 3)


*** End of Document ***
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