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1. Overall Description:

The existing WID for emergency call enhancements for IP & PS based calls has not been updated since March 2001 and needs a major revision. The previous version of the WID hold CN1 complete responsible for the service, to include stage 1 and stage 2 issues in addition to the stage 3. CN1 does not find it appropriate to have a WID that covers stage 1 and stage 2 issues, and is therefore proposing the following restructuring of the work:

· CN1 proposes that the parent feature ‘Emergency call enhancements’ (unique id 1652 in the work plan) is led by SA2 instead of CN1, and that a WID, if needed, is written.

· CN1 will not include the work for ‘Emergency calls without UICC/SIM in networks with IMS, ID 2527’ in the attached WID, but prefers to write a separate WID for this, as this is a separate feature, unless the WID controlled by SA2 will be updated to include stage 3 specifications.

· CN1 proposes that the work for stage 3 within the CN is described in a CN-wide WID, led by CN1. The work on stage 2 is not finished yet, but according to the ongoing discussions, CN1 has currently identified possible impacts in specifications under the control of CN1, CN3 and CN4.

· CN1 is not aware of possible impacts on the radio layer due to prioritisation of packet based bearers for emergency calls, but depending on the chosen solution those impacts may also affect the CN.

· As a result of LS from SA1 (S1-030247) ‘LS on Rel 99 and later Emergency calls in case on UE attached to data only network’, CN1 seeks guidance whether the CN1 WID as part of Rel-6 should also cover this scenario.
The proposed updated WID ‘Emergency call enhancements for IP & PS based calls – stage 3’ is attached for information.
2. Actions:

To SA1 group.

ACTION: 

a)
CN1 asks SA1 whether the stage 3 aspects of ’emergency calls in case of UE

attached to data only network’ should be studied within the scope of the attached

WID. If so, it is assumed that SA1 informs CN1, RAN2 and GERAN2 about the

requirements for this feature in order for CN1, RAN2 and GERAN2 to perform the

work within the Rel-6 timeframe
b)
CN1 would also like to know of possible connections to the recently agreed WID

‘Emergency Telecommunication Service’ in SA1.
To SA2 group.

ACTION: 
a)
CN1 asks SA2 whether they agree to update the work plan and formally be in

charge of the work needed in stage 1 and stage 2.
b)
CN1 would like to be informed if the stage 1 and stage 2 work for ‘Emergency call

enhancements’ will be described by a separate WID or if this work is included in an

existing WID owned by SA2.
c)
CN1 would like to be informed if the WID for ‘Emergency calls without UICC/SIM in

networks with IMS, (unique id ID 2527)’ will be updated. If not, CN1 will create a

separate WID on this topic for the stage 3 details.
To SA3 group.

ACTION: 
CN1 asks SA3 whether any security issues have been identified or are foreseen that may impact the detailed procedures covered by specifications controlled by CN. 

To CN3 and CN4 groups.

ACTION: 
CN1 informs CN3 and CN4 of the proposed WID and seeks assistance in identifying the affected specifications in their groups.

To RAN and GERAN groups

ACTION: 
Relevant RAN and GERAN WGs to inform CN1 if possible impacts on the radio layer due to prioritisation of packet based bearers in case of emergency calls (ordinary PS based emergency calls or ’emergency calls in case of UE attached to data only network) have been identified and if this may impact work in specifications controlled by CN1. CN1 has the understanding that dependant on SA1s answer to question a) above, the impact may differ dependant of whether ’emergency calls in case of UE attached to data only network’ will be part of attached work item or not.

To T3 group.

ACTION: 
CN1 asks T3 whether any changes to the USIM has been identified or are foreseen that may impact the detailed procedures covered by specifications controlled by CN.
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