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	In TS 23.116 under clause 4.1.2 CS-domain Location Updating in a network

entity that has retained subscription data, the following is mentioned:

"if the previous network entity supports the Super-Charger functionality

then the HLR shall not cancel the location information at the previous

network entity."

But, then, under clause 5.2.3 Cancel Location, it is clear that the cancel

location procedure could be used by a super charged network:

"The cancel location procedure shall also be used within a Super-Charged

network as a notification when there is a need to inform the previous

network entity that the connections for the subscriber can be released, due

to the fact that the MS has moved to another network entity. Subscription

data may still be kept in the previous network entities that support

Super-Charger."

"It is also recommended that an HLR supporting the Super-Charger

functionality have mechanisms to decide when a notification as described

above needs to be sent against previous network entity or not. Without such

mechanisms, Cancel Location shall always be sent. The mechanisms are

triggered by the indication received from serving network entity during

location update procedure saying that previous network entity must be

notified."

It is quite clear that the cancel location procedure

should be used by Super-Charged networks in order to notify the previous

network entity that the connections for the subscriber can be released.
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	In order to remove this contradiction within TS 23.116, a statement under clause 4.1.2 is added which clarifies that the cancel location procedure

could be used by Super-Charged networks to notify the previous

network entity that the connections for the subscriber can be released.

.

	
	

	Consequences if 
(

not approved:
	Contradiction will remain causing implementation faults.

	
	

	Clauses affected:
(

	4.1.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change reques

*** First Modification ***

4.1.2
CS-domain Location Updating in a network entity that has retained subscription data

When a Super-Charged network entity receives a request to perform a location update for a subscriber for whom subscription data has been retained, the network entity shall initiate the location updating procedures as described in 3GPP TS 23.012.

The Super-Charged HLR shall determine whether the previous network entity supports the Super-Charger functionality:

-
if the previous network entity does not support the Super-Charger functionality then the HLR shall cancel the location information at the previous network entity as described in 3GPP TS 23.012.

-
if the previous network entity supports the Super-Charger functionality then the HLR shall not cancel the location information at the previous network entity. Althought, the cancel location procedure could be used by Super-Charged networks in order to notify the previous network entity that the connections for the subscriber can be released.

The Super-Charged HLR shall determine whether the subscription data retained by the serving network entity is consistent with the subscription data stored in the HLR:

-
if the subscription data is consistent then the HLR shall not send subscription data to the serving network entity as part of the location updating;

-
if the subscription data is not consistent then the HLR shall respond to the location updating request as described in 3GPP TS 23.012.
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Figure 2: Information flow for an inter-node location update in a Super-Charged network for the case when the serving network entity has retained subscription data for the requesting mobile station

Note 1: If the previous network entity supports the Super-Charger features the HLR shall not send the cancel location message to the previous network entity. Althought, the cancel location procedure could be used by Super-Charged networks in order to notify the previous network entity that the connections for the subscriber can be released.
Note 2: If the subscription data retained by serving network entity is consistent with the subscription data stored by the HLR, the HLR shall not send subscription data.
*** End of the document ***
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