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**** First modified section ****

17.7
MAP constants and data types

17.7.1 Mobile Service data types

…

AuthenticationFailureReportArg ::= SEQUENCE {


imsi


IMSI,


failureCause
FailureCause,


extensionContainer
ExtensionContainer 
OPTIONAL,


... ,


re-attempt
BOOLEAN

,


accessType
AccessType 
,


rand


RAND


,


vlr-Number
[0] ISDN-AddressString 
OPTIONAL,


sgsn-Number
[1] ISDN-AddressString
OPTIONAL }

**** Next modified section ****

B.1
Fully Expanded ASN.1 Source of MAP-Protocol/TCAPMessages

…

authenticationFailureReport OPERATION  ::=  {

   ARGUMENT     SEQUENCE {

      imsi                 OCTET STRING ( SIZE( 3 .. 8 ) ), 

      failureCause         ENUMERATED {

         wrongUserResponse        ( 0 ), 

         wrongNetworkSignature    ( 1 ) }, 

      extensionContainer   SEQUENCE {

         privateExtensionList   [0] IMPLICIT SEQUENCE  ( SIZE( 1 .. 10 ) ) OF

            SEQUENCE {

               extId      MAP-EXTENSION .&extensionId  ( {

                  , 

                  ...} ) , 

               extType    MAP-EXTENSION .&ExtensionType  ( {

                  , 

                  ...} { @extId   }  )  OPTIONAL} OPTIONAL, 

         pcs-Extensions         [1] IMPLICIT SEQUENCE {

            ... } OPTIONAL, 

         ... } OPTIONAL, 

      ... , 

      re-attempt           BOOLEAN, 

      accessType           ENUMERATED {

         call                      ( 0 ), 

         emergencyCall             ( 1 ), 

         locationUpdating          ( 2 ), 

         supplementaryService      ( 3 ), 

         shortMessage              ( 4 ), 

         gprsAttach                ( 5 ), 

         routingAreaUpdating       ( 6 ), 

         serviceRequest            ( 7 ), 

         pdpContextActivation      ( 8 ), 

         pdpContextDeactivation    ( 9 ), 

         ... , 

         gprsDetach                ( 10 ) }, 

      rand                 OCTET STRING ( SIZE( 16 ) ), 

      vlr-Number           [0] IMPLICIT OCTET STRING ( SIZE( 1 .. 20 ) ) ( SIZE( 1 .. 9 ) ) OPTIONAL, 

      sgsn-Number          [1] IMPLICIT OCTET STRING ( SIZE( 1 .. 20 ) ) ( SIZE( 1 .. 9 ) ) OPTIONAL}

   RESULT     SEQUENCE {

      extensionContainer   SEQUENCE {

         privateExtensionList   [0] IMPLICIT SEQUENCE  ( SIZE( 1 .. 10 ) ) OF

            SEQUENCE {

               extId      MAP-EXTENSION .&extensionId  ( {

                  , 

                  ...} ) , 

               extType    MAP-EXTENSION .&ExtensionType  ( {

                  , 

                  ...} { @extId   }  )  OPTIONAL} OPTIONAL, 

         pcs-Extensions         [1] IMPLICIT SEQUENCE {

            ... } OPTIONAL, 

         ... } OPTIONAL, 

      ... }

   ERRORS     {

      systemFailure | 

      unexpectedDataValue | 

      unknownSubscriber }

   CODE     local      : 15

   }
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