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1 Introduction

The contribution provides an overview of the 3GPP WLAN-IW system. 

Chapter 5 discusses about roaming and non-roaming scenarios. This contribution provides updates to the general architecture section by adding figures illustrating the different roaming scenarios.

2 Conclusion

It is proposed to include the following text in Chapters 4 and add the proposed updates to Chapter 5 of TS 29.234 v1.0.0.

/* Beginning of addition A */

4
Overview

Editor’s Note: Provides general overview of WLAN-3GPP IW system

At a service level, WLAN-3GPP inter-working provides the following services:
a wireless IP connectivity service where the radio access technology is of type WLAN. This service is subject to a 3GPP system subscription. 

the ability for 3G subscribers to access the WLAN service and roam between 3GPP networks and WLANs.

to make access to 3GPP system PS based services available to the user through the WLAN (NB this is scenario 3).  

At a functional level, therefore, WLAN-IW provides the following:

WLAN Access, Authentication and Authorisation, which provides for access to the WLAN and the locally connected IP network (e,g. Internet) to be authenticated and authorised through the 3GPP System

Access to External IP networks. For scenario 2 this means the ability to get access over the public Internet. For scenario 3 this implies ability to establish connectivity via 3G Operator networks to PS based services provided by the Operator. 
Figure 4.1 illustrates WLAN networks from the point of view of 3GPP interworking. The 3GPP Authentication, Authorization and Accounting (AAA) server is a Diameter server. 
The Packet Data Gateway supports access to External IP networks, including those supporting 3GPP PS based services. Scenario 2 offers direct connection from the WLAN to the Internet/intranet. The WLAN includes WLAN access points and intermediate AAA elements. It may additionally include other devices such as routers. The WLAN User Equipment (WLAN UE) includes all equipment that is in possession of the end user, such as a computer, WLAN radio interface adapter etc.
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Figure 4.1: Simplified WLAN Network Model. The shaded area refers to scenario 3 functionality
/* End of addition A */
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