3GPP TSG CN WG4 Meeting #21
N4-030201

Bangkok, THAILAND, 27th – 31st October 2003
Source:
Nokia

Title:
TS 29.332, Mn interface procedures
Agenda item:
6.7
Document for:
Discussion
1 Introduction

3GPP CN3 has defined several Mn interface procedures in TS 29.163. To completely specify Mn interface operations, it also needs to be defined what H.248.1 IEs used with the defined procedures. Due to that there is no SDP equivalent of H.248.1 Annex C tags description exists; to avoid interpretation problems this is also included in the description.

The following text is proposed to be added to TS 29.332 chapter 13.2:

First Modified Section

13.2
Session related H.248 transactions

13.2.1
Procedures related to a termination towards IM CN Subsystem


Reserve IMS Connection Point

	Procedure
	Initiated
	Information element name
	Defined in
	SDP
	Value

	Reserve IMS Connection Point

 
	MGCF
	Context/Context Request
	H.248.1
	-
	Context ID=?/x

	
	
	IMS Termination Request
	H.248.1
	-
	Termination ID=?

	
	
	Local IMS Resources
	H.248.1 Annex C/
Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	ReserveValue
	H.248.1
	-
	False (No DTMF towards IMS)

	
	
	Local Connection Addresses Request
	H.248.1 Annex C/
IPv6 (6002), 
Port (6003),

Porttype (6004),
RTPPayload (100F)
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	IP=?, Port=?, Porttype=udp, PT=?

	Reserve  IMS Connection Point Ack
	IM-MGW
	Context
	H.248.1
	-
	Context ID=x

	
	
	IMS Termination
	H.248.1
	-
	Termination ID=y

	
	
	Local IMS Resources
	H.248.1 Annex C/
Acodec
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Local Connection Addresses
	H.248.1 Annex C/
IPv6 (6002),
Port (6003),

Porttype (6004),
RTPPayload (100F)
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	IP=IPx, Port=Portx

Porttype=udp, PT=z


Configure IMS Resources

	Procedure
	Initiated
	Information element name
	Defined in
	SDP
	Value

	Configure IMS Resources
	MGCF
	Context
	H.248.1
	-
	Context ID=x

	
	
	IMS Termination
	H.248.1
	-
	Termination ID=?

	
	
	Local IMS Resources
	H.248.1 Annex C/
Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Remote IMS Resources
	H.248.1 Annex C/
Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Local Connection Addresses
	H.248.1 Annex C/
IPv6 (6002),
Port (6003),

Porttype (6004),
RTPPayload (100F)
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	IP=IPx, Port=Portx

Porttype=udp, PT=z

	
	
	Remote Connection Addresses
	H.248.1 Annex C/
IPv6 (6002),

Port (6003),

Porttype (6004),
RTPPayload (100F)
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	IP=IPy, Port=Porty, Porttype=udp, PT=z

	
	
	Reserve  Value
	H.248.1
	-
	True if telephony event codec is received

	Configure IMS Resources

Ack
	IM-MGW
	Context
	H.248.1
	-
	Context ID=x

	
	
	IMS Termination
	H.248.1
	-
	Termination ID=?

	
	
	Local IMS Resource
	H.248.1 Annex C/
Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Remote IMS Resource
	H.248.1 Annex C/
Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Local Connection Address
	H.248.1 Annex C/
IPv6 (6002),
Port (6003),

Porttype (6004),
RTPPayload (100F)
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	IP=IPx, Port=Portx

	
	
	Remote Connection Address
	H.248.1 Annex C/
IPv6 (6002),
Port (6003),

Porttype (6004),
RTPPayload (100F)
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	IP=IPy, Port=Porty


Reserve IMS Connection Point and Configure Remote Resources
	Procedure
	Initiated
	Information element name
	Defined in
	SDP
	Value

	 Reserve IMS Connection Point and Configure Remote Resources
	MGCF
	Context/Context Request
	H.248.1
	-
	Context ID=?/x

	
	
	IMS Termination/IMS Termination Request
	H.248.1
	-
	Termination ID=?

	
	
	Local IMS Resources
	H.248.1 Annex C/
Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Remote IMS Resources
	H.248.1 Annex C/
Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Reserve  Value
	H.248.1
	-
	True if telephony event codec is received

	
	
	Local Connection Address request
	H.248.1 Annex C/IPv6 (6002),

Port (6003), Porttype (6004),
RTPPayload (100F)
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	P=?, Port=?, Porttype=udp, PT=z

	
	
	Remote Connection Addresses
	H.248.1 Annex C/
IPv6 (6002),

Port (6003), Porttype (6004),
RTPPayload (100F)
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	IP=IPy, Port=Porty, Porttype=udp, PT=z

	Reserve IMS Connection Point and Configure Remote Resources Ack
	IM-MGW
	Context
	H.248.1
	-
	Context ID=x

	
	
	IMS Termination
	H.248.1
	-
	Termination ID=y

	
	
	Local IMS Resources
	H.248.1 Annex C/

Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Remote IMS Resources
	H.248.1 Annex C/

Acodec (1006)
	m line ‘<fmt list>’ if static PT

a line rtpmap ‘<encoding name>’ if dynamic PT
	Acodec=c1, c2,…cx

	
	
	Local Connection Addresses 
	H.248.1 Annex C/

IPv6 (6002),
Port (6003),

Porttype (6004),
RTPPayload (100F
	
c line’<connection address>’

m line ‘<port>’


m line ‘<fmt list>’

(c line <network type>=IN, <address type>=IP6)
	IP=IPx, Port=Portx


Detect IMS RTP Tel Event

	Procedure
	Initiated
	Information element name
	Defined in
	Value

	Notify IMS RTP Tel Event
	IM-MGW
	Context
	H.248.1
	Context ID=x

	
	
	IMS Termination
	H.248.1
	Termination ID=y

	
	
	Notify IMS RTP Tel Event


	29.332 ? / dd (0x0006)+ ds (0x0001)
	Tevtype=’0’-‘9’, ‘*’, ‘#’

	
	
	Event
	29.332 ? / dd (0x0006)+ ds (0x0001)
	Tevtype= ?

	
	
	Duration
	29.332 ?? / tonedet (0x0004)+ dur (0x0002)
	Duration=?

	
	
	End
	29.332 ? / tonedet (0x0004)+ std, 0x0001
	End=?

	
	
	Volume
	29.332 ?
	Volume=?

	
	
	Beginning
	29.332 ? / tonedet (0x0004)+ etd, 0x0002
	Begmark=?

	Notify IMS RTP Tel Event Ack
	MGCF
	Context
	H.248.1
	Context ID=x


