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Annex D (normative):
XML schema for the Sh interface user profile

The file ShDataType.xsd, attached to this specification, contains the XML schema for the Sh interface user profile. Such XML schema details all the data types on which XML documents containing Sh profile information shall be based. The XML schema file is intended to be used by an XML parser.

Tables D.1 and D.2 describe the data types and the dependencies among them that configure the XML schema.

Table D.1: XML schema for Sh interface: simple data types

	Data type
	Tag
	Base type
	Comments

	tPriority
	Priority
	integer
	>= 0

	tGroupID
	Group
	integer
	>= 0

	tDefaultHandling
	DefaultHandling
	enumerated
	Possible values: 

0 (SESSION_CONTINUED)

1 (SESSION_TERMINATED)

	tDirectionOfRequest
	SessionCase
	enumerated
	Possible values: 

0 (ORIGINATING_SESSION)

1 TERMINATING_SESSION 

2 (TERMINATING_UNREGISTERED)

	tIMSUserState
	IMSUserState
	Enumerated
	Possible values:

0 (NOT_REGISTERED)

1 (REGISTERED)

2 (REGISTERED_UNREG_SERVICES)

3 (AUTHENTICATION_PENDING)

	tCSUserState
	CSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (CAMELBusy)

1 (NetworkDeterminedNotReachable)

2 (AssumedIdle)

3 (NotProvidedfromVLR)

	tPSUserState
	PSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (Detached)

1 (AttachedNotReachableForPaging)

2 (AttachedReachableForPaging)

3 (ConnectedNotReachableForPaging)

4 (ConnectedReachableForPaging)

5 (NotProvidedFromSGSN)

	tLocationNumber
	LocationNumber
	string
	Syntax described in ITU-T Q.763 [9] (Base64 encoded according to RFC 2045 [15]).

Lenght >=4 and <=16 (multiples of 4).

	tCellGlobalId
	CellGlobalId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 12.

	tServiceAreaId
	ServiceAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 12.

	tLocationAreaId
	LocationAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 8.

	tRoutingAreaId
	RoutingAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 8.

	tGeographicalInformation
	GeographicalInformation
	string
	Syntax described in 3GPP TS 29.002 (base 64 encoded according to RFC 2045).

Length = 12.

	tGeodeticInformation
	GeodeticInformation
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 16.

	tAgeOfLocationInformation
	AgeOfLocationInformation
	integer
	>=0, <=32767

	tAddressString
	AddressString
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length >= 4 and <=28 (multiples of 4).

	tMSISDN
	MSISDN
	string
	Syntax described in 3GPP TS 23.003 [11].

	tSIP_URL
	PublicIdentity
	anyURI
	Syntax described in RFC 3261 [16]

	tTEL_URL
	PublicIdentity
	anyURI
	Syntax described in RFC 2806 [17]

	tDiameterURI
	DiameterURI
	string
	Syntax of a Diameter URI as described in [8]

	tIMSPublicIdentity
	IMSPublicIdentity
	(union)
	Union of tSIP_URL and tTEL_URL

	tServiceInfo
	ServiceInfo
	string
	

	tString
	RequestURI, Method, Header, Content, Line
	string
	

	tBool
	ConditionTypeCNF, ConditionNegated
	boolean
	Possible values: 

0 (false)

1 (true)

	tSequenceNumber
	SequenceNumber
	integer
	>=0, <=65535


Table D.2: XML schema for Sh interface: complex data types

	Data type
	Tag
	Compound of

	
	
	Tag
	Type
	Cardinality

	tSh-Data
	Sh-Data
	PublicIdentifiers
	tPublicIdentity
	0 to 1

	
	
	RepositoryData
	tTransparentData
	0 to 1

	
	
	Sh-IMS-Data
	tShIMSData
	0 to 1

	
	
	
	
	

	
	
	CSLocationInformation
	tCSLocationInformation
	0 to 1

	
	
	PSLocationInformation
	tPSLocationInformation
	0 to 1

	
	
	CSUserState
	tCSUserState
	0 to 1

	
	
	PSUserState
	tPSUserState
	0 to 1

	tTransparentData
	RepositoryData
	ServiceIndication
	string
	1

	
	
	SequenceNumber
	tSequenceNumber
	1

	
	
	ServiceData
	anonymous complex typestring
	0 to 1

	tShIMSData
	Sh-IMS-Data
	SCSCFName
	tSIP_URL
	0 to 1

	
	
	InitialFilterCriteria
	tInitialFilterCriteria
	0 to n

	
	
	IMSUserState
	tIMSUserState
	0 to 1

	
	
	ChargingInformation
	tChargingInformation
	0 to 1

	tCSLocationInformation
	CSLocationInformation
	LocationNumber
	tLocationNumber
	0 to 1

	
	
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	VLRNumber
	tISDNAddress
	0 to 1

	
	
	MSCNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPSLocationInformation
	PSLocationInformation
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	RoutingAreaId
	tRoutingAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	SGSNNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPublicIdentity
	PublicIdentity
	IMSPublicIdentity
	tIMSPublicIdentity
	0 to n

	
	
	MSISDN
	tMSISDN
	0 to n

	tInitialFilterCriteria
	InitialFilterCriteria
	Priority
	tPriority
	1

	
	
	TriggerPoint
	tTrigger
	0 to 1

	
	
	ApplicationServer
	tApplicationServer
	1

	tTrigger
	TriggerPoint
	ConditionTypeCNF 
	tBool
	1

	
	
	SPT
	tSePoTri 
	0 to n

	tSePoTri
	SPT
	ConditionNegated
	tBool
	0 to 1

	
	
	Group
	tGroupID
	1 to n

	
	
	Choice of
	RequestURI
	tString
	1

	
	
	
	Method
	tString
	1

	
	
	
	SIPHeader
	tHeader
	1

	
	
	
	SessionCase
	tDirectionOfRequest
	1

	
	
	
	SessionDescription
	tSessionDescription
	1

	tHeader
	SIPHeader
	Header
	tString
	1

	
	
	Content
	tString
	0 to 1

	tSessionDescription
	SessionDescription
	Line
	tString
	1

	
	
	Content
	tString
	0 to 1

	tApplicationServer
	ApplicationServer
	ServerName
	tSIP_URL
	1

	
	
	DefaultHandling
	tDefaultHandling
	0 to 1

	
	
	ServiceInfo
	tServiceInfo
	0 to 1

	tChargingInformation
	ChargingInformation
	PrimaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	SecondaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	PrimaryCharging CollectionFunctionName
	tDiameterURI
	1

	
	
	SecondaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

	NOTE: “n” shall be interpreted as non-bounded.


****** Changes to Schema ******
<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema" elementFormDefault="qualified" attributeFormDefault="unqualified">


<xs:simpleType name="tSIP_URL" final="list restriction">



<xs:restriction base="xs:anyURI"/>


</xs:simpleType>


<xs:simpleType name="tTEL_URL" final="list restriction">



<xs:restriction base="xs:anyURI"/>


</xs:simpleType>


<xs:simpleType name="tDiameterURI" final="list restriction">



<xs:restriction base="xs:anyURI"/>


</xs:simpleType>


<xs:simpleType name="tIMSPublicIdentity" final="#all">



<xs:union memberTypes="tSIP_URL tTEL_URL"/>


</xs:simpleType>


<xs:simpleType name="tServiceInfo" final="list restriction">



<xs:restriction base="xs:string">




<xs:minLength value="0"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tString" final="list restriction">



<xs:restriction base="xs:string">




<xs:minLength value="0"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tMSISDN" final="list restriction">



<xs:restriction base="xs:string">




<xs:minLength value="0"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tIMSUserState" final="list restriction">



<xs:restriction base="xs:unsignedByte">




<xs:maxInclusive value="3"/>




<xs:enumeration value="0">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">NOT_REGISTERED</label>







<definition xml:lang="en">Not registered</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="1">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">REGISTERED</label>







<definition xml:lang="en">Registered</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="2">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">REGISTERED_UNREG_SERVICES</label>







<definition xml:lang="en">Registered, with services for unregistered</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="3">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">AUTHENTICATION_PENDING </label>







<definition xml:lang="en">Pending of authentication</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tCSUserState" final="list restriction">



<xs:restriction base="xs:unsignedByte">




<xs:maxInclusive value="3"/>




<xs:enumeration value="0">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">CAMELBusy</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="1">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">NetworkDeterminedNotReachable</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="2">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">AssumedIdle</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="3">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">NotProvidedFromVLR</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tPSUserState" final="list restriction">



<xs:restriction base="xs:unsignedByte">




<xs:maxInclusive value="5"/>




<xs:enumeration value="0">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">Detached </label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="1">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">AttachedNotReachableForPaging</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="2">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">AttachedReachableForPaging</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="3">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">ConnectedNotReachableForPaging</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="4">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">ConnectedReachableForPaging</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="5">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">notProvidedFromSGSN</label>






</xs:documentation>





</xs:annotation>




</xs:enumeration>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tLocationNumber" final="list restriction">



<xs:restriction base="xs:string">




<xs:minLength value="4"/>




<xs:maxLength value="16"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tCellGlobalId" final="list restriction">



<xs:restriction base="xs:string">




<xs:length value="12"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tServiceAreaId" final="list restriction">



<xs:restriction base="xs:string">




<xs:length value="12"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tLocationAreaId" final="list restriction">



<xs:restriction base="xs:string">




<xs:length value="8"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tRoutingAreaId" final="list restriction">



<xs:restriction base="xs:string">




<xs:length value="8"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tGeographicalInformation" final="list restriction">



<xs:restriction base="xs:string">




<xs:length value="12"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tGeodeticInformation" final="list restriction">



<xs:restriction base="xs:string">




<xs:length value="16"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tAddressString" final="list restriction">



<xs:restriction base="xs:string">




<xs:minLength value="4"/>




<xs:maxLength value="28"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tSelectedLSAIdentity" final="list restriction">



<xs:restriction base="xs:string">




<xs:length value="4"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tPriority" final="list restriction">



<xs:restriction base="xs:int">




<xs:minInclusive value="0"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tGroupID" final="list restriction">



<xs:restriction base="xs:int">




<xs:minInclusive value="0"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tID" final="list restriction">



<xs:restriction base="xs:int">




<xs:minInclusive value="0"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tDirectionOfRequest" final="list restriction">



<xs:restriction base="xs:unsignedByte">




<xs:maxInclusive value="3"/>




<xs:enumeration value="0">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">ORIGINATING_SESSION</label>







<definition xml:lang="en">Originating Session</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="1">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">TERMINATING_SESSION</label>







<definition xml:lang="en">Terminating Session</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="2">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">TERMINATING_UNREGISTERED</label>







<definition xml:lang="en">Terminating Session for unregistered user</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tDefaultHandling" final="list restriction">



<xs:restriction base="xs:unsignedByte">




<xs:maxInclusive value="1"/>




<xs:enumeration value="0">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">SESSION_CONTINUED</label>







<definition xml:lang="en">Session Continued</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>




<xs:enumeration value="1">





<xs:annotation>






<xs:documentation>







<label xml:lang="en">SESSION_TERMINATED</label>







<definition xml:lang="en">Session Terminated</definition>






</xs:documentation>





</xs:annotation>




</xs:enumeration>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tAgeOfLocationInformation" final="list restriction">



<xs:restriction base="xs:int">




<xs:minInclusive value="0"/>




<xs:maxInclusive value="32767"/>



</xs:restriction>


</xs:simpleType>


<xs:simpleType name="tBool">



<xs:restriction base="xs:boolean"/>


</xs:simpleType>


<xs:simpleType name="tSequenceNumber" final="list restriction">



<xs:restriction base="xs:int">




<xs:minInclusive value="0"/>




<xs:maxInclusive value="65535"/>



</xs:restriction>


</xs:simpleType>


<xs:complexType name="tSh-Data">



<xs:sequence>




<xs:element name="PublicIdentifiers" type="tPublicIdentity" minOccurs="0"/>




<xs:element name="RepositoryData" type="tTransparentData" minOccurs="0"/>




<xs:element name="Sh-IMS-Data" type="tShIMSData" minOccurs="0"/>




<xs:element name="CSLocationInformation" type="tCSLocationInformation" minOccurs="0"/>




<xs:element name="PSLocationInformation" type="tPSLocationInformation" minOccurs="0"/>




<xs:element name="CSUserState" type="tCSUserState" minOccurs="0"/>




<xs:element name="PSUserState" type="tPSUserState" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tTransparentData">



<xs:sequence>




<xs:element name="ServiceIndication" type="tString"/>




<xs:element name="SequenceNumber" type="tSequenceNumber"/>




<xs:element name="ServiceData" minOccurs="0" >







<xs:any namespace="##other" processContents="lax" />




</xs:element>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tShIMSData">



<xs:sequence>




<xs:element name="SCSCFName" type="tSIP_URL" minOccurs="0"/>




<xs:element name="InitialFilterCriteria" type="tInitialFilterCriteria" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="IMSUserState" type="tIMSUserState" minOccurs="0"/>




<xs:element name="ChargingInformation" type="tChargingInformation" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tCSLocationInformation">



<xs:sequence>




<xs:element name="LocationNumber" type="tLocationNumber" minOccurs="0"/>




<xs:choice>





<xs:element name="CellGlobalId" type="tCellGlobalId" minOccurs="0"/>





<xs:element name="ServiceAreaId" type="tServiceAreaId" minOccurs="0"/>





<xs:element name="LocationAreaId" type="tLocationAreaId" minOccurs="0"/>




</xs:choice>




<xs:element name="GeographicalInformation" type="tGeographicalInformation" minOccurs="0"/>




<xs:element name="GeodeticInformation" type="tGeodeticInformation" minOccurs="0"/>




<xs:element name="VLRNumber" type="tISDNAddress" minOccurs="0"/>




<xs:element name="MSCNumber" type="tISDNAddress" minOccurs="0"/>




<xs:element name="CurrentLocationRetrieved" type="tBool" minOccurs="0"/>




<xs:element name="AgeOfLocationInformation" type="tAgeOfLocationInformation" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tPSLocationInformation">



<xs:sequence>




<xs:choice>





<xs:element name="CellGlobalId" type="tCellGlobalId" minOccurs="0"/>





<xs:element name="ServiceAreaId" type="tServiceAreaId" minOccurs="0"/>





<xs:element name="LocationAreaId" type="tLocationAreaId" minOccurs="0"/>




</xs:choice>




<xs:element name="RoutingAreaId" type="tRoutingAreaId" minOccurs="0"/>




<xs:element name="GeographicalInformation" type="tGeographicalInformation" minOccurs="0"/>




<xs:element name="GeodeticInformation" type="tGeodeticInformation" minOccurs="0"/>




<xs:element name="SGSNNumber" type="tISDNAddress" minOccurs="0"/>




<xs:element name="CurrentLocationRetrieved" type="tBool" minOccurs="0"/>




<xs:element name="AgeOfLocationInformation" type="tAgeOfLocationInformation" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tISDNAddress">



<xs:sequence>




<xs:element name="Address" type="tAddressString" maxOccurs="9"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tPublicIdentity">



<xs:sequence>




<xs:element name="IMSPublicIdentity" type="tIMSPublicIdentity" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="MSISDN" type="tMSISDN" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tInitialFilterCriteria">



<xs:sequence>




<xs:element name="Priority" type="tPriority"/>




<xs:element name="TriggerPoint" type="tTrigger" minOccurs="0"/>




<xs:element name="ApplicationServer" type="tApplicationServer"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tTrigger">



<xs:sequence>




<xs:element name="ConditionTypeCNF" type="tBool"/>




<xs:element name="SPT" type="tSePoTri" minOccurs="0" maxOccurs="unbounded"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tSePoTri">



<xs:sequence>




<xs:element name="ConditionNegated" type="tBool" minOccurs="0"/>




<xs:element name="Group" type="tGroupID" maxOccurs="unbounded"/>




<xs:choice>





<xs:element name="RequestURI" type="tString"/>





<xs:element name="Method" type="tString"/>





<xs:element name="SIPHeader" type="tHeader"/>





<xs:element name="SessionCase" type="tDirectionOfRequest"/>





<xs:element name="SessionDescription" type="tSessionDescription"/>




</xs:choice>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tSessionDescription">



<xs:sequence>




<xs:element name="Line" type="tString"/>




<xs:element name="Content" type="tString" minOccurs="0"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tHeader">



<xs:sequence>




<xs:element name="Header" type="tString"/>




<xs:element name="Content" type="tString" minOccurs="0"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tApplicationServer">



<xs:sequence>




<xs:element name="ServerName" type="tSIP_URL"/>




<xs:element name="DefaultHandling" type="tDefaultHandling" minOccurs="0"/>




<xs:element name="ServiceInfo" type="tServiceInfo" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tChargingInformation">



<xs:sequence>




<xs:element name="PrimaryEventChargingFunctionName" type="tDiameterURI" minOccurs="0" />




<xs:element name="SecondaryEventChargingFunctionName" type="tDiameterURI" minOccurs="0" />




<xs:element name="PrimaryChargingCollectionFunctionName" type="tDiameterURI" />




<xs:element name="SecondaryChargingCollectionFunctionName" type="tDiameterURI" minOccurs="0" />



</xs:sequence>


</xs:complexType>


<xs:element name="Sh-Data" type="tSh-Data"/>

</xs:schema>
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