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The following tables show the applicability of the mechanisms described above:

AC Version 4:

	Parameter
	SCCP-segmentation
	Empty Begin
	Empty Continue
	TC-Result-NL
	Invoke without indication
	Invoke with indication
	Result

	ResumeCallHandlingArg
	allowed
	not allowed
	n.a.
	n.a.
	not allowed
	recommended
	n.a.


AC Version 3:

	Parameter
	SCCP-segmentation
	Empty Begin
	Empty Continue
	TC-Result-NL
	Invoke without indication
	Invoke with indication
	Result

	InsertSubscriberDataArg
	risky
	not allowed
	n.a.
	n.a.
	recommended
	n.a.
	n.a.

	SendIdentificationRes
	allowed
	n.a.
	not allowed
	not allowed
	n.a.
	n.a.
	recommended

	PrepareHO-Arg
	allowed
	not allowed
	n.a.
	n.a.
	not allowed
	n.a.
	n.a.

	PrepareHO-Res
	allowed
	n.a.
	recommended
	not recommended
	n.a.
	n.a.
	not allowed

	ProcessAccessSignalling-Arg
	allowed
	n.a.
	n.a.
	n.a.
	not allowed
	n.a.
	n.a.

	ForwardAccessSignalling-Arg
	allowed
	n.a.
	n.a.
	n.a.
	not allowed
	n.a.
	n.a.

	PrepareSubsequentHO-Arg
	allowed
	n.a.
	n.a.
	n.a.
	not allowed
	n.a.
	n.a.

	PrepareSubsequentHO-Res
	allowed
	n.a.
	n.a
	not recommended
	n.a.
	n.a.
	not allowed

	SendAuthenticationInfoRes
	risky
	n.a.
	not allowed
	not allowed
	n.a.
	n.a.
	recommended

	ProvideSubscriberInfoRes
	allowed
	n.a.
	not allowed
	not recommended
	n.a.
	n.a.
	not allowed

	AnyTimeInterrogationRes
	allowed
	n.a.
	not allowed
	not recommended
	n.a.
	n.a.
	not allowed

	AnyTimeModificationRes
	allowed
	n.a.
	not allowed
	recommended
	n.a.
	n.a.
	not allowed

	AnyTimeSubscriptionInterrogationRes
	allowed
	n.a.
	not allowed
	recommended
	n.a.
	n.a.
	not allowed

	noteSubscriberDataModifiedArg
	allowed
	not allowed
	n.a.
	n.a.
	not allowed
	recommended
	n.a.

	SendRoutingInfoRes
	allowed
	n.a.
	not allowed
	recommended
	n.a.
	n.a.
	not allowed

	MO-ForwardSM-Arg
	risky
	recommended
	n.a.
	n.a.
	not allowed
	n.a.
	n.a.

	MT-ForwardSM-Arg
	riskyallowed
	recommended
	n.a.
	n.a.
	not allowed
	n.a.
	n.a.


AC Version 2:

	Parameter
	SCCP-segmentation
	Empty Begin
	Empty Continue
	TC-Result-NL
	Invoke without indication
	Invoke with indication
	Result

	InsertSubscriberDataArg
	risky
	not allowed
	not allowed
	n.a.
	recommended
	n.a.
	n.a.

	SendIdentificationRes
	allowed
	n.a.
	not allowed
	not recommended
	n.a.
	n.a.
	not allowed

	SendAuthenticationInfoRes
	risky
	n.a.
	not allowed
	not recommended
	n.a.
	n.a.
	not allowed

	ForwardSM-Arg
	risky
	recommended
	n.a.
	n.a.
	not allowed
	n.a.
	n.a.

	
	
	
	
	
	
	
	

	PrepareHO-Res
	allowed
	n.a.
	recommended
	not recommended
	n.a.
	n.a.
	not allowed


AC Version 1:

	Parameter
	SCCP-segmentation
	Empty Begin
	Empty Continue
	TC-Result-NL
	Invoke without indication
	Invoke with indication
	Result

	InsertSubscriberDataArg
	risky
	n.a.
	n.a.
	n.a.
	recommended
	n.a.
	n.a.

	SentParameterList
	risky
	n.a.
	n.a.
	recommended
	n.a.
	n.a.
	not allowed


In the tables above the keywords "recommended", "allowed", "risky", "not recommended", "not allowed" and "n.a." are used as follows:

"recommended"
indicates that the normative part of this specification explicitly specifies the use of this mechanism for the parameter in question;

"allowed"
indicates that the normative part of this specification allows the use of this mechanism for the sending node and mandates support of this mechanism for the receiving node;

"risky"
indicates that the mechanism is "allowed".However, the use of this mechanism for the parameter in question may result in serious misoperation because SCCP transit nodes are not guaranteed to support XUDT messages.

"not recommended"
indicates that the normative part of this specification does not explicitly specify the use of this mechanism for the parameter in question.

"not allowed"
indicates that the normative part of this specification implicitly prohibits the use of this mechanism for the parameter in question.

"n.a."
indicates that the mechanism is not applicable for the parameter in question.
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