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1 Introduction

According to the description of the Wx interface of TS 23.234 (section 6.3.2) and TS 29.234 (section 8.1), one of the functionalities of the reference point is to enable indication to 3GPP AAA Server of change of WLAN subscriber profile within HSS.

And according to the Editor’s note of the section 8.2: “Wx reference point shall reuse the Cx protocol as much as possible”.

2 Discussion

This contributions aim to include within the TS 29.234 the Wx procedures description for the HSS to download the profile whenever the there is a change in the profile.

Therefore, the Push-Profile-Request (PPR) and the Push-Profile -Answer (PPA) commands from Cx interface are being reused to cope with the notification by the HSS of changes in the profile over the Wx reference point.

Note: Some mandatory AVPs have been added/removed from the original Cx PPR/PPA command codes due to the WLAN requirements. It implies whether to change the 29.229 or put the new ABNF in other place. Since there is still no agreement on how to handle the Cx-based applications documentation, this contribution only describes what the procedures and AVPs are needed to cope with the Wx profile download requirements. ABNF will be developed as soon as these procedures are estable and the Cx-based applications documentation is agreed.

3 Proposed changes

8.3 Procedures Description


8.3.1 Authentication Procedures

void

8.3.2 Location Management Procedures

void

8.3.2.1 WLAN Registration/DeRegistration Notification

void

8.3.2.2
Network Initiated De-Registration by HSS, Administrative

void

8.3.3 User Data Handling

void

8.3.3.1 User Profile Download

void

8.3.3.2
HSS Initiated Update of User Profile

According to the requirements described in chapter 8.1, Wx reference point shall enable:

· Indication to 3GPP AAA Server of change of WLAN subscriber profile within HSS,

This procedure is used between the 3GPP AAA Server and the HSS. The procedure is invoked by the HSS when the subscriber profile has been modified and needs to be sent to the 3GPP AAA Server. This may happen due to a modification in the HSS.

The Wx reference point performs the download of the subscriber profile initiated by the HSS based on the reuse of the existing Cx profile download command code set (PPR/PPA), see 3GPP TS 29.228 [4A] and 29.229[4B]. It corresponds to the combination of the operations SUBSCRIBER_PROFILE and PROFILE_ACK (see 3GPP TS 23.234 [4]).
Table x.x.x.x: User Profile Update request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Permanent User Identity
	Permanent-User-Identity

	M
	This information element contains the permanent identity of the user, i.e., the IMSI
.

	User profile
	User-Data
	M
	Updated user profile.
Editor’s note: The format of the user profile is for further study.

	Routing Information 
	Destination-Host
	M
	The 3GPP AAA Server name is obtained from the Origin-Host AVP, which is received from the 3GPP AAA Server, e.g. included in the MAR command 


Table 6.2.2.2: User Profile Update response

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Result
	Result-Code / Experimental-Result
	M
	Result of the operation. 

Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for Wx errors. This is a grouped AVP which contains the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.


8.3.3.2.1 Detailed behaviour

The HSS shall make use of this procedure to update relevant user profile information in the 3GPP AAA server. 

The 3GPP AAA server shall overwrite, for the subscriber identity indicated in the request, current information with the information received from the HSS, except in the error situations detailed in table x.x.x.x. 


Table x.x.x.x details the valid result codes that the 3GPP AAA server can return in the response.

Table x,x.x.x: User profile response valid result codes

	Result-Code AVP value
	Condition

	DIAMETER_SUCCESS
	The request succeeded.

	
	

	DIAMETER_ERROR_USER_UNKNOWN
	The request failed because the user is not found in 3GPP AAA Server. 

	
	

	DIAMETER_UNABLE_TO_COMPLY
	The request failed.


