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In 3GPP TS 29.078 6.2.0 draft(2004-6)
In the 3GPP TS 29.078 6.2.0(2004-6) Protocol:
This scheme extends the parameter VariablePart (this parameter is used in the operations of the PlayAnnouncement, PromptAndCollectUserInformation) to meet the service demand.
1.  The definition of VariablePart in the original CAP protocol is as follows:
VariablePart {PARAMETERS-BOUND : bound} ::= CHOICE {


integer
[0] Integer4,


number
[1] Digits,



-- Generic digits


time

[2] OCTET STRING (SIZE(2)),
-- HH:MM, BCD coded


date

[3] OCTET STRING (SIZE(4)),
-- YYYYMMDD, BCD coded


price

[4] OCTET STRING (SIZE(4))


}

2. This scheme defines the parameters after extension as follows (refer to the blue slant part): 
VariablePart {PARAMETERS-BOUND : bound} ::= CHOICE {


integer
[0] Integer4,


number
[1] Digits,



-- Generic digits


time

[2] OCTET STRING (SIZE(2)),
-- HH:MM, BCD coded


date

[3] OCTET STRING (SIZE(4)),
-- YYYYMMDD, BCD coded


price

[4] OCTET STRING (SIZE(4))

duration    [5]OCTET STRING(SIZE(4))
--HHHHMMSS,BCD coded

}
The specific change is as follows:
The duration parameter item is added in “VariablePart” parameter.
Reasons for the change:
The duration can be used to play the duration information to the user in such operations as PlayAnnouncement and PromptAndCollectUserInformation, and to play the balance for conversation duration in card type services and prepaid services.
The services in which these parameters are used currently include: PPS service. This service is running on the network by such carriers as China Mobile and China Unicom. 
