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	Reason for change:
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	The reason for change is described in  N4-040878

	
	

	Summary of change:
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	In order to enhance the UIScript interactive interface between the SCP and the IP based on enhancing the Camel CAP3 operation protocol,add the following 4 procedure to the section ” 11
Detailed operation procedures for circuit switched call control” :
11.32 ScriptRun procedure
11.33 ScriptEvent procedure
11.34 ScriptInfo procedure
11.35 ScriptClose procedure
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	Thee user can not control the play of the prompt tone from the system and  can not control whether to collect information.

	
	

	Clauses affected:
(

	11
Detailed operation procedures for circuit switched call control

	
	

	
	Y
	N
	
	

	Other specs
(

	
	
	 Other core specifications
(

	

	affected:
	
	
	 Test specifications
	

	
	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


*** First Modification ***

11.32
ScriptRun procedure

SCP sends the ScriptRun(script running) instruction to the IP, to instruct  the IP to invoke and execute the script provided by the ICP.It is used to allocate the user interaction script instance resources (if necessary) and activate the instance
11.33
ScriptEvent procedure

The IP reports the execution result via ScriptEvent.It is used to allocate the user interaction script instance resources (if necessary) and activate the instance
11.34 
ScriptInfo procedure

After receiving the Script result reported by the IP, if SCP still needs other information interaction with the IP, it sends ScriptInfo to the IP to complete it
11.35 
ScriptClose procedure

The SCP sends the ScriptClose instruction to IP to close the script and end the session interaction. It is used to release the script execution resources
*** End of Document***
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