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	The pre-conditions for the EventReportBCSM procedure specifies:

For the O_Disconnect DP, T_Disconnect DP, O_Answer DP and T_Answer DP, the gsmSSF FSM is in the state "Monitoring" or in the state "Waiting_for_Instructions". For the O_Abandon DP and T_Abandon DP, the gsmSSF FSM is in any state, except "Idle".

This text is incomplete, as it lists only a few DPs. In general, the IM-SSF states in which a particular event may be reported to the gsmSCF, is specified in TS 23.278, in process imcnSSF.

The present CR proposes, therefore, that TS 29.278 does not (incorrectly) replicate this information, except for the reference to the Abandon DPs.
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	Change the pre-condition for the EventReportBCSM procedure.
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	Confusion for designer; it is not clear in which IM-SSF states particular events may be reported.

	
	

	Clauses affected:
(

	9.13

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	The change requested in this CR is the same CR of N2-040185 approved at TSG CN June04 plenary for CAMEL4 spec 29.078.


*** First Modification ***

9.13
EventReportBCSM procedure

9.13.1
General description

 (… no change to this subclause ….)

9.13.2
Invoking entity (IM-SSF)

9.13.2.1
Normal procedure

IM-SSF precondition:

(1)A control or a monitoring relationship exists between the IM-SSF and the gsmSCF.

(2)
For the O_Abandon DP and T_Abandon DP, the IM-SSF is in any state, except "Idle".  For other DPs, refer to 3GPP TS 23.078 [10].

(3)
The BCSM proceeds to an EDP that is armed.

IM-SSF postcondition:

(1)
The IM-SSF stays in the state "Monitoring" if the message type was notification and there are still EDPs armed or a "CallInformationReport" or "ApplyChargingReport" requested.

(2)
The IM-SSF moves to the state "idle" if the message type was notification and there are no more EDPs armed, no "CallInformationReport" or "ApplyChargingReport" are requested.

(3)
The IM-SSF moves to the state "Waiting for Instructions" if the message type was request. Call processing is interrupted.

9.13.2.2
Error handling

In case the message type is request, on expiration of Tssf before receiving any operation, the IM-SSF aborts the interaction with the gsmSCF and the call is given final treatment, e.g. a final announcement.

Operation related error handling is not applicable, due to class 4 operation.

*** End of Document ***
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