11.3.70
RIM Routing Information

This information element uniquely identifies a cell within a GERAN BSS, or a UTRAN RNC. The element coding is:

Table 11.3.70.a: RIM Routing Information IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator 

	octet 3
	Spare
	RIM Routing Address

discriminator

	octet 4-n
	RIM Routing Address


The coding of "RIM Routing Address discriminator" (bits 4 to 1 of octet 3) is a binary number indicating which type of address is provided in octet 4-n. The "RIM Routing Address discriminator" is coded as follows:

Bits

4321

0000
A Cell Identifier is used to identify a GERAN cell.

0001
A Global RNC-ID is used to identify a UTRAN RNC.

All other values are reserved.

The coding of octet 4-n depends on the RIM Routing Address discriminator (octet 3) as it is specified below.

RIM Routing Address discriminator = 0000

The "RIM Routing Address" field contains a Cell Identifier and is coded as the value part (octet 3 to octet 10) of the "Cell Identifier" information element specified (sub-clause 11.3.9).

RIM Routing Address discriminator = 0001
The "RIM Routing Address" field contains a Global RNC-ID and is coded as follow:

	8
	7
	6
	5
	4
	3
	2
	1
	

	MCC digit 2
	MCC digit 1
	octet 4

	MNC digit 3
	MCC digit 3
	octet 5

	MNC digit 2
	MNC digit 1
	octet 6

	0
	0
	0
	0
	RNC-ID
	octet 7

	RNC-ID (continued)
	octet 8


The octets 4-6 (PLMN Identifier) are coded as the octets 2-3 of the 'Location Area Identification' information element in 3GPP TS 24.008.

The octets 7-8 contain the RNC-ID (3GPP TS 25.413). The least significant bit of RNC-ID is octet 8 bit 1 and most significant bit is octet 7 bit 4. In the octet 7 bits 5-8 are set to '0000'.

For information:
11.3.9
Cell Identifier

This information element uniquely identifies one cell. The element coding is:

Table 11.3.9: Cell Identifier IE

	
	8
	7
	6
	5
	4
	3
	2
	1

	octet 1
	IEI

	octet 2, 2a
	Length Indicator

	octets 3-8
	Octets 3 to 8 contain the value part (starting with octet 2) of the Routing Area Identification IE defined in 3GPP TS 24.008, not including 3GPP TS 24.008 IEI

	octets 9-10
	Octets 9 and 10 contain the value part (starting with octet 2) of the Cell Identity IE defined in 3GPP TS 24.008, not including 3GPP TS 24.008 IEI 


