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**** BEGIN CHANGE ****
3.9.3
GBA User Security Settings
The GBA User Security Settings (GUSS) is identified by a Private User Identity. The GBA User Security Settings contains optional BSF control information (i.e., UICC Security Type and optional Key Lifetime) and a set of User Security Setting (USS).
The GBA User Security Settings is permanent subscriber data and is stored in the HSS, and the BSF.

3.9.3A
User Security Setting

The User Security Setting  (USS) is unique identified by a combination of Private User Identifiers (IMPI) and GAA Service Identifiers (GSID). The User Security Setting contains a list of allowed public indentities for the service and possible authorization flags.  No duplicates are allowed.

The User Security Setting is permanent subscriber data and is stored in the HSS, BSF and NAF.

**** BEGIN NEXT CHANGE ****
3.9.9
UICC Security Type

The UICC Security Type indicates the allocation of security procedure inside a User Equipment i.e. are security applications executed entirely inside mobile equipment or also in UICC .

The values of UICC Security Type are defined in TS 29.109 [59]

The UICC Security Type is permanent subscriber data and is stored in the HSS and BSF.

**** BEGIN NEXT CHANGE ****

(The alternative Modification if GAA a part of IM domain)

5.3
IP Multimedia Service Data Storage

Table 5.3: Overview of data used for IP Multimedia services

	PARAMETER
	Subclause
	HSS
	S-CSCF
	IM-SSF
	AS
	BSF
	NAF
	TYPE

	Private User Identity
	3.1.1
	M
	M
	
	-
	M
	C
	P

	Public Identity
	3.1.2
	M
	M
	
	-
	
	
	P

	Barring Indication
	3.1.3
	M
	M
	
	-
	
	
	P

	List of authorized visited network identifiers
	3.1.4
	M
	-
	
	-
	
	
	P

	Registration Status
	3.2.1
	M
	-
	
	-
	
	
	T

	S-CSCF Name
	3.2.2
	M
	-
	
	-
	
	
	T

	Diameter Client Address of S-CSCF
	3.2.3
	M
	-
	
	-
	
	
	T

	Diameter Server Address of HSS
	3.2.4
	-
	M
	-
	C
	
	
	T

	RAND, XRES, CK, IK and AUTN
	3.3.1
	M
	C
	
	-
	
	
	T

	Server Capabilities
	3.4.1
	C
	C
	
	-
	
	
	P

	Subscribed Media Profile Identifier
	3.5.1
	C
	C
	
	-
	
	
	P

	Initial Filter Criteria
	3.5.2
	C
	C
	
	-
	
	
	P

	Application Server Information
	3.5.3
	C
	C
	-
	-
	
	
	P

	Service Indication
	3.5.4
	M
	-
	
	M
	
	
	P

	Primary Event Charging Function Name
	3.7.1
	C
	C
	-
	-
	
	
	P

	Secondary Event Charging Function Name
	3.7.2
	C
	C
	-
	-
	
	
	P

	Primary Charging Collection Function Name
	3.7.3
	M
	M
	-
	-
	
	
	P

	Secondary Charging Collection Function Name
	3.7.4
	C
	C
	-
	-
	
	
	P

	GsmSCF address for IM CSI
	3.8.4
	C
	-
	
	-
	
	
	P

	IM-SSF address for IM CSI
	3.8.5
	 C
	 -                                                    
	
	-
	
	
	T

	O-IM-CSI
	3.8.1
	C
	-
	C
	-
	
	
	P

	VT-IM-CSI
	3.8.2
	C
	-
	C
	-
	
	
	P

	D-IM-CSI
	3.8.3
	C
	-
	C
	-
	
	
	P

	GsmSCF address for IM CSI
	3.8.4
	C
	-
	-
	-
	
	
	P

	IM-SSF address for IM CSI
	3.8.5
	C
	 -                                                    
	-
	-
	
	
	T

	GAA Application Type
	3.9.1
	M
	
	
	
	M
	M
	P

	GAA Service Identifier
	3.9.2
	M
	
	
	
	M
	M
	P

	GAA Service Parameters
	3.9.3
	M
	
	
	
	M
	
	P

	User Security Setting
	3.9.4
	M
	
	
	
	M
	M
	P

	User Public Identity
	3.9.5
	M
	
	
	
	M
	M
	P

	GAA Authorization flag
	3.9.6
	C
	
	
	
	C
	C
	P

	Bootstrapping Transaction Identifier
	3.9.7
	
	
	
	
	M
	M
	T

	Key Lifetime
	3.9.8
	C
	
	
	
	M
	M
	P

	UICC Security Type
	3.9.9
	C
	
	
	
	C
	
	P


**** BEGIN NEXT CHANGE ****

(The alternative if GAA is domain independent according the LSs from SA3 and SA2)

5.4
Generic Authentication Architecture Service Data Storage

Table 5.4: Overview of data used for GAA services

	PARAMETER
	Subclause
	HSS
	BSF
	NAF
	TYPE

	Private User Identity
	3.1.1
	M
	M
	C
	P

	GAA Application Type
	3B.1
	M
	M
	M
	P

	GAA Service Identifier
	3B.2
	M
	M
	M
	P

	GBA User Security Settings
	3B.3
	M
	M
	
	P

	User Security Setting
	3B.3B
	M
	M
	M
	P

	User Public Identity
	3B.4
	M
	M
	M
	P

	GAA Authorization flag
	3B.5
	C
	C
	C
	P

	Bootstrapping Transaction Identifier
	3B.6
	
	M
	M
	T

	Key Lifetime
	3B.7
	C
	M
	M
	P

	UICC Security Setting
	3B.9
	C
	C
	
	P


The possible user’s GBA User Security Settings (GUSS) are stored in HSS with User Private Identifier (IMPI) as retrieval key. The figure 5.1 depicts the logical conceptual GBA User Security Settings data organization in the HSS.


[image: image1.wmf]+IMPI

User

+IMPI

GBA User Security Settings

User Public ID

+GSID

GAA Service

+GAA-Appl-Type

GAA-Application

1

0..*

1

0..1

1

0..*

Authorization Flag

1

0..*

+GSID

User Security Setting

1

0..*

-Key Lifetime

-UICC Security Type

BSF Info

1

0..1


Figure 5.1: Logical GBA User Security Settings data organization in HSS

The bootstrapping procedure creates a bootstrapped data entity to the BSF with B-TID as retrieval key. The figure 5.2 depicts the logical conceptual GAA data organization of a bootstrapped data entity.
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Figure 5.2: Logical GAA data organization of the bootstrapped data entity in the BSF
**** END CHANGE ****
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