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3.5
Data related to Application and service triggers

For definition and handling of these data see 3GPP TS 23.218 [53].

3.5.1
Subscribed Media Profile Identifier

The Subscribed Media Profile Identifier identifies a set of session description parameters  that the subscriber is authorized to request.  The translation from the Profile Identifier to the set of subscribed media is performed in the  S-CSCF based on operator configuration. 

The Subscribed Media Profile Identifier is permanent data stor

	Subscribed Media Profile Identifier
	3.5.1
	C
	C
	
	-
	P


ed in the HSS and in the S-CSCF.

3.5.2
Initial Filter Criteria

A set of Initial Filter Criteria are stored for each user, for each application or service that the user request may invoke. The relevant service points of interest are defined in 3GPP TS 23.218 [53] subclause 5.2.

Each set of filter criteria includes the Application Server Address, AS priority, Default Handling, Subscribed Media, Trigger Points and Optional Service Information.

3.5.3
Application Server Information

The HSS may store Application Server specific information for each user. This information may include Service Key, Trigger Points, and Service Scripts etc. (see 3GPP TS 23.218 [53] subclause 9.3.1)

3.5.4
Service Indication

Service Indication identifies exactly one set of service related transparent data (see 3GPP TS 29.328 [54]), which is stored in an HSS in an operator network. It is defined in 3GPP TS 29.328 [54].

The Service Indication is permanent subscriber data and is stored in the HSS and one or more ASs.

3.5.5
Shared iFC Set Identifier

Shared iFC Set Identifier identify sets of  Initial Filter Criteria that may be shared by more than one subscriber. The translation from a Shared iFC Set Identifier to the set of initial Filter Criteria  is performed in the  S-CSCF based on operator configuration. 

The Shared iFC Set Identifier are permanent data stored in the HSS and in the S-CSCF.

**************next modification*********************

5.3
IP Multimedia Service Data Storage

Table 5.3: Overview of data used for IP Multimedia services

	PARAMETER
	Subclause
	HSS
	S-CSCF
	IM-SSF
	AS
	TYPE

	Private User Identity
	3.1.1
	M
	M
	
	-
	P

	Public Identity
	3.1.2
	M
	M
	
	-
	P

	Barring Indication
	3.1.3
	M
	M
	
	-
	P

	List of authorized visited network identifiers
	3.1.4
	M
	-
	
	-
	P

	Registration Status
	3.2.1
	M
	-
	
	-
	T

	S-CSCF Name
	3.2.2
	M
	-
	
	-
	T

	Diameter Client Address of S-CSCF
	3.2.3
	M
	-
	
	-
	T

	Diameter Server Address of HSS
	3.2.4
	-
	M
	-
	C
	T

	RAND, XRES, CK, IK and AUTN
	3.3.1
	M
	C
	
	-
	T

	Server Capabilities
	3.4.1
	C
	C
	
	-
	P

	Subscribed Media Profile Identifier
	3.5.1
	C
	C
	
	-
	P

	Initial Filter Criteria
	3.5.2
	C
	C
	
	-
	P

	Shared iFC Set Identifier
	3.5.5
	C
	C
	
	
	P

	Application Server Information
	3.5.3
	C
	C
	-
	-
	P

	Service Indication
	3.5.4
	M
	-
	
	M
	P

	Primary Event Charging Function Name
	3.7.1
	C
	C
	-
	-
	P

	Secondary Event Charging Function Name
	3.7.2
	C
	C
	-
	-
	P

	Primary Charging Collection Function Name
	3.7.3
	M
	M
	-
	-
	P

	Secondary Charging Collection Function Name
	3.7.4
	C
	C
	-
	-
	P

	GsmSCF address for IM CSI
	3.8.4
	C
	-
	
	-
	P

	IM-SSF address for IM CSI
	3.8.5
	 C
	 -                                                    
	
	-
	T

	O-IM-CSI
	3.8.1
	C
	-
	C
	-
	P

	VT-IM-CSI
	3.8.2
	C
	-
	C
	-
	P

	D-IM-CSI
	3.8.3
	C
	-
	C
	-
	P

	GsmSCF address for IM CSI
	3.8.4
	C
	-
	-
	-
	P

	IM-SSF address for IM CSI
	3.8.5
	C
	 -                                                    
	-
	-
	T


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

