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	The section Information Element Content consists of defination of two routing policy AVPs. The AVP is described under the heading “Routing Policy”. And the section with header “Routing-Policy” says it is FFS. Also, in the specification, the name of the AVP which describes the routing policy is  given as “Routing-Header”.
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	We propose to shift the content from subsection 10.1.27 “Routing Policy” to subsection10.1.24 “Routing-Policy”. Delete the subsection 10.1.27“Routing Policy”, and the Editors Notes in subsection 10.1.24“Routing-Policy”.
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*** First modified section ***

10.1.24
Routing-Policy
The Routing-Policy AVP (AVP code xx) is of type OctetString and indicates routing policies of the tunnel set-up.
The Routing Policy AVP (AVP code tbd) is of type IPFilterRule, and defines a packet filter for an IP flow with the following information:
-
Direction (in or out).
-
Source and destination IP address (possibly masked).
-
Protocol.
-
Source and destination port (list or ranges).
Where the protocol type shall be set to ESP (50).

The IPFilterRule type shall be used with the following restrictions:

-
Only the Action "permit" shall be used.

-
No "options" shall be used.

-
The invert modifier "!" for addresses shall not be used.

-
The keyword "assigned" shall not be used.

-
For direction "out", an IPv4 destination IP address shall not be wildcarded. For direction "out", the 64 bits network prefix of an IPv6 destination IP address shall not be wildcarded.

The Flow description AVP shall be used to describe a single IP flow.

The direction "in" refers to uplink IP flows, and the direction "out" refers to downlink IP flows.

10.1.25
Subscription-ID
The Subscription-ID AVP (AVP code xx) is of type Enumerated and indicates the user identity to be used for charging purposes. It is defined in the IETF Diameter Credit-Control Application draft [19].

WLAN shall make use only of the value MSISDN.

10.1.26
Max-Requested-Bandwidth
The Max-Requested-Bandwidth AVP (AVP code xx) is of type OctetString and indicates the Max requested bandwidth. If present, shall be sent from the 3GPP AAA Server to the PDG.
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