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*** First Modification ***
6.3
AVPs

The following table describes the Diameter AVPs defined for the Cx interface protocol, their AVP Code values, types, possible flag values and whether or not the AVP may be encrypted. The Vendor-Id header of all AVPs defined in this specification shall be set to 3GPP (10415).

Table 6.3.1: Diameter Multimedia Application AVPs

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encr.

	Visited-Network-Identifier
	600
	6.3.1
	OctetString
	M, V
	
	
	
	No

	Public-Identity
	601
	6.3.2
	UTF8String
	M, V
	
	
	
	N

	Server-Name
	602
	6.3.3
	UTF8String
	M,V
	
	
	
	No

	Server-Capabilities
	603
	6.3.4
	Grouped
	M, V
	
	
	
	No

	Mandatory-Capability
	604
	6.3.5
	Unsigned32
	M, V
	
	
	
	No

	Optional-Capability
	605
	6.3.6
	Unsigned32
	M, V
	
	
	
	No

	User-Data
	606
	6.3.7
	OctetString
	M, V
	
	
	
	No

	SIP-Number-Auth-Items
	607
	6.3.8
	Unsigned32
	M, V
	
	
	
	No

	SIP-Authentication-Scheme
	608
	6.3.9
	UTF8String
	M, V
	
	
	
	No

	SIP-Authenticate
	609
	6.3.10
	OctetString
	M, V
	
	
	
	No

	SIP-Authorization
	610
	6.3.11
	OctetString
	M, V
	
	
	
	No

	
	
	
	
	
	
	
	
	

	SIP-Auth-Data-Item
	612
	6.3.13
	Grouped
	M, V
	
	
	
	No

	SIP-Item-Number
	613
	6.3.14
	Unsigned32
	M, V
	
	
	
	No

	Server-Assignment-Type
	614
	6.3.15
	Enumerated
	M, V
	
	
	
	No

	Deregistration-Reason
	615
	6.3.16
	Grouped
	M, V
	
	
	
	No

	Reason-Code
	616
	6.3.17
	Enumerated
	M, V
	
	
	
	No

	Reason-Info
	617
	6.3.18
	UTF8String
	M, V
	
	
	
	No

	Charging-Information
	618
	6.3.19
	Grouped
	M, V
	
	
	
	No

	Primary-Event-Charging-Function-Name
	619
	6.3.20
	DiameterURI
	M, V
	
	
	
	No

	Secondary-Event-Charging-Function-Name
	620
	6.3.21
	DiameterURI
	M, V
	
	
	
	No

	Primary-Charging-Collection-Function-Name
	621
	6.3.22
	DiameterURI
	M, V
	
	
	
	No

	Secondary-Charging-Collection-Function-Name
	622
	6.3.23
	DiameterURI
	M, V
	
	
	
	No

	User-Authorization-Type
	623
	6.3.24
	Enumerated
	M, V
	
	
	
	No

	User-Data-Already-Available
	624
	6.3.26
	Enumerated
	M, V
	
	
	
	No

	Confidentiality-Key
	625
	6.3.27
	OctetString
	M, V
	
	
	
	No

	Integrity-Key
	626
	6.3.28
	OctetString
	M, V
	
	
	
	No

	User-Data-Request-Type
	627
	6.3.25
	Enumerated
	M, V
	
	
	
	No

	Supported-Features
	628
	6.3.29
	Grouped
	V
	M
	
	
	No

	Feature-List-ID
	629
	6.3.30
	Unsigned32
	V
	
	
	M
	No

	Feature-List
	630
	6.3.31
	Unsigned32
	V
	
	
	M
	No

	Supported-Applications
	631
	6.3.32
	Grouped
	V
	
	
	M
	No

	NOTE 1:
The AVP header bit denoted as ‘M’, indicates whether support of the AVP is required. The AVP header bit denoted as ‘V’, indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see IETF RFC 3588 [6].

NOTE 2:
Depending on the concrete command.


*** Second Modification ***
6.3.12
Void


*** Third Modification ***
6.3.13
SIP-Auth-Data-Item AVP

The SIP-Auth-Data-Item is of type Grouped, and contains the authentication and/or authorization information for the Diameter client.

AVP format

SIP-Auth-Data-Item :: = < AVP Header : TBD >

[ SIP-Item-Number ]

[ SIP-Authentication-Scheme ]

[ SIP-Authenticate ]

[ SIP-Authorization ]


[Confidentiality-Key]

[Integrity-Key]

* [AVP]
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