3GPP TSG CN WG3 Meeting #34
N3-040826

Seoul, Korea, 15 - 19 November 2004

Title:
LS on Allocation of 3GPP specific AVP numbers and Experimental Result Codes for Gmb interface
Release:
Rel 6

Work Item:
MBMS

Source:
CN3

To:
CN4

Contact Person:

Name:
Javier Gonzalez Gallego
E-mail Address:
ggfj@nortelnetworks.com

Attachments: 

none
1. Overall description

CN3 has allocated the CN4 granted 3GPP specific AVP numbers as follows to the Gmb interface defined in TS 29.061

	AVP Code
	Attribute Name
	Data Type
	Specified in the TS 



	900
	TMGI
	OctectString
	29.061 [13]

	901
	Required-MBMS-Bearer-Capabilities
	UTF8String
	

	902
	MBMS-StartStop-Indication
	Enumerated
	

	903
	MBMS-Service-Area
	OctectString
	

	904
	MBMS-Session-Duration
	Unsigned32
	

	905
	Alternative-APN
	UTF8String
	

	906
	MBMS-Service-Type
	Enumerated
	


CN3 has allocated the CN4 granted 3GPP specific Experimental Result Codes of type Permanent Failures as follows to the Gmb interface defined in TS 29.061

	Experimental Result Code
	Result text
	Specified in the TS

	5120
	DIAMETER_ERROR_START_INDICATION
	29.061 [13]

	5121
	DIAMETER_ERROR_STOP_INDICATION
	

	5122
	DIAMETER_ERROR_UNKNOWN_MBMS_BEARER_SERVICE
	

	5123
	DIAMETER_ERROR_SERVICE_AREA
	


2. Actions 
CN3 kindly asks CN4 to add these allocations to TS 29.230. 
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