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>>>>>>>>>>> First modified section <<<<<<<<<<<

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 



	Note: The AVP codes from 1 to 255 are reserved for backwards compatibility with 3GPP RADIUS Vendor Specific Attributes (See TS 29.061 [13])

	Note: The AVP codes from 256 to 299 are reserved for future use.

	300
	Authentication-Method
	UTF8String
	29.234 [6]

	301
	Authentication-Information-SIM
	OctetString
	

	302
	Authorization -Information-SIM
	OctetString
	

	303
	WLAN-User-Data
	Grouped
	

	304
	Charging-Data
	Grouped
	

	305
	WLAN-Access
	Enumerated
	

	306
	WLAN- 3GPP-IP-Access
	Enumerated
	

	307
	APN-Authorized
	Grouped
	

	308
	APN-Id
	OctetString
	

	309
	APN-Barring-Type
	Enumerated
	

	310
	WLAN-Direct-IP-Access
	Enumerated
	

	311
	Session-Request-Type
	Enumerated
	

	312
	Routing-Policy
	IPFilterRule
	

	313
	Max-Requested-Bandwidth
	OctetString
	

	314
	Charging-Characteristics
	Integer
	

	315
	Charging-Nodes
	Grouped
	

	316
	Primary-OCS-Charging-Function-Name
	DiameterIdentity
	

	317
	Secondary-OCS-Charging-Function-Name
	DiameterIdentity
	

	318
	3GPP-AAA-Server-Name
	DiameterIdentity
	

	Note: The AVP codes from 319 to 399 are reserved for TS 29.234

	
	
	
	29.109 [7]

	Note: The AVP codes from 400 to 499 are reserved for TS 29.109

	500
	Abort-Cause
	Enumerated
	29.209 [8]

	501
	Access-Network-Charging-Address
	Address
	

	502
	Access-Network-Charging-Identifier
	Grouped
	

	503
	Access-Network-Charging-Identifier-Value
	OctetString
	

	504
	AF-Application-Identifier
	OctetString
	

	505
	AF-Charging-Identifier
	OctetString
	

	506
	Authorization-Token
	OctetString
	

	507
	Flow-Description
	IPFilterRule
	

	508
	Flow-Grouping
	Grouped
	

	509
	Flow-Number
	Unsigned32
	

	510
	Flows
	Grouped
	

	511
	Flow-Status
	Enumerated
	

	512
	Flow-Usage
	Enumerated
	

	513
	Gq-Specific-Action
	Enumerated
	

	514
	Max-Requested-Bandwidth
	Unsigned32
	

	515
	Max-Requested-Bandwidth-DL
	Unsigned32
	

	516
	Max-Requested-Bandwidth-UL
	Unsigned32
	

	517
	Media-Component-Description
	Grouped
	

	518
	Media-Component-Number
	Unsigned32
	

	519
	Media-Sub-Component AVP
	Grouped
	

	520
	Media-Type
	Enumerated
	

	521
	RR-Bandwidth
	Unsigned32
	

	522
	RS-Bandwidth
	Unsigned32
	

	523
	SIP-Forking-Indication
	Enumerated
	

	Note: The AVP codes from 524 to 599 are reserved for TS 29.209

	600
	Visited-Network-Identifier
	OctetString
	29.229 [2]

	601
	Public-Identity
	UTF8String
	

	602
	Server-Name
	UTF8String
	

	603
	Server-Capabilities
	Grouped
	

	604
	Mandatory-Capability
	Unsigned32
	

	605
	Optional-Capability
	Unsigned32
	

	606
	User-Data
	OctetString
	

	607
	SIP-Number-Auth-Items
	Unsigned32
	

	608
	SIP-Authentication-Scheme
	UTF8String
	

	609
	SIP-Authenticate
	OctetString
	

	610
	SIP-Authorization
	OctetString
	

	611
	SIP-Authentication-Context
	OctetString
	

	612
	SIP-Auth-Data-Item
	Grouped
	

	613
	SIP-Item-Number
	Unsigned32
	

	614
	Server-Assignment-Type
	Enumerated
	

	615
	Deregistration-Reason
	Grouped
	

	616
	Reason-Code
	Enumerated
	

	617
	Reason-Info
	UTF8String
	

	618
	Charging-Information
	Grouped
	

	619
	Primary-Event-Charging-Function-Name
	DiameterURI
	

	620
	Secondary-Event-Charging-Function-Name
	DiameterURI
	

	621
	Primary-Charging-Collection-Function-Name
	DiameterURI
	

	622
	Secondary-Charging-Collection-Function-Name
	DiameterURI
	

	623
	User-Authorization-Type
	Enumerated
	

	624
	User-Data-Already-Available
	Enumerated
	

	625
	Confidentiality-Key
	OctetString
	

	626
	Integrity-Key
	OctetString
	

	627
	User-Data-Request-Type
	Enumerated
	

	628
	Supported-Features
	Grouped
	

	629
	Feature-List-ID
	Unsigned32
	

	630
	Feature-List
	Unsigned32
	

	631
	Supported-Applications
	Grouped
	

	Note: The AVP codes from 632 to 699 are reserved for TS 29.229.

	700
	User-Identity
	Grouped
	29.329 [4]

	701
	MSISDN
	OctetString
	

	702
	User-Data
	OctetString
	

	703
	Data-Reference
	Enumerated
	

	704
	Service-Indication
	OctetString
	

	705
	Subs-Req-Type
	Enumerated
	

	706
	Requested-Domain
	Enumerated
	

	707
	Current-Location
	Enumerated
	

	708
	Identity-Set
	Enumerated
	

	Note: The AVP codes from 709 to799 are reserved for TS 29.329.

	
	
	
	32.299 [5]

	Note: The AVP codes from 800 to 899 are reserved for TS 32.299

	
	
	
	29.061 [13]

	Note: The AVP codes from 900 to 999 are reserved for TS 29.061

	
	
	
	29.210 [15]

	Note: The AVP codes from 1000 to 1099 are reserved for TS 29.210


>>>>>>>>>>> End of first modified section <<<<<<<<<<<

>>>>>>>>>>> Second modified section <<<<<<<<<<<
8.1.4
Permanent Failures

The Permanent Failure result codes shall use the values from 5001 to 5999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Permanent Failure result codes are presented in the following table.

Table 8.1.4: 3GPP specific Permanent Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS

	5001
	DIAMETER_ERROR_USER_UNKNOWN
	29.229 [2]

	5002
	DIAMETER_ERROR_IDENTITIES_DONT_MATCH
	

	5003
	DIAMETER_ERROR_IDENTITY_NOT_REGISTERED
	

	5004
	DIAMETER_ERROR_ROAMING_NOT_ALLOWED
	

	5005
	DIAMETER_ERROR_IDENTITY_ALREADY_REGISTERED
	

	5006
	DIAMETER_ERROR_AUTH_SCHEME_NOT_SUPPORTED
	

	5007
	DIAMETER_ERROR_IN_ASSIGNMENT_TYPE
	

	5008
	DIAMETER_ERROR_TOO_MUCH_DATA
	

	5009
	DIAMETER_ERROR_NOT_SUPPORTED_USER_DATA
	

	5010
	DIAMETER_MISSING_USER_ID
	

	Note: The Experimental Result Codes from 5011 to 5020 are reserved for the TS 29.229.

	
	
	32.299 [5]

	Note: The Experimental Result Codes from 5021 to 5040 are reserved for the TS 32.299.

	5041
	DIAMETER_ERROR_USER_NO_WLAN_SUBSCRIPTION
	29.234 [6]

	5042
	DIAMETER_ERROR_W-APN_UNUSED_BY_USER
	

	5043
	DIAMETER_ERROR_NO_ACCESS_INDEPENDENT_SUBSCRIPTION
	

	5044
	DIAMETER_ERROR_USER_NO_W-APN_SUBSCRIPTION
	

	Note: The Experimental Result Codes from 5045 to 5060 are reserved for the TS 29.234.

	5061
	GQ_INVALID_SERVICE_INFORMATION
	29.209 [8]

	5062
	GQ_FILTER_RESTRICTIONS
	

	Note: The Experimental Result Codes from 5063 to 5080 are reserved for the TS 29.209.

	5100
	DIAMETER_ERROR_USER_DATA_NOT_RECOGNIZED
	29.329 [4]

	5101
	DIAMETER_ERROR_OPERATION_NOT_ALLOWED
	

	5102
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_READ
	

	5103
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_MODIFIED
	

	5104
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_NOTIFIED
	

	5105
	DIAMETER_ERROR_TRANSPARENT_DATA OUT_OF_SYNC
	

	Note: The Experimental Result Codes from 5106 to 5119 are reserved for the TS 29.329.

	
	
	29.061 [13]

	Note: The Experimental Result Codes from 5120 to 5139 are reserved for the TS 29.061

	
	
	29.210 [15]

	Note: The Experimental Result Codes from 5140 to 5159 are reserved for the TS 29.210.

	
	
	29.109 [7]

	Note: The Experimental Result Codes from 5400 to 5419 are reserved for the TS 29.109.


>>>>>>>>>>> End of second modified section <<<<<<<<<<<
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