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	Reason for change:
(

	Termination Out of Service and Restoration only allows Termination Id=Termination(s). This excludes the use of groups as this needs the value “All”. TDM groups should be able to be indicated when service returns and the whole group should be available at once…as they are not individual devices. 

For the same reason, there is no need to use these procedures on individual terminations.
ESSENTIAL CORRECTION

	
	

	Summary of change:
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	“All” added to the Termination Id parameter values for TDM group failure and restoration in the Termination Out-of-service and Restoration procedures.
Individual terminations removed from the procedures. 
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	Cannot indicate complete TDM group failure or restoration. Report on individual terminations possible with unclear handling.
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14.1.8
Termination Out-of-Service

This procedure is the same as described in the subclause "BIWF Service Cancellation Indication" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarification.

ServiceChange.req (Termination Out-of-Service)
MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = Null / All

Termination ID = /ALL

(See Note 1)
Service Change Reason = Transmission failure / Termination malfunctioning / Loss of lower layer connectivity / Termination taken out of service

Service Change Method = Graceful / Forced
Note1: All shall only refer to 1TDM group. 1 TDM group is at  a T1/E1 level.
	


14.1.9
Termination Restoration

This procedure is the same as described in the subclause "BIWF Service Restoration Indication" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarification.

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = Null / All

Termination ID = /All

(See Note1)
Service Change Reason = Service Restored

Service Change Method = Restart
Note1: All shall only refer to 1TDM group. 1 TDM group is at  a T1/E1 level
	


Delay shall not be used.
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