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<< First changed clause >>

13A.3.2
Service Primitives

Table 13A.3/1: Subscriber_Location_Report

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	LCS Event
	M
	M(=)
	
	

	LCS Client ID 
	M
	M(=)
	
	

	Network Node Number
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	NA-ESRD
	C
	C(=)
	
	

	NA-ESRK
	C
	C(=)
	C
	C(=)

	IMEI
	U
	C(=)
	
	

	Location Estimate
	C
	C(=)
	
	

	GERAN Positioning Data
	C
	C(=)
	
	

	UTRAN Positioning Data
	C
	C(=)
	
	

	Age of Location Estimate
	C
	C(=)
	
	

	LMSI
	U
	C(=)
	
	

	GPRS Node Indicator
	C
	C(=)
	
	

	Additional Location Estimate
	C
	C(=)
	
	

	Deferred MT-LR Data
	C
	C(=)
	
	

	LCS-Reference Number
	C
	C(=)
	
	

	NA-ESRK Request
	C
	C(=)
	
	

	Cell Id Or SAI
	C
	C(=)
	
	

	H-GMLC Address
	C
	C(=)
	
	

	LCS Service Type Id
	C
	C(=)
	
	

	Pseudonym Indicator
	C
	C(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


<< Second changed clause >>

13A.3.3
Parameter Definition and Use

All parameters are defined in clause 7.6. The use of these parameters and the requirements for their presence are specified in. 3GPP TS 23.271 [26a].
LCS Event

This parameter indicates the event that triggered the Subscriber Location Report.

LCS Client ID

This parameter provides information related to the identity of the recipient LCS client.
Network Node Number

See definition in clause 7.6.2. This parameter provides the address of the sending node.
IMSI

The IMSI shall be provided if available to the VMSC or SGSN.

MSISDN

The MSISDN shall be provided if available to the VMSC or SGSN.

NA-ESRD

If the target MS has originated an emergency service call in North America, the NA-ESRD shall be provided by the VMSC if available.

NA-ESRK

If the target MS has originated an emergency service call in North America, the NA-ESRK shall be provided by the VMSC if assigned. 

If the target MS has originated an emergency service call in North America and NA-ESRK Request is included in Subscriber_Location_Report-Arg, NA-ESRK may also be included in the response to the MSC, see 3GPP TS 23.271 [26a].  

IMEI

The requirements for its presence are specified in 3GPP TS 23.271 [26a].
Location Estimate

This parameter provides the location estimate. The absence of this parameter implies that a location estimate was not available or could not be successfully obtained. If the obtained location estimate is not encoded in one of the supported geographical shapes then this parameter shall consist of one octet, which shall be discarded by the receiving node.

GERAN Positioning Data

This parameter indicates the usage of each positioning method that was attempted to determine the location estimate either successfully or unsuccessfully.  If Positioning Data received from the RAN contains no Positioning Methods, Positioning Data is excluded from the MAP message. It may be included in the message only if the access network is GERAN, see 3GPP TS 23.271 [26a]. 

UTRAN Positioning Data

This parameter indicates the usage of each positioning method that was successfullyattempted to determine the location estimate.  If Position Data received from the RAN contains no Positioning Methods, UTRAN Positioning Data is excluded from the MAP message.  It may be included in the message only if the access network is UTRAN, see 3GPP TS 23.271 [26a].

Age of Location Estimate

This parameter indicates how long ago the location estimate was obtained.

LMSI

The LMSI may be provided if assigned by the VLR.
GPRS Node Indicator
See definition in clause 7.6.8. This presence of this parameter is mandatory only if the SGSN number is sent in the Network Node Number. 

Additional Location Estimate

This parameter provides the location estimate when not provided by the Location Estimate parameter..
Deferred MT-LR Data
See definition in clause 7.6.11.3.
LCS-Reference Number

This parameter shall be included if the Subscriber Location Report is the response to a deferred MT location request.
NA-ESRK Request
If the target MS has originated an emergency service call in North America, NA-ESRK Request may be included to indicate that the MSC is able to accept NA-ESRK in the Response message, see section 7.6.11.19.  
Cell Id Or SAI

For GERAN access, this parameter indicates Global Cell Identifier of the cell that the served subscriber is currently attached to.  For UTRAN access, this parameter contains the Service Area Identifier for the cell that the subscriber is currently attached to.  This parameter is included only for North American Emergency Calls as described in 3GPP TS 23.271 [26a].   
H-GMLC address

See definition in clause 7.6.2. The parameter shall be included if the Subscriber Location Report is the response to a deferred MT location request for a UE available event or an area event.

LCS Service Type Id

See definition in clause 7.6.11.15. The requirements for its presence are specified in 3GPP TS 23.271 [26a].
Pseudonym Indicator
This parameter indicates by its presence that the pseudonym is required. Refer to 3GPP TS 23.271 [26a].
User error

This parameter is sent by the responder when the received message contains an error, cannot be forwarded or stored for an LCS client or cannot be accepted for some other reason and if present, takes one of the following values defined in clause 7.6.1.

-
System Failure;

-
Data Missing;

-
Unexpected Data Value;

-
Resource Limitation;

-
Unknown Subscriber;

-
Unauthorised requesting network;

-
Unknown or unreachable LCS Client.

Provider error

These are defined in clause 7.6.1.

<< Third changed clause >>

17.7.13
Location service data types

SubscriberLocationReport-Arg ::= SEQUENCE {


lcs-Event

LCS-Event,


lcs-ClientID
LCS-ClientID, 


lcsLocationInfo
LCSLocationInfo,


msisdn

[0] ISDN-AddressString
OPTIONAL,


imsi


[1] IMSI

OPTIONAL,


imei


[2] IMEI

OPTIONAL,


na-ESRD

[3] ISDN-AddressString
OPTIONAL,


na-ESRK

[4] ISDN-AddressString
OPTIONAL,


locationEstimate
[5] Ext-GeographicalInformation
OPTIONAL,


ageOfLocationEstimate
[6] AgeOfLocationInformation
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


... ,


add-LocationEstimate
[8] Add-GeographicalInformation
OPTIONAL,


deferredmt-lrData
[9] Deferredmt-lrData
OPTIONAL, 

lcs-ReferenceNumber
[10] LCS-ReferenceNumber
OPTIONAL,


geranPositioningData
[11] PositioningDataInformation
OPTIONAL,


utranPositioningData
[12] UtranPositioningDataInfo
OPTIONAL,


na-ESRK-Request
[16]
NULL

OPTIONAL,


cellIdOrSai
[13]
CellGlobalIdOrServiceAreaIdOrLAI
OPTIONAL,


h-gmlc-Address
[14]
GSN-Address
OPTIONAL,


lcsServiceTypeID
[15]
LCSServiceTypeID
OPTIONAL,


sai-Present
[17] NULL

OPTIONAL,


pseudonymIndicator
[18] NULL

OPTIONAL }


-- one of msisdn or imsi is mandatory


-- a location estimate that is valid for the locationEstimate parameter should 


-- be transferred in this parameter in preference to the add-LocationEstimate.

-- the deferredmt-lrData parameter shall be included if and only if the lcs-Event


-- indicates a deferredmt-lrResponse.

-- if the lcs-Event indicates a deferredmt-lrResponse then the locationEstimate 


-- and the add-locationEstimate parameters shall not be sent if the 


-- supportedGADShapes parameter had been received in ProvideSubscriberLocation-Arg


-- and the shape encoded in locationEstimate or add-LocationEstimate was not marked


-- as supported in supportedGADShapes. In such a case terminationCause 


-- in deferredmt-lrData shall be present with value 


-- shapeOfLocationEstimateNotSupported. 


-- If a lcs event indicates deferred mt-lr response, the lcs-Reference number shall be 


-- included. 

-- sai-Present indicates that the cellIdOrSai parameter contains a Service Area Identity.
<< End of changed clause >>
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