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1. Introduction

In N5-000017 it was already proposed to specify some string parameters in more detail. In this document a revised proposal is made, which is in line with the proposal to Parlay 2.1. 
2. Proposed Specification of String Parameters

TpCallPartyCategory

This data type defines the category of a calling party. (Q.763: Calling Party Category / Called Party Category) 
Name
Value
Description

P_CALL_PARTY_CATEGORY_UNKNOWN
0
calling party's category unknown at this time

P_CALL_PARTY_CATEGORY_OPERATOR_F
1
operator, language French

P_CALL_PARTY_CATEGORY_OPERATOR_E
2
operator, language English

P_CALL_PARTY_CATEGORY_OPERATOR_G
3
operator, language German

P_CALL_PARTY_CATEGORY_OPERATOR_R
4
operator, language Russian

P_CALL_PARTY_CATEGORY_OPERATOR_S
5
operator, language Spanish

P_CALL_PARTY_CATEGORY_ORDINARY_SUB
6
ordinary calling subscriber

P_CALL_PARTY_CATEGORY_PRIORITY_SUB
7
calling subscriber with priority

P_CALL_PARTY_CATEGORY_DATA_CALL
8
data call (voice band data)

P_CALL_PARTY_CATEGORY_TEST_CALL
9
test call

P_CALL_PARTY_CATEGORY_PAYPHONE
10
payphone

TpCallTeleService

This data type defines the tele-service associated with the call. (Q.763: User Teleservice Information,  Q.931: High Layer Compatitibility Information, and 3G TS 22.003)
Name
Value
Description

P_CALL_TELE_SERVICE_UNKNOWN
0
Teleservice information unknown at this time

P_CALL_TELE_SERVICE_TELEPHONY
1
Telephony

P_CALL_TELE_SERVICE_FAX_2_3
2
Facsimile Group 2/3

P_CALL_TELE_SERVICE_FAX_4-I
3
Facsimile Group 4, Class I

P_CALL_TELE_SERVICE_FAX_4-II_III
4
Facsimile Group 4, Classes II and III

P_CALL_TELE_SERVICE_VIDEOTEX_SYN
5
Syntax based Videotex

P_CALL_TELE_SERVICE_VIDEOTEX_INT
6
International Videotex interworking via gateways or interworking units

P_CALL_TELE_SERVICE_TELEX
7
Telex service

P_CALL_TELE_SERVICE_MHS
8
Message Handling Systems

P_CALL_TELE_SERVICE_OSI
9
OSI application

P_CALL_TELE_SERVICE_FTAM
10
FTAM application

P_CALL_TELE_SERVICE_VIDEO
11
Videotelephony

P_CALL_TELE_SERVICE_VIDEO_CONF
12
Videoconferencing

P_CALL_TELE_SERVICE_AUDIOGRAPH_CONF
13
Audiographic conferencing

P_CALL_TELE_SERVICE_MULTIMEDIA
14
Multimedia services

P_CALL_TELE_SERVICE_CS_INI_H221
15
Capability set of initial channel of H.221

P_CALL_TELE_SERVICE_CS_SUB_H221
16
Capability set of subsequent channel of H.221

P_CALL_TELE_SERVICE_CS_INI_CALL
17
Capability set of initial channel associated with an active 3.1 kHz audio or speech call. 

P_CALL_TELE_SERVICE_DATATRAFFIC
18
Data traffic. 

P_CALL_TELE_SERVICE_EMERGENCY_CALLS
19
Emergency Calls

P_CALL_TELE_SERVICE_SMS_MT_PP
20
Short message MT/PP 

P_CALL_TELE_SERVICE_SMS_MO_PP
21
Short message MO/PP

P_CALL_TELE_SERVICE_CELL_BROADCAST
22
Cell Broadcast Service

P_CALL_TELE_SERVICE_ALT_SPEECH_FAX_3
23
Alternate speech and facsimile group 3

P_CALL_TELE_SERVICE_AUTOMATIC_FAX_3
24
Automatic Facsimile group 3

P_CALL_TELE_SERVICE_VOICE_GROUP_CALL
25
Voice Group Call Service

P_CALL_TELE_SERVICE_VOICE_BROADCAST
26
Voice Broadcast Service

TpCallBearerService
This data type defines the type of call application-related specific information (Q.931: Information Transfer Capability, and 3G TS 22.002)
Name
Value
Description

P_CALL_BEARER_SERVICE_UNKNOWN
0
Bearer capability information unknown at this time

P_CALL_BEARER_SERVICE_SPEECH
1
Speech

P_CALL_BEARER_SERVICE_DIGITALUNRESTRICTED
2
Unrestricted digital information

P_CALL_BEARER_SERVICE_ DIGITALRESTRICTED
3
Restricted digital information

P_CALL_BEARER_SERVICE_AUDIO
4
3.1 kHz audio

P_CALL_BEARER_SERVICE_ DIGITALUNRESTRICTEDTONES
5
Unrestricted digital information with tones/announcements

P_CALL_BEARER_SERVICE_VIDEO
6
Video

TpCallNetworkAccessType
This data defines the bearer capabilities associated with the call. (GSM 02.02, 02.03) 24.002) This information is network operator specific and may not always be available because there is no standard protocol to retrieve the information.
Name
Value
Description

P_CALL_NETWORK_ACCESS_TYPE_UNKNOWN
0
Network type information unknown at this time

P_CALL_NETWORK_ACCESS_TYPE_POT
1
POTS

P_CALL_NETWORK_ACCESS_TYPE_ISDN
2
ISDN

P_CALL_NETWORK_ACCESS_TYPE_DIALUPINTERNET
3
Dial-up Internet

P_CALL_NETWORK_ACCESS_TYPE_XDSL
4
xDSL

P_CALL_NETWORK_ACCESS_TYPE_WIRELESS_CIRCUIT_SWITCHED
5
Wireless Circuit Switched 

TpCallServiceCode 

Defines the Sequence of Data Elements that specify the service code and type of service code received during a call. The service code type defines how the value string should be interpreted. 

Sequence Element Name
Sequence Element Type

CallServiceCodeType
TpCallServiceCodeType

ServiceCodeValue
TpString

TpCallServiceCodeType

Defines the different types of service codes that can be received during the call.

Name
Value
Description

P_CALL_SERVICE_CODE_UNDEFINED
0
The type of service code is unknown. The corresponding string is operator specific.

P_CALL_SERVICE_CODE_DIGITS
1
The user entered a digit sequence during the call. The corresponding string is an ascii representation of the received digits.

P_CALL_SERVICE_CODE_FACILITY
2
A facility information element is received. The corresponding string contains the facility information element as defined in ITU Q.932

P_CALL_SERVICE_CODE_U2U
3
A user-to-user message was received. The associated string contains the content of the user-to-user information element.

P_CALL_SERVICE_CODE_HOOKFLASH
4
The user performed a hookflash, optionally followed by some digits. The corresponding string is an ascii representation of the entered digits.

P_CALL_SERVICE_CODE_RECALL
5
The user pressed the register recall button, optionally followed by some digits. The corresponding string is an ascii representation of the entered digits.

TpCallChargePlan

Defines the Sequence of Data Elements that specify the charge plan for the call.

Sequence Element Name
Sequence Element Type
Description

ChargeOrderType
TpCallChargeOrder
Charge order

Currency
TpString


Currency unit according to ISO-4217:1995

AdditionalInfo
TpString
Descriptive string which is sent to the billing system without prior evaluation. Could be included in the ticket.

Valid Currencies are:

ADP, AED, AFA, ALL, AMD, ANG, AON, AOR, ARS, ATS, AUD, AWG, AZM, BAM, 

BBD, BDT, BEF, BGL, BGN, BHD, BIF, BMD, BND, BOB, BOV, BRL, BSD, BTN, 

BWP, BYB, BZD, CAD, CDF, CHF, CLF, CLP, CNY, COP, CRC, CUP, CVE, CYP, 

CZK, DEM, DJF, DKK, DOP, DZD, ECS, ECV, EEK, EGP, ERN, ESP, ETB, EUR, 

FIM, FJD, FKP, FRF, GBP, GEL, GHC, GIP, GMD, GNF, GRD, GTQ, GWP, GYD, 

HKD, HNL, HRK, HTG, HUF, IDR, IEP, ILS, INR, IQD, IRR, ISK, ITL, JMD, 

JOD, JPY, KES, KGS, KHR, KMF, KPW, KRW, KWD, KYD, KZT, LAK, LBP, LKR, 

LRD, LSL, LTL, LUF, LVL, LYD, MAD, MDL, MGF, MKD, MMK, MNT, MOP, MRO, 

MTL, MUR, MVR, MWK, MXN, MXV, MYR, MZM, NAD, NGN, NIO, NLG, NOK, NPR, 

NZD, OMR, PAB, PEN, PGK, PHP, PKR, PLN, PTE, PYG, QAR, ROL, RUB, RUR, 

RWF, SAR, SBD, SCR, SDD, SEK, SGD, SHP, SIT, SKK, SLL, SOS, SRG, STD, 

SVC, SYP, SZL, THB, TJR, TMM, TND, TOP, TPE, TRL, TTD, TWD, TZS, UAH, 

UGX, USD, USN, USS, UYU, UZS, VEB, VND, VUV, WST, XAF, XAG, XAU, XBA, 

XBB, XBC, XBD, XCD, XDR, XFO, XFU, XOF, XPD, XPF, XPT, XTS, XXX, YER, 

YUM, ZAL, ZAR, ZMK, ZRN, ZWD.

XXX is used for transactions where no currency is involved. 

TpCallChargeOrder
Defines the Tagged Choice of Data Elements that specify the charge plan for the call.

Tag Element Type







TpCallChargeOrderCategory


Tag Element Value
Choice Element Type
Choice Element Name

P_CALL_CHARGE_PER_TIME
TpChargePerTime
ChargePerTime

P_CALL_CHARGE_NETWORK
TpString
NetworkCharge

TpCallChargeOrderCategory

Name 
Value
Description

P_CALL_CHARGE_PER_TIME
0
Charge per time

P_CALL_CHARGE_NETWORK
1
Operator specific charge plan specification, e.g. charging table name / charging table entry

TpCallAoCOrder

Defines the Tagged Choice of Data Elements that specify the charge plan for the call.


Tag Element Type



TpCallAoCOrderCategory


Tag Element Value
Choice Element Type
Choice Element Name

P_CALL_CHARGE_ADVICE_INFO
TpChargeAdviceInfo
ChargeAdviceInfo 

P_CALL_CHARGE_PER_TIME
TpChargePerTime
ChargePerTime

P_CALL_CHARGE_NETWORK
TpString
NetworkCharge

TpCallAoCOrderCategory

Name 
Value
Description

P_CALL_CHARGE_ADVICE_INFO
0
Set of GSM Charge Advice Information elements according to GSM 02.24

P_CALL_CHARGE_PER_TIME
1
Charge per time

P_CALL_CHARGE_NETWORK
2
Operator specific charge plan specification, e.g. charging table name / charging table entry

TpChargeAdviceInfo
Defines the Sequence of Data Elements that specify the two sets of Advice of Charge parameters. The first set defines the current tariff. The second set may be used in case of a tariff switch in the network.

Sequence Element Name
Sequence Element Type
Description

CurrentCAI
TpCAIElements
Current tariff

NextCAI
TpCAIElements
Next tariff after tariff switch

TpCAIElements

Defines the Sequence of Data Elements that specify theCharging Advice Information elements according to GSM 02.24. 
Sequence Element Name
Sequence Element Type
Description

UnitsPerInterval
TpInt32
Units per interval

SecondsPerTimeInterval
TpInt32
Seconds per time interval

ScalingFactor
TpInt32
Scaling factor

UnitIncrement
TpInt32
Unit increment

UnitsPerDataInterval
TpInt32
Units per data interval

SegmentsPerDataInteral
TpInt32
Segments per data interal

InitialSecsPerTimeInterval
TpInt32
Initial secs per time interval

TpChargePerTime
Defines the Sequence of Data Elements that specify the time based charging information.
Sequence Element Name
Sequence Element Type
Description

InitialCharge
TpInt32
Initial charge amount (in currency units * 0.0001)

CurrentChargePerMinute
TpInt32
Current tariff (in currency units * 0.0001)

NextChargePerMinute
TpInt32
Next tariff (in currency units * 0.0001) after tariff switch
Only used in setAdviceOfCharge()












TpAoCInfo
Defines the Sequence of Data Elements that specify the Advice Of Charge information to be sent to the terminal. 
Sequence Element Name
Sequence Element Type
Description

ChargeOrderType
TpCallAoCOrderType
Charge order

Currency
TpString


Currency unit according to ISO-4217:1995

Note:

TpCallInterworkingIndicators

This parameter will be removed.

