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1. INTRODUCTION

The CAP InitialDP and callEventNotify method mapping was agreed in CN5#2 to be made separate from other mappings in 3G TR 29.998.  This mapping is provided in this document.

The new table for the chapter 6.1.5 callEventNotify:

From: CAP InitialDP parameter eventTypeBCSM
To: callEventNotify parameter callEventName in eventInfo


P_EVENT_NAME_UNDEFINED


P_EVENT_GCCS_OFFHOOK_EVENT

collectedInfo, termAttemptAuthorized
P_EVENT_GCCS_ADDRESS_COLLECTED_EVENT

analyzedInformation
P_EVENT_GCCS_ADDRESS_ANALYSED_EVENT

tBusy
P_EVENT_GCCS_CALLED_PARTY_BUSY


P_EVENT_GCCS_CALLED_PARTY_UNREACHABLE

tNoAnswer
P_EVENT_GCCS_NO_ANSWER_FROM_CALLED_PARTY

routeSelectFailure
P_EVENT_GCCS_ROUTE_SELECT_FAILURE


P_EVENT_GCCS_ANSWER_FROM_CALL_PARTY

2. PROPOSAL

Nokia kindly asks 3GPP TSG CN WG5 to consider this modification for approval to 3G TR 29.998.

