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Common IDL interfaces for Generic Call Control and Generic User Interaction between 3GPP, ETSI SPAN3 and Parlay
Ericsson
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Correction to table with overview of IDL files
Ericsson
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Reduction in name scoping in IDL for createUICall operation on IpUICall interface
Ericsson
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Alignment of Framework with Parlay 2.1, improvement on business entity identification
Ericsson
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Alignment of Framework with Parlay 2.1, correction of missing service token
Ericsson
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Alignment of Framework with Parlay 2.1, parameter name and data-type alignments
Ericsson
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Alignment of Framework with Parlay 2.1, one interface per application correction
Ericsson

N5-000139
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Alignment of Framework with Parlay 2.1, only one error returned in load manager query
Ericsson

N5-000140
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Alignment of Framework with Parlay 2.1, missing operation fwUnavailableInd in IpAppFaultManager.
Ericsson

N5-000141
29.198
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Alignment of Framework with Parlay 2.1, missing service properties parameter in getServiceManager() operation of IpSvcFactory.
Ericsson
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Alignment of Framework with Parlay 2.1 undefined datatype in endaccess operation of IpAccess.
Ericsson
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29.198
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Alignment of Framework with Parlay 2.1, service and interface naming correction.
Ericsson
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Alignment of Framework with Parlay 2.1, renaming of TpPropertyStruct to TpServiceTypeProperty
Ericsson
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Alignment of Framework with Parlay 2.1 addition of DES 128 bit authentication.
Ericsson
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Alignment of Framework with Parlay 2.1, improvement of load statistic data-types.
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Correction in descriptive text for Call STD regarding user interaction in 2 Parties in Call State.
Ericsson
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Views on work procedures and documentation contents
Nokia
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Mapping of userInteractionNotificationInterrupted and 

userInteractionNotificationContinued methods
Nokia
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Simultaneous implementation of OSA and Parlay interfaces
Nokia
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"Removal of double description of the type TpCallServiceCode".
Nokia
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"Removal of unused types TpUIMessageCriteria, TpEntOpID and 

TpEntOpIDList".
Nokia

