3GPP TSG_CN WG 5#6 / ETSI SPAN 3
Tdoc N5-000235

Vienna, Austria

17th –19th October 2000 









Source:
N5 drafting group Marconi

Title:
Changes to be done in the ETSI doc

Date:


Document for:
Discussion

Agenda item:
6.1
Changes to be done in the ETSI doc:

· SetCallBack example -> Erik 

· Package relation for GCCS to be added - ERIK

· “Parlay” to be deleted - Erik

· ETSI is a superset; how to reflect the 3GPP status? Attributes to the methods? To be discussed

· CallControlManager: Assumption: Overload will be in the release 4. Class diagram OK.

· Service or SCF? To be discussed

· Header: Generic Service Interface -> Base Service Interface (to be changed in Parlay)-> to be clarified
· IpOsa to be renamed IpInterface? General alignment to be discussed

· EnableCallNotification(): last parameter assignmentID in or out? It’s out.

· GetCriteria(): assignmentID in 23.127 wrong to be deleted. CR! BB to raise

· CallEventNotify: parameter eventInfo: documentation to be added to stage 3. BB to raise CR to correct Stage 2 (SII indicator)

· Stage 2: routeReq: assignmentID renamed to callLegSessionID. CR! BB to raise

· STD of Call Object: differences: callEnded is more documented in 3GPP. CallFaultDetected different: Parlay transits to the final state whereas 3GPP transits to the Network Released state. Both models to be included. Model descriptions must be adapted to the different models.  

· TpCallEventInfo: Monitor mode is missing in 3GPP: error in 3GPP  JH to raise CR

· TpCallAppInfoType: Numbers wrong. Stage 3 must be corrected to 1,2,3,4,... instead of 1,2,4,...  JH to raise CR to Stage 3

· TpCallBearerService: Documentation from stage 3 incorporated into the ETSI doc., TpCAllNetworkAccessType, TpCallPartyCategory, TpCallTeleservice  JH to correct 120070 CC part

· TpCAllAdditionalReportInfo: Refused_Busy <-> Busy: ETSI correct but refusedBusy also to be changed. CR to 29.198 to delete “Refused” in refused Busy.  JH to raise CR

