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Intellectual Property Rights

This clause is always the first unnumbered clause.

If you have received any information concerning an essential IPR related to this document please indicate the details here.
Foreword

This ETSI Standard (ES) has been produced by Joint ETSI SPAN12 (Services and Protocol for Advanced Networks) and 3GPP CN5.

This clause is always the second unnumbered clause.

To be drafted by the ETSI secretariat.
Introduction

The Technical Report TR SPAN 12075 consists of the following parts:

· Part 1 General

· Part 2 - not applicable (common data has no mapping)

· Part 3 - not applicable (framework has no mapping)

· Part 4 Call Control mapping

· Sub-part 1 generic call control CAP

· Sub-part 2 generic call control INAP

· Sub-part 3 multiparty call control INAP

· Sub-part 4 multiparty call control SIP

· Sub-part 5 multimedia call control extensions mapping to SIP

· Part 5 User Interaction mapping

· Sub-part 1 user interaction CAP

· Sub-part 2 user interaction INAP

· Sub-part 3 user interaction Megacop

· Part 6 User Location/User Status mapping - mapping to MAP

· Part 7 Terminal Capabilities mapping - not applicable (no mapping, i.e. directly on entity, or proprietary)

· Part 8 Data Session Control mapping - mapping to CAP

· Part 9 Messaging mapping – not applicable (no mapping, i.e. directly on entities, or proprietary)

· Part 10 Connectivity Management mapping – not applicable (no mapping, i.e. directly on entities (e.g. COPS policy server)

This clause is optional. If it exists, it is always the third unnumbered clause.

1
Scope

Should start:

This ETSI Specification (ES) covers the API mapping for Open Service Access for the User Service IN call flows.

One of the following paragraphs should start with:

"This document is applicable to ..."

The Scope shall not contain requirements.

2
References

References may be made to:

a)
specific versions of publications (identified by date of publication, edition number, version number, etc.), in which case, subsequent revisions to the referenced document do not apply; or

b)
all versions up to and including the identified version (identified by "up to and including" before the version identity); or

c)
all versions subsequent to and including the identified version (identified by "onwards" following the version identity); or

d)
publications without mention of a specific version, in which case the latest version applies.

A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.

2.1
Normative references

The above heading is optional - if a need to sub-divide the references clause is felt to be appropriate.

[1]
EN 301 234 (V2.1 onwards): "Example 1".

[2]
EG 201 568 (V1.3.5): "Example 2".

2.2
Informative references

The above heading is optional - if a need to sub-divide the references clause is felt to be appropriate.

[3]
ETS 300 499 (1996): "Example 3".

[4]
ETS 300 999: "Example 4".

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

3.1
Definitions

Clause numbering depends on applicability. Defined terms should be ordered alphabetically.

For the purposes of the present document, the following definitions apply:

<defined term>: <Definition>.

example: The text serving as an example.

3.2
Symbols

Clause numbering depends on applicability. Symbols should be ordered alphabetically.

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

<2nd symbol>
<2nd Explanation>

3.3
Abbreviations

Clause numbering depends on applicability. Abbreviations should be ordered alphabetically.

For the purposes of the present document, the following abbreviations apply:

<ACRONYM1>
<Explanation>

<ACRONYM2>
<Explanation>

4
General Parameter Mapping Issues

4.1
API Parameters that do not require a mapping

A number of the API method parameters have significance only on the OSA interface and in the SCS. They are used to identify objects implementing parts of the interface for instance. No mapping is required for these parameters.

-
appInterface - specifies a reference to the application object which implements the callback interface for a call

-
assignmentID - specifies the assigned ID which is used to link associated requests and responses

-
callReference - specifies the reference to the call object

-
callSessionID - specifies the call session ID of the call object to which this method invocation applies

4.2
Protocol Operation Parameters that do not require a mapping

A number of the CAP and MAP protocol operation parameters deal with the specifics of the underlying core network. these are typically those details that the OSA API was designed to abstract from and therefore do not require a mapping. Examples include:

CAP InitialDP:

-
gsmSCFAddress

-
MSCAddress

-
GMSCAddress

-
IPSSPCapabilities

MAP AnyTimeModification

-
gsmSCFAddress

Annex <yy> (normative):
Title of normative annex

"normative" is applicable to ENs, ESs and TSs .

It is NOT applicable to EGs and TRs

yy.1
First clause of this normative annex

<Text>

yy.1.1
First subclause of this normative annex

<Text>

Annex 1 [(informative)]:
Bibliography

This (informative) annex is optional. If it exists, it should be the last annex in a document.

The following material, though not specifically referenced in the body of the present document, gives supporting information.

· <Publication>: "<Title>".

Annex <zz> [(informative)]:
Bibliography

This (informative) annex is optional. If it exists, it should be the last annex in a document.

The following material, though not specifically referenced in the body of the present document, gives supporting information.

-
<Publication>: "<Title>".

Annex <zz> [(informative)]:
Bibliography

This (informative) annex is optional. If it exists, it should be the last annex in a document.

The following material, though not specifically referenced in the body of the present document, gives supporting information.

-
<Publication>: "<Title>".
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