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1 Introduction

It is proposed that the methods and parameters for call manager, call and call leg objects are semantically aligned. A companian contribution proposes methods for createCallLeg, eventReportReq, eventReportRes and eventReportErr , and route, with regard to the IpCallLeg object class.  Also this contribution proposes aligned methods for createCall, eventReportReq, eventReportRes and eventReportErr , and  route, with regard to the IpCall object class, This contribution gives the equivalent proposal for the parameter alignment for the IpCall and IpCallLeg object classes. 

2
Data Defintions

TpCallLegSessionSetRef

Defines a Reference to type TpSessionIDSet.

TpSessionIDSet

Defines a numbered set of data elements of TpSessionId

TpCallReport

 This type remains

TpCallMonitorMode

TpCallMonitorMode is redefined as follows:

Defines the mode that the call will monitor for events, or the mode that the call is in following a detected event.

Name
Value
Description

P_MONITOR_MODE_INTERRUPT
0
The call event is intercepted by the call control service and call processing is interrupted. The application is notified of the event and call processing resumes following an appropriate API call or network event (such as a call release)

P_MONITOR_MODE_NOTIFY
1
The call event is detected by the call control service but not intercepted. The application is notified of the event and call processing continues

P_MONITOR_MODE_DO_NOT_MONITOR
2
Do not monitor for the event

P_MONITOR_MODE_INTERRUPT_WITH_DISARMING
3
Same as P_MONITOR_MODE_INTERRUPT however the request is disarmed after reporting. So a second occurrence will not be reported

P_MONITOR_MODE_NOTIFY_WITH_DISARMING
4
Same as P_MONITOR_MODE_NOTIFY however the request is disarmed after reporting. So a second occurrence will not be reported

TpCallReportType

Note:
The  following values are proposed to be added 

P_CALL_REPORT_ATTEMPT_AUTHORIZED
10
A call attempt has been authorized

P_CALL_REPORT_ADDRESS_COLLECTED
11
The destination address has been collected

P_CALL_REPORT_ADDRESS_ANALYSED
12
The destination address has been analyzed.

P_CALL_REPORT_ABANDON, 
13
The calling party has abandonned the call.

P_CALL_REPORT_SUSPEND
14
Call is suspended

, P_CALL_REPORT_RESUME
15
Call is resumed

Defines a specific call event report type.

Name
Value
Description

P_CALL_REPORT_UNDEFINED
0
Undefined

P_CALL_REPORT_ATTEMPT_AUTHORIZED
10
A call attempt has been authorized

P_CALL_REPORT_ADDRESS_COLLECTED
11
The destination address has been collected

P_CALL_REPORT_ADDRESS_ANALYSED
12
The destination address has been analyzed.

P_CALL_REPORT_ABANDON, 
13
The calling party has abandonned the call.

P_CALL_REPORT_SUSPEND
14
Call is suspended

, P_CALL_REPORT_RESUME
15
Call is resumed

P_CALL_REPORT_PROGRESS
1
Call routing progress event:an indication from the network that progress has been made in routing the call to the requested call party.

P_CALL_REPORT_ALERTING
2
Call is alerting at the call party

P_CALL_REPORT_ANSWER
3
Call answered at address

P_CALL_REPORT_BUSY
4
Called address refused call due to busy

P_CALL_REPORT_NO_ANSWER
5
No answer at called address

P_CALL_REPORT_DISCONNECT
6
The call party has disconnected.

P_CALL_REPORT_REDIRECTED
7
Call redirected to new address: an indication from the network that the call has been redirected to a new address.

P_CALL_REPORT_SERVICE_CODE
8
Mid-call service code received

P_CALL_REPORT_ROUTING_FAILURE
9
Call routing failed - re-routing is possible





TpCallAdditionalReportCriteria

Defines the Tagged Choice of Data Elements that specify specific criteria. 

The following values are proposed to be added:

P_CALL_REPORT_ATTEMPT_AUTHORIZED
NULL
Undefined

P_CALL_REPORT_ADDRESS_COLLECTED
NULL
Undefined

P_CALL_REPORT_ADDRESS_ANALYSED
NULL
Undefined

P_CALL_REPORT_ABANDON, 
NULL
Undefined

P_CALL_REPORT_SUSPEND
NULL
Undefined

P_CALL_REPORT_RESUME
NULL
Undefined


Tag Element Type



TpCallReportType


Tag Element Value
Choice Element Type
Choice Element Name

P_CALL_REPORT_UNDEFINED
NULL
Undefined

P_CALL_REPORT_ATTEMPT_AUTHORIZED
NULL
Undefined

P_CALL_REPORT_ADDRESS_COLLECTED
NULL
Undefined

P_CALL_REPORT_ADDRESS_ANALYSED
NULL
Undefined

P_CALL_REPORT_ABANDON, 
NULL
Undefined

P_CALL_REPORT_SUSPEND
NULL
Undefined

, P_CALL_REPORT_RESUME
NULL
Undefined

P_CALL_REPORT_PROGRESS
NULL
Undefined

P_CALL_REPORT_ALERTING
NULL
Undefined

P_CALL_REPORT_ANSWER
NULL
Undefined

P_CALL_REPORT_BUSY
NULL
Undefined

P_CALL_REPORT_NO_ANSWER
TpDuration
NoAnswerDuration

P_CALL_REPORT_DISCONNECT
NULL
Undefined

P_CALL_REPORT_REDIRECTED
NULL
Undefined

P_CALL_REPORT_SERVICE_CODE
TpCallServiceCode
ServiceCode

P_CALL_REPORT_ROUTING_FAILURE
NULL
Undefined





TpCallReport

 This type remains

TpCallAdditionalReportInfo

The following values are proposed to be added:

P_CALL_REPORT_ATTEMPT_AUTHORIZED
NULL
Undefined

P_CALL_REPORT_ADDRESS_COLLECTED
NULL
Undefined

P_CALL_REPORT_ADDRESS_ANALYSED
NULL
Undefined

P_CALL_REPORT_ABANDON, 
NULL
Undefined

P_CALL_REPORT_SUSPEND
NULL
Undefined

, P_CALL_REPORT_RESUME
NULL
Undefined

Defines the Tagged Choice of Data Elements that specify additional call report information for certain types of reports.. 

Tag Element Type



TpCallReportType


Tag Element Value
Choice Element Type
Choice Element Name

P_CALL_REPORT_UNDEFINED
NULL
Undefined

P_CALL_REPORT_ATTEMPT_AUTHORIZED
NULL
Undefined

P_CALL_REPORT_ADDRESS_COLLECTED
NULL
Undefined

P_CALL_REPORT_ADDRESS_ANALYSED
NULL
Undefined

P_CALL_REPORT_ABANDON, 
TpcallReleaseCause
CallAbandon

P_CALL_REPORT_SUSPEND
NULL
Undefined

, P_CALL_REPORT_RESUME
NULL
Undefined

P_CALL_REPORT_PROGRESS
NULL
Undefined

P_CALL_REPORT_ALERTING
NULL
Undefined

P_CALL_REPORT_ANSWER
NULL
Undefined

P_CALL_REPORT_BUSY
TpCallReleaseCause
RefusedBusy

P_CALL_REPORT_NO_ANSWER
NULL
Undefined

P_CALL_REPORT_DISCONNECT
TpCallReleaseCause
CallDisconnect

P_CALL_REPORT_REDIRECTED
TpAddress
ForwardAddress

P_CALL_REPORT_SERVICE_CODE
TpCallServiceCode
ServiceCode

P_CALL_REPORT_ROUTING_FAILURE
TpCallReleaseCause
RoutingFailure
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