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This document lists the changes made as a result of generating a draft copy of the Data Session Control part of the API specification from the UML model.  The changes made are with respect to Document N5-000187.

1 Corrections Made

1.1 Title

The document title has been changed to a suggested new title.  The title on the former documents was not suitable, since it referred to SCF for all parts of the API, even those which were not SCFs.  The title of the SPAN work item is also not suitable: "Intelligent Network (IN); SCF to 3rd Party Service Application Interface; Interface Description Language (IDL) specification".  The title can be changed to any other title as required, and the title of the SPAN document need not be the same as the title of the 3GPP 29.198.

1.2 Sequence Diagrams

Sequence Diagrams were re-drawn in Rose, since in document N5-000187 they were copied from the Stage 2 specification, and no Rational Rose files are available with these sequence diagrams from Stage 2.  

Appropriate interface classes were assigned to instances of Data Session Manager and Data Session.

Sequence Diagram:  Address Translation With Charging:  Missing message 1 (taken from preceding Sequence Diagram) was added (needed to keep message numbering the same as Stage 2).

1.3 Class Diagram

Text over class diagram in N5-000187 was moved to Interface Class clause; text description at start of Interface Class clause is now in Clause 4, since the text at the start of Clauses 6 (Class Diagrams) and 8 (Interface Classes) should be extractable from the model, and the text at the start of the Interface Classes clause in N5-000187 is not possible to include in the model.  (Similar to layout in UI document)

Method setCallbackWithSessionID() added to IpService in Class Diagram.

1.4 Interface Classes

IpAppDataSessionManager and IpDataSessionManager renamed as IpAppDataSessionControlManager and IpDataSessionControlManager, as in 3GPP 29.198.

Exceptions Raised added for each method.

Some Interface Class descriptions changed or added when imported from Parlay model.

1.5 IpAppDataSessionControlManager

Description of method dataSessionNotificationContinued() modified as follows:

This method indicates to the application that all event notifications are resumed.
1.6 IpDataSession

Method connectReq() in IpDataSession:  Description of originatingAddress parameter added.

